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Characteristics

General
Design Direct operated pressure compensator

Size 06 10

Mounting interface

DIN 24340 A10
ISO 4401
NFPA D05
CETOP 03

DIN 24340 A16
ISO 4401
NFPA D07
CETOP 05

Mounting position unrestricted

Ambient temperature [°C] -20...+50

Weight 2-way pressure compensator [kg] 1.5 3.1

3-way pressure compensator [kg] 1.6 3.5

Hydraulic
Max. operating pressure drain port L connected [bar] P, A, B: 350; T: 210; L: 10 P, A, B: 315; T: 210; L: 10

without drain port [bar] P, A, B: 350; T: 160; L: 160 P, A, B: 315; T: 210; L: 210

Nominal flow [l/min] 30 80

Fluid Hydraulic oil as per DIN 51524...525

Fluid temperature [°C] -20...+80

Viscosity permitted [cSt]/[mm2/s] 10...650

Viscosity recommended [cSt]/[mm2/s] 30

Filtration ISO 4406 (1999) 18/16/13 (acc. NAS 1638: 7)

Technical data

SPC*01 (3-way) SPC*11 (2-way)

SPC*11 (2-way)

The sandwich type pressure compensators series SPC
are typically used in combination with proportional direc-
tional control valves.Thecompensatorkeeps thepressure
drop over the directional valve constant and thus provides
load-independent flow to the actuator.

Features
• 2-way or 3-way pressure compensators

• Standard pressure differential 5 bar

• Adjustable differential (2...5 bar) and 10 bar - optional

• Sizes:
NG06 / CETOP 3 SPC01
NG10 / CETOP 5 SPC02
NG16 / CETOP 7 upon request
NG25 / CETOP 8 upon request
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Ordering Code

Code Nominal size 1)

01 NG06
02 NG10

Direct opera-
ted pressure
compensator

SealFunction

ASPC

Code Seal
1 NBR
5 FPM

Nominal
size

Pressure
differential

Design
series

Circuit
type

1

Steel
body

C 5

Load
sensing

port

Code Function

01
3-way pressure
compensation

11
2-way pressure
compensation

Code
Pressure

differential

042) 2...5 bar
adjustable

05 5 bar
102) 10 bar

2) for 3-way compensator
only

Type Model no. Order no.

3-way compensators with shuttle
valve P-A/B

SPC 01 01 041C5A 026-42583-0
SPC 01 01 051C5A 026-42584-0
SPC 01 01 101C5A 026-42585-0

2-way compensators with shuttle
valve P-A/B

SPC 01 11 051C5A 026-42560-0

SPC01 SPC02

1) sizes NG16 and NG25
on request

Type Model no. Order no.

3-way compensators with shuttle
valve P-A/B

SPC 02 01 041C5A 026-42589-0
SPC 02 01 051C5A 026-42590-0
SPC 02 01 101C5A 026-42591-0

2-way compensators with shuttle
valve P-A/B

SPC 02 11 051C5A 026-42566-0
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Characteristic Curves

SPC01
Flow regulation example: 2-way pressure compensator

SPC02
Flow regulation example: 2-way pressure compensator
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Dimensions

2-way pressure compensator
SPC01 SPC02

3-way pressure compensator
SPC01 SPC02

1) Always connect L to tank when
SPC01 T > 160bar
SPC02 T > 210bar

1) Always connect L to tank when
SPC01 T > 160bar
SPC02 T > 210bar
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