
DIMENSION QD PINOUT

SPECIFICATION

GROOVE DIMENSION

CS-58R CS-58N CS-58RPCS-58PTYPE

CHARACTERISTICS

CONNECT DIAGRAM

3.8±0.1

3.05±0.1

2.1±0.1

SENSING POINT

SENSING POINT (CS-58R)

SENSING POINT (CS-58RP)

*3 wire QD wiring

NOTE:
1. WARNING: Never exceed rating (Watt=Voltage x Amperage).  Permanent demage to sensor will occur.
2. Measuring standard target: ø15.5Xø8X5t (Anisotropy rubber magnet)
3. Sin wave / X , Y , Z  3 directions / 3 times each direction / 11 ms each time.
4. Double amplitude 1.5 mm / 10Hz~55Hz~10Hz (Sweep 1 min) /  X , Y , Z  3 directions / 1 hour each time. 
5. 1=None / 2=Short-circuit / 3=Power Source Reverse polarity / 4=Surge Suppression

*2 wire EQD wiring

CS-58N, CS-58P / CS-58N-QD, CS-58P-QD

CS-58R, CS-58RP / CS-58R-EQD, CS-58RP-QD

3.7

3.7

12

IEC 60529 IP67 (NEMA 6) 

70  Gauss 50  Gauss 

Magnetic Sensor
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