
XV & XP Series Operator Interface Solutions

XV Operator Interface XP Operator Interface
XV-102 XV-152 XP-702

Screen size (inches) 3.5, 5.7, 7.0 5.7, 8.4, 10.4 8.4, 10.4, 12.1, 15.0, Blind Node
Housing material Plastic Metal Metal

Operating system WinCE 5.0 Professional Windows XPe

Touchscreen technology Resistive Infrared safety glass (except blind node)

Communication ports Ethernet: 1; Serial: 1 or 2; USB: 0 or 1 Ethernet: 2; Serial: 2; USB: 4

Development software Visual Designer (VISUALDCE or VISUALDXP) Visual Designer (VISUALDXP)

Pre-licenses tags, drivers,  
web sessions

Tags: 4,000; Drivers: 3; Web session: 1 Standard models… Tags: 4,000; Drivers: 5; Web session: 1
Enterprise models… Tags: 64,000; Drivers: 8; Web session: 1

Field upgradeable tags, drivers,  
web sessions (max)

Tags: 4,000; Drivers: 3; Web sessions: 1, 2, 4 or 8  
(simultaneous)

Tags: 64,000; Drivers: 8; Web sessions: 1, 2, 4, 8, 16, 32 64,  
128 or 256 (simultaneous)

Alarm online/history • •

Trend online/history • •

VB scripting • •

Scheduler • •

Recipe • •

Reports • •

OPC, TCP/IP, communications drivers • •

Web server, web thin client support • •

Full remote access  
(FTP and remote desktop) • •

Local/remote database interface • •

Ability to run third-party software •

ActiveX and .NET controls •

Full document viewing •

Windows media player •

Vision system interfaces •

Network camera monitoring •

For more information on Eaton’s innovative  
operator interface products: www.eaton.com/oi

www.comoso.com


