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Circuit diagram ST white T ST bon T
i 5 [ brown | ) : i [ white i ) :
| | green | | ! " blue ! I
i3 -—|—E—O—C 3 | 3 - c3 i
i 4 L yellow 1 : i 2 i black L cg4 f
i i g i l i gra ! i
- < S | I R
| 6 -_'_L‘_C I T 6 | | 6 = : —C 6 |
i i blue | 7 | 7 i violet . 7]
7t ———— | i i I
L s |
Contact layout
E Cable Type Jacket Color Jacket Color
Wire diameter 0.25 mm? gray gray
PUR 292
PUR (UL/CSA) 295
B Cable Length
03m 0030
06m 0060
10m 0100
15m 0150
20m 0200
. Technical Data
Operating voltage max. 30 V AC/DC
Protection IP65 and IP67 when plugged and screwed down (EN 60529)
Temperature range -25..485 °C, depending on cable quality
. Article No.
The composition of your article 1 2 2 2 - - o o
number is explained on page 3.1.i
1 2 2 i M12 Lite (plastic hexagonal screw) on request

Notes

n Form E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

WWW.COmoso.com

3229

M12 Round Plug Connectors





