
|  fieldbus cable

		 Drum (100 m)	 02

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 Technical Data

Copper index 	 34.5 kg/km				    34.5 kg/km

Outer diameter 	 approx. 6.7 mm				    approx. 6.5 mm

Wire structure 	 7-strand, 2x 2x AWG 22/7 (2x 2x 0.34 mm²) 				    2x 2x 0.34 mm² (Class 5)

Wire insulation	 PE

Shielding	 polyester fleece, aluminum foil, screen tinned copper wire braid  

Outer jacket	 PUR

Resistance	 high resistance to oil, fuel and chemicals 

	E lectrical data 

Nominal voltage 	 60 V		  60 V

Test voltage	 2000 V				    700 V

	 Temperature range 

Fixed installation	 -25...+80°C				    -40...+70°C

Flexible installation 	 -20...+60°C				  

	 Bend radius 

Fixed installation	 7.5x outer Ø 			 

Flexible installation	 15x outer Ø				  

	 C-track data 

Movement speed:	 –		  max. 3.3 m/s (Stroke length 5 m, acceleration 2 m/s²)		 max. 4 m/s (Stroke length 5 m, acceleration 4 m/s²)

Number of bending cycles	 –		  > 5M		  > 3M

	 Transfer characteristics

Impedance level 	 100 ± 15 Ohm at 100 MHz		  100 ± 5 Ohm at 100 MHz		  100 ± 15 Ohm at 100 MHz

Conductor resistance 	 55 Ohm/km

Isolation resistance	 500 MOhm x km

	 Approvals  

			   UL, CSA, CE compliant 

Ethernet / Profinet	 2x 2x 0.34 mm²	  	 2x 2x 0.34 mm²
CAT 5e
ISO/IEC 11801 Class D

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no. 1 2

7 0 0 0 – –C 0 0 0 0

3
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	 green	 794		  796

	 violet			   		  798
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|  fieldbus cable

		 Drum (100 m)	 02

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 violet	 840		  841

			 

		  	

	 Technical Data

Copper index 	 29.0 kg/km		  29.0 kg/km

Outer diameter 	 approx. 7.7 mm			 

Wire structure 	 1x 2x Ø 0.64 mm (Class 6)

Wire insulation	 cell polyethylene 

Shielding		  polyester fleece, aluminum foil, screen tinned copper wire braid 

Outer jacket	 PUR

Resistance		  high resistance to oil, fuel and chemicals 

	E lectrical data 

Nominal voltage 	 60 V		  250 V

Test voltage	 1500 V

	 Temperature range 

Fixed installation	 -40...+80°C

Flexible installation 	 -20...+70°C

	 Bend radius 

Fixed installation	 10x outer Ø 

Flexible installation	 15x outer Ø

	 C-track data 

Movement speed	 max. 4 m/s (Stroke length 5 m, acceleration 8 m/s²)

Number of bending cycles	 > 10M		  > 3M

	E lectrical data

Impedance level 	 150 Ohm

Conductor resistance 	 82 Ohm/km		  72.5 Ohm/km

Isolation resistance	 1 GOhm x km		  5 GOhm x km

	 Approvals  

			   UL, CSA, CE compliant 

Profibus	 1x 2x Ø 0.64 mm	 1x 2x Ø 0.64 mm

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no. 1 2

7 0 0 0 – –C 0 0 0 0

3
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|  fieldbus cable

		 Drum (100 m)	 02

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 violet	 803

			 

			   798

		  	

	 Technical Data

Copper index 	 30.9 kg/km

Outer diameter 	 approx. 6.9 mm

Wire structure 	 2x 0.25 mm² + 2x 0,34mm² (Class 5)

Wire insulation	 data pair 2x 0.25mm², cell polyethylene + power supply 2x 0.34mm², PE 

Shielding	 pair shielding (data, power supply) with aluminum foil drain wire 22 AWG/19, overall shielding tinned copper wires 

Outer jacket	 PUR

Resistance	 high resistance to oil, fuel and chemicals 

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 2000 V

	 Temperature range 

Fixed installation	 -40...+80°C

Flexible installation 	 -20...+70°C

	 Bend radius 

Fixed installation	 10x outer Ø 

Flexible installation	 15x outer Ø

	 C-track data 

Movement speed	 max. 3 m/s (Stroke length 5 m, acceleration 5 m/s²)

Number of bending cycles	 > 5M

	E lectrical data

Impedance level 	 120 Ohm

Conductor resistance 	 78 Ohm/km

	 Approvals  

			   UL, CSA, CE compliant 

DeviceNet / CANopen	 2x 0.25mm² + 2x 0.34mm²

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no. 1 2

7 0 0 0 – –C 0 0 0 0

3
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|  fieldbus cable

	 Technical Data

Copper index 	 31.9 kg/km		  31.9 kg/km

Outer diameter 	 approx. 8.0 mm		  approx. 6.5 mm

Wire structure 	 2x 1.5 mm² (Class 5)			  4x 0.75 mm² (Class 6)

Wire insulation	 PP			 

Shielding		  polyester fleece, aluminum foil, screen tinned copper wire braid 

Outer jacket	 PUR

Resistance		  high resistance to oil, fuel and chemicals 

	E lectrical data 

Nominal voltage 	 250 V		  240 V

Test voltage	 1500 V		  2000 V

	 Temperature range 

Fixed installation	 -50...+80°C		  -40...+80°C

Flexible installation  	 -25...+80°C		  -20...+80°C

	 Bend radius 

Fixed installation	 7.5x outer Ø 		  5x outer Ø

Flexible installation	 10x outer Ø 		  7.5x outer Ø

	 C-track data 

Movement speed	 –			  max. 3 m/s (Stroke length 5 m, acceleration 5 m/s²)

Number of bending cycles	 –		  > 5M

	E lectrical data

Impedance level 	 70  - 140 Ohm		  75 Ohm

Conductor resistance 	 13.3 Ohm/km		  26 Ohm/km

Isolation resistance	 5 GOhm x km

	 Approvals  

			   UL, CSA, CE compliant 

		 Drum (100 m)	 02

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 gray		 588		  862

			 

		  	

MASI	 2x 1.5 mm²	 4x 0.75 mm²

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no. 1 2

7 0 0 0 – –C 0 0 0 0

3
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	Fieldbus cable

