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	 200 m	 02
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1 2
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		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 black	 702	

			 

	

 Type of drum	

 Cable length

 Jacket color

1

2

3

|  Unshielded sensor/actuator cables

	 Technical Data

Copper index 	 18.5 kg/km

Outer diameter 	 approx. 6.0 mm

Wire structure 	 0.14 mm² (Class 6)

Wire insulation	 PVC

Outer jacket	 PVC

Resistance	 limited resistance to oil and high resistance to chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 1500 V

	 Temperature range 

Fixed installation	 -30...+70°C

Flexible installation 	 -5...+70°C

	 Bend radius 

Fixed installation	 7.5x outer Ø 

Flexible installation	 10x outer Ø

	 C-track data 

Movement speed:	 –

Number of bending cycles	 –

	R obot data  

Torsion 	 –

	 Approvals  

			   CE compliant 

PVC	 12x 0.14 mm²

  Article no.
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|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 yellow	 010		  011		

	 gray		 210		  211		  293

	 black	 610		  611	

	

	 Technical Data

Copper index 	 7.9 kg/km		  10.6 kg/km		  21.1 kg/km

Outer diameter 	 approx. 4.4 mm		  approx. 4.7 mm		  approx. 6.0 mm

Wire structure 	 0.25 mm² (Class 6)

Wire insulation	 PVC

Outer jacket	 PVC

Resistance	 limited resistance to oil and high resistance to chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 2000 V

	 Temperature range 

Fixed installation	 -30...+70°C

Flexible installation 	 -5...+70°C

	 Bend radius 

Fixed installation	 7.5x outer Ø 

Flexible installation	 10x outer Ø

	 C-track data 

Movement speed:	 –

Number of bending cycles	 –

	R obot data  

Torsion 	 –

	 Approvals  

			   CE compliant UL (AWM Style 2464), CSA 				    CE compliant

PVC	 3x 0.25 mm²	 4x 0.25 mm²	 8x 0.25 mm²
	

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no.

www.comoso.com
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|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 yellow	 013		  014		  015

	 gray		 213		  214		  215

	 black	 613		  614		  615

	 Technical Data

Copper index 	 10.8 kg/km		  14.4 kg/km		  17.9 kg/km

Outer diameter 	 approx. 4.6 mm		  approx. 5.0 mm		  approx. 5.2 mm

Wire structure 	 0.34 mm² (Class 5)

Wire insulation	 PVC

Outer jacket	 PVC

Resistance	 limited resistance to oil and high resistance to chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 2000 V

	 Temperature range 

Fixed installation	 -30...+70°C

Flexible installation 	 -5...+70°C

	 Bend radius 

Fixed installation	 7.5x outer Ø 

Flexible installation	 10x outer Ø

	 C-track data 

Movement speed:	 –

Number of bending cycles	 –

	R obot data  

Torsion 	 –

	 Approvals  

			   CE compliant UL (AWM Style 2464), CSA 

PVC	 3x 0.34 mm2	 4x 0.34 mm2	 5x 0.34 mm2

	

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no. 1 2

7 0 0 0 – –C 0 0 0 0

3
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|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 yellow	 016		  017		  018

	 gray		 216		  217		  218

	 black	 616		  617		  618

	 Technical Data

Copper index 	 23.8 kg/km		  31.9 kg/km		  39.6 kg/km

Outer diameter 	 approx. 5.9 mm		  approx. 6.5mm		  approx. 7.0 mm

Wire structure 	 0.75 mm² (Class 5)

Wire insulation	 PVC

Outer jacket	 PVC

Resistance	 limited resistance to oil and high resistance to chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 3000 V

	 Temperature range 

Fixed installation	 -30...+70°C

Flexible installation 	 -5...+70°C

	 Bend radius 

Fixed installation	 7.5x outer Ø 

Flexible installation	 10x outer Ø

	 C-track data 

Movement speed:	 –

Number of bending cycles	 –

	R obot data  

Torsion 	 –

	 Approvals  

			   CE compliant 

PVC	 3x 0.75 mm²	 4x 0.75 mm²	 5x 0.75 mm²
	

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no. 1 2

7 0 0 0 – –C 0 0 0 0

3

1 2
1

2

3

1

2

3

4
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|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 yellow	 020		  021

	 gray		 220		  221

	 black	 620		  621

	 Technical Data

Copper index 	 7.9 kg/km		  10.6 kg/km

Outer diameter 	 approx. 4.4 mm		  approx. 4.7 mm

Wire structure 	 0.25 mm² (Class 6)

Wire insulation	 PVC

Outer jacket	 PUR/PVC

Resistance		  high resistance to oil, fuel and chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 2000 V

	 Temperature range 

Fixed installation	 -30...+70°C

Flexible installation 	 -5...+70°C

	 Bend radius 

Fixed installation	 10x outer Ø 

Flexible installation	 15x outer Ø

	 C-track data 

Movement speed	 max. 3.3 m/s (Stroke length 5 m, acceleration 5 m/s²)

Number of bending cycles	 > 2M

	R obot data  

Torsion 		  –

	 Approvals  

			   CE compliant 

PUR/PVC	 3x 0.25 mm²	 4x 0.25 mm²
	

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no. 1 2

7 0 0 0 – –C 0 0 0 0

3
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|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 yellow	 023		  024		  025

	 gray		 223		  224		  225

	 black	 623		  624		  625

	 Technical Data

Copper index 	 10.8 kg/km		  14.4 kg/km		  17.9 kg/km

Outer diameter 	 approx. 4.9 mm		  approx. 5.2 mm		  approx. 5.9 mm

Wire structure 	 0.25 mm² (Class 6)

Wire insulation	 PVC

Outer jacket	 PUR/PVC

Resistance	 high resistance to oil, fuel and chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 2000 V

	 Temperature range 

Fixed installation	 -30...+70°C

Flexible installation 	 -5...+70°C

	 Bend radius 

Fixed installation	 10x outer Ø 

Flexible installation	 15x outer Ø

	 C-track data 

Movement speed	 max. 3.3 m/s (Stroke length 5 m, acceleration 5 m/s²)

Number of bending cycles	 > 2M

	R obot data  

Torsion 	 –

	 Approvals  

			   CE compliant 

PUR/PVC	 3x 0.34 mm²	 4x 0.34 mm²	 5x 0.34 mm²
	

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no. 1 2

7 0 0 0 – –C 0 0 0 0

3
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|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 yellow	 026		  027		  028

	 gray		 226		  227		  228

	 black	 626		  627		  628

	 Technical Data

Copper index 	 23.8 kg/km		  31.9 kg/km		  39.6 kg/km

Outer diameter 	 approx. 5.9 mm		  approx. 6.5 mm		  approx. 7.0 mm

Wire structure 	 0.75 mm² (Class 5)

Wire insulation	 PVC

Outer jacket	 PUR/PVC

Resistance	 high resistance to oil, fuel and chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 2000 V

	 Temperature range 

Fixed installation	 -30...+70°C

Flexible installation 	 -5...+70°C

	 Bend radius 

Fixed installation	 10x outer Ø 

Flexible installation	 15x outer Ø

	 C-track data 

Movement speed	 max. 3.3 m/s (Stroke length 5 m, acceleration 5 m/s²)

Number of bending cycles	 > 2M

	R obot data  

Torsion 	 –

	 Approvals  

			   CE compliant 

PVC	 3x 0.75 mm²	 4x 0.75 mm²	 5x 0.75 mm²
	

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no. 1 2

7 0 0 0 – –C 0 0 0 0

3
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|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

		 black	 705	

			 

	 Technical Data

Copper index 	 18.5 kg/km

Outer diameter 	 approx. 6.0 mm

Wire structure 	 0.14 mm² (Class 6)

Wire insulation	 PP

Outer jacket	 PUR

Resistance	 high resistance to oil, fuel and chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 1500 V

	 Temperature range 

Fixed installation	 -40...+80°C

Flexible installation  	 -25...+80°C

	 Bend radius 

Fixed installation	 5x outer Ø 

Flexible installation	 10x outer Ø

	 C-track data 

Movement speed	 max. 3.3 m/s (Stroke length 5 m, acceleration 5 m/s²)

Number of bending cycles	 > 2M

	R obot data  

Torsion 	 ± 180°/m

	 Approvals  

			   UL (AWM Style 20233), CSA, CE compliant 

PUR (UL/CSA)	 12x 0.14 mm²
	

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no. 1 2

7 0 0 0 – –C 0 0 0 0

3
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|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 Technical Data

Copper index 	 7.9 kg/km		  10.6 kg/km

Outer diameter 	 approx. 4.1 mm		  approx. 4.4 mm

Wire structure 	 0.25 mm² (Class 6)

Wire insulation	 PP 

Outer jacket	 PUR

Resistance	 high resistance to oil, fuel and chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 2500 V

	 Temperature range 

Fixed installation	 -40...+80°C

Flexible installation  	 -25...+80°C

	 Bend radius 

Fixed installation	 5x outer Ø 

Flexible installation	 10x outer Ø

	 C-track data 

Movement speed	 max. 3.3 m/s (Stroke length 5 m, acceleration 5 m/s²)

Number of bending cycles	 > 5M

	R obot data  

Torsion 	 ± 180°/m (2M cycles)

	 Approvals  

			   UL (AWM Style 20233), CSA, CE compliant 

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no.

	 yellow	 030		  031		

	 gray		 230		  231	

	 black	 630		  631

PUR (UL/CSA)	 3x 0.25 mm²	 4x 0.25 mm²
	

1 2

7 0 0 0 – –C 0 0 0 0

3
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|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 Technical Data

Copper index 	 21.1 kg/km		  31.7 kg/km

Outer diameter 	 approx. 6.0 mm		  approx. 6.9 mm

Wire structure 	 0.25 mm² (Class 6)

Wire insulation	 PP 

Outer jacket	 PUR

Resistance	 high resistance to oil, fuel and chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 1500 V

	 Temperature range 

Fixed installation	 -40...+80°C

Flexible installation  	 -20...+80°C

	 Bend radius 

Fixed installation	 5x outer Ø 

Flexible installation	 10x outer Ø

	 C-track data 

Movement speed	 max. 3.3 m/s (Stroke length 5 m, acceleration 5 m/s²)

Number of bending cycles	 > 2M

	R obot data  

Torsion 	 –

	 Approvals  

			   UL, CSA, CE compliant 

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no.

PUR (UL/CSA)	 8x 0.25 mm²	 12x 0.25 mm²
	

	 gray		 295		  301

			   				  

		

1 2

7 0 0 0 – –C 0 0 0 0

3
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|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 Technical Data

Copper index 	 10.8 kg/km		  14.4 kg/km		  17.9 kg/km

Outer diameter 	 approx. 4.3 mm		  approx. 4.7 mm		  approx. 5.0 mm

Wire structure 	 0.34 mm² (Class 6)

Wire insulation	 PP

Outer jacket	 PUR 

Resistance	 high resistance to oil, fuel and chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 2500 V

	 Temperature range 

Fixed installation	 -40...+80°C

Flexible installation  	 -25...+80°C

	 Bend radius 

Fixed installation	 5x outer Ø 

Flexible installation	 10x outer Ø

	 C-track data 

Movement speed	 max. 3.3 m/s (Stroke length 5 m, acceleration 5 m/s²)

Number of bending cycles	 > 5M

	R obot data  

Torsion 	 ± 180°/m (2M cycles)

	 Approvals  

			   UL (AWM Style 20233), CSA, CE compliant 

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no.

	 yellow	 033		  034		  035

	 gray		 233		  234		  235

	 black	 633		  634		  635

PUR (UL/CSA)	 3x 0.34 mm²	 4x 0.34 mm²	 5x 0.34 mm²
	

1 2

7 0 0 0 – –C 0 0 0 0

3
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|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 Technical Data

Copper index 	 23.8 kg/km		  31.7 kg/km		  39.6 kg/km

Outer diameter 	 approx. 5.9 mm		  approx. 6.5 mm		  approx. 7.0 mm

Wire structure 	 0.75 mm² (Class 6)

Wire insulation	 PP

Outer jacket	 PUR

Resistance	 high resistance to oil, fuel and chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 2500 V

	 Temperature range 

Fixed installation	 -40...+80°C

Flexible installation  	 -25...+80°C

	 Bend radius 

Fixed installation	 5x outer Ø 

Flexible installation	 10x outer Ø

	 C-track data 

Movement speed	 max. 3.3 m/s (Stroke length 5 m, acceleration 5 m/s²)

Number of bending cycles	 > 5M

	R obot data  

Torsion 	 ± 180°/m (2M cycles)

	 Approvals  

			   UL (AWM Style 20233), CSA, CE compliant 

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no.

	 yellow	 036		  037		  038

	 gray		 236		  237		  238

	 black	 636		  637		  638

PUR (UL/CSA)	 3x 0.75 mm²	 4x 0.75 mm²	 5x 0.75 mm²
	

1 2

7 0 0 0 – –C 0 0 0 0

3

1 2
1

2

3

1

2

3

4
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|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 yellow	 050		  051

	 gray		 250		  251

	 black	 650		  651

	 Technical Data

Copper index 	 7.9 kg/km		  10.6 kg/km

Outer diameter 	 approx. 4.1 mm		  approx. 4.4 mm

Wire structure 	 0.25 mm² (Class 6)

Wire insulation	 PP

Outer jacket	 PUR welding spark resistant

Resistance		  high resistance to oil, fuel and chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 2500 V

	 Temperature range 

Fixed installation	 -40...+90°C

Flexible installation  	 -25...+90°C

	 Bend radius 

Fixed installation	 5x outer Ø 

Flexible installation	 10x outer Ø

	 C-track data 

Movement speed	 max. 3.3 m/s (Stroke length 5 m, acceleration 5 m/s²)

Number of bending cycles	 > 10M

	R obot data  

Torsion 	 ± 360°/m (1M cycles)

	 Approvals  

			   UL (AWM Style 21198), CSA, CE compliant 

PUR	 3x 0.25 mm²	 4x 0.25 mm²
Welding spark resistant
	

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no. 1 2

7 0 0 0 – –C 0 0 0 0

3

18 | 19

www.comoso.com



|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 Technical Data

Copper index 	 10.8 kg/km		  14.4 kg/km		  17.9 kg/km

Outer diameter 	 approx. 4.3 mm		  approx. 4.7 mm		  approx. 5.0 mm

Wire structure 	 0.34 mm² (Class 6)

Wire insulation	 PP

Outer jacket	 PUR welding spark resistant

Resistance	 high resistance to oil, fuel and chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 2500 V

	 Temperature range 

Fixed installation	 -40...+90°C

Flexible installation  	 -25...+90°C

	 Bend radius 

Fixed installation	 5x outer Ø 

Flexible installation	 10x outer Ø

	 C-track data 

Movement speed	 max. 3.3 m/s (Stroke length 5 m, acceleration 5 m/s²)

Number of bending cycles	 > 10M

	R obot data  

Torsion 	 ± 360°/m (1M cycles)

	 Approvals  

			   UL (AWM Style 21198), CSA, CE compliant 

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no.

	 yellow	 053		  054		  055

	 gray		 253		  254		  255

	 black	 653		  654		  655

PUR	 3x 0.34 mm²	 4x 0.34 mm²	 5x 0.34 mm²
Welding spark resistant
	

1 2

7 0 0 0 – –C 0 0 0 0

3

www.comoso.com



|  Unshielded sensor/actuator cables

		 Drum (100 m)	 01

	 Drum (200 - 500 m)	 05

	 100 m	 01

	 200 m	 02

	 300 m	 03

	 400 m	 04

	 500 m	 05

	 yellow	 056

	 gray		 256

	 black	 656

	 Technical Data

Copper index 	 23.8 kg/km

Outer diameter 	 approx. 5.2 mm

Wire structure 	 0.75 mm² (Class 6)

Wire insulation	 PP 

Outer jacket	 PUR welding spark resistant

Resistance	 high resistance to oil, fuel and chemicals

	E lectrical data 

Nominal voltage 	 300 V

Test voltage	 2500 V

	 Temperature range 

Fixed installation	 -40...+90°C

Flexible installation  	 -25...+90°C

	 Bend radius 

Fixed installation	 5x outer Ø 

Flexible installation	 10x outer Ø

	 C-track data 

Movement speed	 max. 3.3 m/s (Stroke length 5 m, acceleration 5 m/s²)

Number of bending cycles	 > 10M

	R obot data  

Torsion 	 ± 360°/m (1M cycles)

	 Approvals  

			   UL (AWM Style 21198), CSA, CE compliant 

PUR	 3x 0.75 mm²
Welding spark resistant
	

 Type of drum	

 Cable length

 Jacket color

1

2

3

  Article no. 1 2

7 0 0 0 – –C 0 0 0 0

3
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	Unshielded sensor-actuator cables

