M12 Distribution Systems (Metal) -

| M12 DISTRIBUTION SYSTEMS (METAL)

For sensors and actuators
- M23 plug connection, 19-pole

- for unshielded or shielded use

Approvals: °“5 @?

MVP12 Metal
4-way
for PNP signals 24 V DC

MVP12 Metal
8-way
for PNP signals 24 V DC

Listed
1 Form 54520 58520
Type PNP, 5-pole PNP, 5-pole
Contact layout M12-Females 5-pole M23-Plug 19-pole
5 (PE)
3() 4 (N/O){s1)
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M23-Plug
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! 2 4 2 4
| 1] 5 1[5
i I I
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for 2 signals per port
. Technical Data
Operating voltage 24V DC
Operating current per contact max. 4 A
Total current max. 10A
Protection IP65, IP67, IP68
Housing Zinc die casting, matte nickel plated
Temperature range -25..490°C
. Contact Layout
Contact 1 (+)
Contact 2 (NQ)/(S2)
Contact 3 ()
Contact 4 (NO)/(s1)
Contact 5 (Earth)
LED display LED (green): power / LED (yellow): (51/52)
Shield via M12 outer thread and M23 outer thread
. Article No
The composition of your article
number is explained on page 3.1.i 8000 = 000 0000

Notes
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| M12 DISTRIBUTION SYSTEMS (METAL)

MVP12 Metal
4-way

For sensors and actuators
- M23 plug connection, 19-pole

- for unshielded or shielded use

Approvals: °d“5 @?

MVP12 Metal
8-way

Mt

stay connected

54522

without LED, 5-pole (for analog signals)

58522

without LED, 5-pole (for analog signals)

Contact layout

M12-Females 5-pole

5 (PE)
30) 4 (N/O){s1)
(S

M23-Plug 19-pole

NS
M23-Plug
19pole O
D 16 19 715 4 s
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S S 2
for 2 signals per port
. Technical Data
Operating voltage max. 125 V AC/DC
Operating current per contact max. 4 A
Total current max. 10A
Protection IP65, IP67, IP68
Housing Zinc die casting, matte nickel plated
Temperature range -25..+80°C
. Contact Layout
Contact 1 (+)
Contact 2 (NQ)/(S2)
Contact 3 Q]
Contact 4 (NO)/(51)
Contact 5 (Earth)
Shield via M12 outer thread and M23 outer thread

The composition of your article
number is explained on page 3.1.i

Notes
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