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Catalog 0700P-E

Miniature 02F Series
02F Series
1/4" – Basic 1/8" Body

02F Filters – Miniature

Inches (mm)

Application
This small, aluminum in-line filter is designed to 
provide protection for portable pneumatic hand tools. It 
weighs only 2 ounces with a throw-away filter element 
rated at 5 micron. Either port may be used as the inlet 
port. Flow is 17 SCFM (10.3 dm3/s) at 90 psig (6.2 bar) 
inlet pressure with 5 psig (0.3 bar) pressure drop.

Specifications
Flow Capacity* ........................................17 SCFM (8 dm3/s)

Operating Temperature .............32° to 150°F (0° to 65.5°C)

Maximum Supply Pressure ....................200 psig (13.8 bar)

Standard Filtration .................................................. 5 Micron

Port Size NPT / BSPT ....................................................... 1/4

Weight lb. (kg) ............................................. 0.13 lb. (0.06 kg)
* Inlet pressure 90 psig (6.2 bar). Pressure drop 5 PSID (0.3 bar).

“F” Series Filters, Type “A” 5 micron elements: All Parker 
5 micron elements meet or exceed ISO Class 3 for maximum 
particle size and concentration of solid contaminants.

Materials of Construction
Body .......................................................................Aluminum

Baffle ......................................................................Aluminum

Filter Element .....................................Sintered Polyethylene

Seals ..............................................................................Nitrile

Replacement Element Kits
5 Micron ....................................................................... PS436
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Part Number 02F  Filter Dimensions

02F1BA
A

2.50
(63.5)

B
1.00
(25)

C
.50
(13)

Ordering Information
Port Size 5 Micron

1/4" 02F1BA
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