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Cartridge Cylinders
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Features

Ordering Information
Example: P1G-S006SS-10

Technical Information
Temperature:	 -4°F to +176°F 
	 (-20°C to +80°C)

Pressure:	 max. 102 PSI (7 bar) 
	 min. 29 PSI (2 bar)

Use clean air.
Avoid side loads on the piston rod.
Avoid loading the piston rod
during retraction.
Do not operate the cylinders with
excessive inertia.

Caution

Ø Retract Extended

6 1.5 4

10 2.5 6

16 4.5 11

Spring Forces (N)

Ø
Strokes

5 10 15

6 10 13 15

10 27 32 36

16 70 78 87

Weights (g)

Ø A ØB C D E F
G

H J
KV
A/
F

KV1 M N
5 10 15

6 M10 X 1 8.5 M5 M3 X 0.5 9 5 18.5 25.5 32.5 9.0 9 14 5.5 3 2.4

10 M15 X 1.5 13.0 M5 M4 X 0.7 14 5 20.5 27.0 34.0 11.5 11 19 7.0 4 3.2

16 M22 X 1.5 19.0 M5 M5 X 0.8 20 6 23.5 29.5 36.0 14.0 12 27 8.0 5 4.0

Dimensions

Nut –
Nickel Plated
Steel

Bushing –
Nickel Plated
Brass

Spring –
Stainless Steel

Piston Rod Seal

Piston Rod –
Stainless Steel

Non Lube
Operation

Nut –
Nickel Plated Brass

Body –
Nickel Plated Brass
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Catalog 0900P-E

Features

Dimensions (mm)

Bore Size

006	 6mm

010	 10mm

016	 16mm

P1G-S 006 SS- 10

Stroke

05	 5mm

10	 10mm

15	 15mm
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