
298 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com
e-mail: indhose@parker.com
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Number 

ID 
(in)

ID  
(mm)

Reinf 
Plies

OD  
(in)

OD 
(mm)

Approx  
Wt  

(lbs/ft)

Approx  
Wt  

(kg/ft)

Std Pack  
Qty 
(ft)

Stock 
Status 

**

7337M-502 1/2 12.7 2 0.968 24.6 0.31 0.14 450 N

7337M-502050 1/2 12.7 2 0.968 24.6 0.31 0.14 50 Y

7337M-632 5/8 15.9 2 1.093 27.8 0.37 0.17 400 N

7337M-632050 5/8 15.9 2 1.093 27.8 0.37 0.17 50 Y

7337M-752 3/4 19.1 2 1.211 30.8 0.41 0.19 350 N

7337M-752050 3/4 19.1 2 1.211 30.8 0.41 0.19 50 Y

7337M-1002 1 25.4 2 1.468 37.2 0.52 0.24 250 N

7337M-1002050 1 25.4 2 1.468 37.2 0.52 0.24 50 Y

7337M-1132 1-1/8 28.6 2 1.593 40.5 0.57 0.26 250 N

7337M-1132050 1-1/8 28.6 2 1.593 40.5 0.57 0.26 50 Y

7337M-1252 1-1/4 31.8 2 1.718 43.6 0.63 0.29 250 N

7337M-1252050 1-1/4 31.8 2 1.718 43.6 0.63 0.29 50 Y

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change.  
Contact Parker Customer Service.

Reinforced Conduit Hose
MSHA
Series 7337M
Series 7337M is a durable, smooth finish cable cover for underground mining equipment. 
The rugged, abrasion resistant construction is ideal for extreme service conditions and 
meets MSHA requirements for flame resistance and wall thickness. 

Tube: Black synthetic rubber
Reinforcement: Multiple textile plies
Cover: Black synthetic rubber; smooth finish
Temp. Range: -30°F to +180°F (-34°C to +82°C)
Brand Method: Impression (2-sided)
Brand Example: Side 1: PARKER 7337M PREMIUM MINE CONDUIT HOSE FLAME 

RESISTANT USMSHA (#) MADE IN USA 
Side 2: (ID) USMSHA (#) (DATE CODE)

Industry Standards: MSHA
Applications: •	 Conduit
	 •	 Underground	mining	equipment
Vacuum: Not recommended
Packaging: Cartons, reels
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