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NEED HELP? If you need assistance, please photocopy these three pages. Fill out the required
information and fax to (936) 560-8998. Use the information below and other information in this catalog to
determine the dimensions needed. We will contact you to discuss your specific application and make
recommendations. If you need help filling out this form, please call Applications Engineering at
(800) 233-3900.

ENGINEERED POLYMER SYSTEMS DIVISION
DESIGN ACTION REQUEST

Referred by _________________
Lead #_____________________

Applications Engineering Use:
Project # ____________________________
Date Entered ________________________
Date Required _______________________
Prepared by _________________________
Territory Mgr. ________________________
Distributor___________________________
Distributor ___________________________
Dist. Sales __________________________

COMPANY: ___________________________________________ FAX NUMBER:_________________________________________

ADDRESS: ___________________________________________ P.O. BOX:______________________ MAIL STOP: __________

CITY: _________________________ STATE: ______________ ZIP:___________________________ COUNTRY: ___________

CONTACT: ____________________ TITLE: _______________ PHONE: _______________________ EXT:_________________

ALT. CONTACT: ________________ TITLE: _______________ PHONE: _______________________ EXT:_________________

E-MAIL: ______________________________________________

EQUIPMENT/MANUFACTURER: _________________________________________________________ MODEL NO.:_____________

EXISTING SEAL MANUFACTURER: ______________________________________________________ PART NO.: ______________

REASON FOR CHANGE: PERFORMANCE DELIVERY NEW APPLICATION PRICE

CURRENT PRICE: ________ @ _____ PCS. MONTHLY USAGE: _____ HOURS OPERATION: _____ HOURS SERV. LIFE: _____

TARGET PRICE: ________ @ _____ PCS. QUOTE QTY.: _____ PROTO QTY.: _____ DATE PROTO REQ’D.: _____

SPECIAL INSPECTION REQUIREMENTS: YES NO SPECIAL PACKAGING REQUIREMENTS: YES NO

EXPLAIN: _____________________________________________________________________________________________________

MOTION

STATIC RECIPROCATING OSCILLATORY ROTARY

PRODUCT TYPE

NON-ROTARY — FILL OUT SECOND PAGE ROTARY — FILL OUT THIRD PAGE

LAESPILEFTPLAESDILOSREPIWTFAHS/DOR

LAESPILREMOTSALELAESTILPSGNIRAEBNOTSIP

ROTALOSIGNIRAEBENAVECAFLANRETNI

EXTERNAL FACE NON-SEAL
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A
NON-ROTARY SEALS
OPERATING PARAMETERS UNIT (CIRCLE ONE) MINIMUM OPERATING MAXIMUM

____________________________________C°F°K°:ERUTAREPMET
____________________________________APMRABISP:ERUSSERP

STROKE LENGTH (RECIPROCATING): INCH MM ____________ ____________ ____________
____________________________________ZH.RH/.NIM/:ETARELCYC

DEGREE OF ARC (OSCILLATING): DEGREES ____________ ____________ ____________
____________________________________.NIM/MM.NIM/TF:YTICOLEV
____________________________________RROTGHNI:MUUCAV

MEDIA TO BE SEALED: __________________________________

HARDWARE SPECIFICATIONS HARDWARE DRAWINGS INCLUDED WITH DAR: YES NO
A DIAMETER: MIN. ________ MAX. ________ HARDNESS ________ FINISH ________ MAT’L ________
B DIAMETER: MIN. ________ MAX. ________ HARDNESS ________ FINISH ________ MAT’L ________
C DIAMETER: MIN. ________ MAX. ________ HARDNESS ________ FINISH ________ MAT’L ________
D GROOVE WIDTH: MIN. ________ MAX. ________ CAN HARDWARE BE CHANGED? YES NO
E RADIAL CLEARANCE: MIN. ________ MAX. ________ HOW? ________________________________________________
F ROD / PISTON STEP HEIGHT: MIN. ________ MAX. ________
SIDE LOAD (LBS. NEWTONS): _______ PERFORMANCE REQUIREMENTS
MIL-G-5514 O-RING DASH #: ______ BACK-UP WIDTH ____ (CIRCLE ONE)
AS4716 O-RING DASH #: ______ BACK-UP WIDTH ____ FRICTION: LBS OZ GMS BREAKOUT ____ DYNAMIC ____

EXPECTED LIFE: CYC HRS YRS _______________________
GLAND TYPE METRIC MAX. LEAKAGE: DROPS CC/MIN _________________________

_______________________________:TCEPSALACITIRCTSOMSEYNEPO____TILPS____
______________________________________:NOITANIMATNOCONDEPPETS____DILOS____

03/28/06
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Design Action Request Form
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A
ROTARY SEALS

DOHTEMNOITACIRBULNOITISOPTFAHSTNEMEVOMTFAHS

TFAHSWOLEBLEVELLIO,HSALPSLIOLATNOZIROHESIWKCOLC

COUNTERCLOCKWISE VERTICAL UP OIL FLOODED, OIL LEVEL ABOVE SHAFT

EGRUPO/WESAERGNWODLACITREVLANOITCERIDIB

TSIMLIOEGRUPHTIWESAERGGNITALLICSO

MEDIA TO SEAL IN: ____________________________________ ALLOWABLE LEAKAGE: ______________________________

MEDIA TO SEAL OUT: __________________________________

OPERATING PARAMETERS UNIT (CIRCLE ONE) MINIMUM OPERATING MAXIMUM

____________________________________C°F°K°:ERUTAREPMET

____________________________________APMRABISP:ERUSSERP

____________________________________mN.bl-ni:STNEMERIUQEREUQROTLANOITCIRF

DIMENSIONS LISTED ARE: INCH METRIC

SHAFT AXIAL:_______ ± ______ SHAFT TO BORE: ______________

A SHAFT:___________ ± ______ B SHAFT:_____________________

C BORE: ___________ ± ______ E DISTANCE TO FIRST: _________

D BORE: ___________ ± ______ F DIST. FROM HSG.: ___________

SHAFT (RPM):_______________ SHAFT FINISH (Ra): ____________

SHAFT MATERIAL: _____________________________________________

BORE (RA): _________________ BORE MATERIAL:______________

RUNOUT (TIR): ________________________________________________

ECCENTRICITY: _______________________________________________

SHAFT FEATURES:

KEYWAY SPLINE SNAP RING GROOVE O-RING GROOVE

FDA MATERIAL REQUIRED SEAL NEEDS TO EXCLUDE HIGH PRESSURE WATER SPRAY

D
Cavity
Width

C
Housing
Diameter

E

AB

FDistance from
step to housing

Distance to
1st Obstruction

(keyway or coupling 
or step on shaft)

Radius
CHa

CHb

30°

15°

SEAL INSTALLATION DATA

INSTALLATION DIRECTION: LIP FACES
TOWARDS BEARING

LIP FACES AWAY
FROM BEARING

SEAL INSTALLED BY: PUSHING SEAL OVER SHAFT PUSHING SHAFT THROUGH SEAL

IF SHAFT IS PUSHED THROUGH SEAL: SHAFT DIRECTION
OPPOSES LIP
DIRECTION

SHAFT DIRECTION
IS SAME AS LIP
DIRECTION
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