
Parker Hannifin Corporation
Pneumatic Division
Richland, Michigan
www.parker.com/pneumatics

50

“H” ISO Series Valves
5599-1 CNOMO – Size 1, 2, 3

Catalog 0645/USA

Common Part Numbers

H1

H2

H3

H1

H2

H3

H1EWXBBL53B 120VAC
1.55 Cv

H1EWXBBL49B 24VDC

H2EWXBBL53B 120VAC
3.60 Cv

H2EWXBBL49B 24VDC

H3EWXBBL53B 120VAC
6.60 Cv

H3EWXBBL49B 24VDC

30mm 3-Pin Solenoid, NLMOR, Unlighted, Internal Pilot,
Valve Less Base

Single Solenoid
2-Position

Double Solenoid
2-Position

Double Solenoid
3-Position APB
3-Position CE

H12WXBBL53B 120VAC
1.55 Cv

H12WXBBL49B 24VDC

H22WXBBL53B 120VAC
3.60 Cv

H22WXBBL49B 24VDC

H32WXBBL53B 120VAC
6.60 Cv

H32WXBBL49B 24VDC

30mm 3-Pin Solenoid, NLMOR, Unlighted, Internal Pilot,
Valve Less Base

4 2

5 31

Sol. 14

4 2

5 31

Sol. 14 Sol. 12

4 2

5 3
1

CE

#12#14

4 2

5 3
1

APB

#12#14

H1

H2

H1

APB CE
H15WXBBL53B 120VAC

1.35 Cv
H16WXBBL53B 120VAC

1.35 Cv
H15WXBBL49B 24VDC H16WXBBL49B 24VDC

H25WXBBL53B 120VAC
3.10 Cv

H26WXBBL53B 120VAC
3.70 Cv

H25WXBBL49B 24VDC H26WXBBL49B 24VDC

H35WXBBL53B 120VAC
6.30 Cv

H36WXBBL53B 120VAC
6.40 Cv

H35WXBBL49B 24VDC H36WXBBL49B 24VDC

30mm 3-Pin Solenoid, NLMOR, Unlighted, Internal Pilot, Valve Less Base

For Compact and VDMA Subbase and Manifold,
see pages 53 and 54.

For Hi-Flow Subbases and Manifolds, see pages 55 and 56.

** PLEASE NOTE ** Especially when replacing valves on sandwich regulators.
External Pilot Source Codes have changed with the new H ISO Valve.

With H ISO Engineering Level ‘A’
L - 12 Ext Pilot,   P - 14 Ext Pilot

With H ISO Engineering Level ‘B’
L - 14 Ext Pilot,   P - 12 Ext Pilot

NOTE: Shaded options have been discontinued. Refer to back of Catalog for Cross Reference Information.
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“H” ISO Series Valves
5599-1 CNOMO – Size 1, 2, 3
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Model Number Index

BOLD OPTIONS ARE STANDARD
Enclosure/ Automotive

Basic Operator/ Mounting/ Pilot Source/ Overrides/ Lead Voltage & Wiring Engineering
Series Function Port Size Pilot Exhaust Lights Length Frequency Options Options Level

H1 E 17 B B L 53 --- – B

5599-1
Basic Series

H1 ISO 5599-1
Size 1

H2 ISO 5599-1
Size 2

H3 ISO 5599-1
Size 3

5599-1
Operator / Function

1 Single Solenoid, 2-Position -
Air Return

2 Double Solenoid, 2-Position
3 Single Remote Pilot, 2-Position -

Air Return
4 Double Remote Pilot, 2-Position
5 Double Solenoid,

3-Position - APB
6 Double Solenoid,

3-Position - CE
7 Double Solenoid, 3-Position - PC
8 Double Remote Pilot,

3-Position - APB
9 Double Remote Pilot,

3-Position - CE
0 Double Remote Pilot,

3-Position - PC
E Single Solenoid, 2-Position -

Air Return / Spring Assist
F Single Remote Pilot, 2-Position -

Air Return / Spring Assist

5599-1
Pilot Source /
Pilot Exhaust

0 None, Remote
Pilot Valve

B Internal Pilot,
Port #1 / Vented

L* External,
Pilot #14 / Vented

P* External,
Pilot #12 / Vented

* See gray box.

5599-1
Overrides / Lights

0 None, Remote Pilot
Valve or CNOMO
Interface Less Operator

B Flush, Non-Locking
C Flush, Locking
G* Flush, Non-Locking /

Lighted
* Only available with Enclosure

“6” and Voltage Code “19”.

5599-1
Automotive

Wiring Options

Blank None
F* SAE / Ford

* Required with Enclosure “6”
Only.

5599-1
Options

Blank None
000 No Sandwich Options

with Wiring Option ‘F’
001 Sandwich Flow Control
166 Common Port Regulator,

0-125 PSIG w/Gauge
206 Single Port Regulator -

Port #2, 125 PSIG
w/Gauge

260 Single Port Regulator -
Port #4, 125 PSIG
w/Gauge

266 Dual Port Regulator -
Port #2  & #4, 125 PSIG
w/Gauge

466 Sandwich Flow Control &
Common Port Regulator,
0-125 PSIG w/Gauge

For other regulator options, use last three
digits from the “Sandwich Regulator
Ordering Information”.

5599-1
Enclosure /

Lead Length**

0 None, Remote Pilot Valve
6* 2-Pin M12 Euro

Connector with CNOMO
Operator

L 3-Pin 30mm
DIN 43650A with CNOMO
Operator

N CNOMO Mounting –
No Operator

P 3-Pin 22mm DIN Industrial
with CNOMO Operator

* Only available with Voltage / Wiring
“19***FB”.

** Connections are in the valve.

5599-1
Engineering

Level

B Current

5599-1
Voltage & Frequency

Code
AC

DC60Hz 50Hz
19* 24
42 24 24
49 24
53 120 120
57 240 230
XX Remote Pilot

or CNOMO
Interface Less
Operator

* LED & Surge Suppression.
Only available with
Enclosure “6”.

H2 Mounting Base Style / Port Size
Hi-Flow Bases 5599-1

15‡ Subbase: 3/8 NPT Side Ports
17‡ Subbase: 1/2 NPT Side Ports
18‡ Subbase: 1/2 BSPP Side Ports
25‡ Subbase: 3/8 NPT Bottom / Side Port
27‡ Subbase: 1/2 NPT Bottom / Side Port
55 Manifold: 3/8 NPT End Port
57 Manifold: 1/2 NPT End Port
65 Manifold: 3/8 NPT Bottom / End Port
67 Manifold: 1/2 NPT Bottom / End Port
68 Manifold: 1/2 BSPP Bottom / End Port
WX Valve Less Base - 5599-1
‡ Not available with Enclosures “J” and “M” and

Voltage 87.

H3 Mounting Base Style / Port Size
Hi-Flow Bases 5599-1

17‡ Subbase: 1/2 NPT Side Ports
19‡ Subbase: 3/4 NPT Side Ports
10‡ Subbase: 3/4 BSPP Side Ports
27‡ Subbase: 1/2 NPT Bottom / Side Port
29‡ Subbase: 3/4 NPT Bottom / Side Port
57 Manifold: 1/2 NPT End Port
59 Manifold: 3/4 NPT End Port
67 Manifold: 1/2 NPT Bottom / End Port
69 Manifold: 3/4 NPT Bottom / End Port
60 Manifold: 3/4 BSPP Bottom / End Port
WX Valve Less Base - 5599-1
‡ Not available with Enclosures “J” and “M” and

Voltage 87.

H1 Mounting Base Style / Port Size
Hi-Flow Bases 5599-1

13‡ Subbase: 1/4 NPT Side Ports
15‡ Subbase: 3/8 NPT Side Ports
16‡ Subbase: 3/8 BSPP Side Ports
23‡ Subbase: 1/4 NPT Bottom / Side Port
24‡ Subbase: 1/4 BSPP Bottom / Side Port
25‡ Subbase: 3/8 NPT Bottom / Side Port
63 Manifold: 1/4 NPT Bottom / End Port
65 Manifold: 3/8 NPT Bottom / End Port
66 Manifold: 3/8 BSPP Bottom / End Port
85 Manifold: 3/8 NPT Bottom / End Port - Aux In/Out
86 Manifold: 3/8 BSPP Bottom / End Port - Aux In/Out
WX Valve Less Base - 5599-1
‡ Not available with Enclosures “J” and “M” and Voltage Code 87.

NOTE: Shaded options have been discontinued. Refer to back of Catalog for Cross Reference Information.
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