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Position switches with safety function 

Z 256 with latching
50
,5

20
48,
5

22

4,3

1

42

50

58

20

26

13,5

31

•	�Thermoplasticenclosure
•	�Mounting details to DIN EN 50047 (small)
•	�extended width
•	�Switching function latching
•	Snap action with constant contact pressure
•	Reset by pulling the plunger
•	�Protection class IP 67
•	�Double insulated X
•	�2 contacts 
•	�2 cable entries M20 x 1.5 or M16 x 1.5
•	�Screw terminals max. 2.5 mm2 with conductor 

ferrules
•	�Large range of actuating elements available
•	�Actuating elements can be turned in steps 

4 x 90° 
•	High resistance to oil and fue

Approvals

Ordering data Ordering data

Technical data
Standards: 	 IEC/EN 60947-5-1

BG-GS-ET-15
Design: 	 DIN EN 50047 compliant
Enclosure:	 glass-fibre reinforced 

thermoplastic,  
self-extinguishing

Protection class :	 IP 67 
Contact material: 	 silver
Switching elements: 	 changeover contact 

with double break or  
2 NC contacts,  

galvanically separated  
contact bridges

Switching system: 	 A IEC 60947-5-1
Snap action,  

positive break NC contact
Termination: 	 screw terminals
Cable section: 	  max. 2.5 mm2

 min. 1.5 mm2 
(including conductor ferrules) 

Cable entry:	 2 x M 20 x 1.5
Uimp:	 6 kV
Ui:	 500 V
Ithe:	 10 A
Utilisation category: 	 AC-15; DC-13
Ie/Ue:	 4 A / 230 VAC

 1 A / 24 VDC 
Short-circuit protection: 	 6 A gL/gG 

D-fuse
Ambient temperature: 	 – 30 °C … + 80 ºC
Mechanical life: 	 20 million operations
Switching frequency: 	 max. 5000/h

Note 
Actuators from page 3-17

The actuator is defined by item ➀ and ➃ of the 
ordering data.

Plunger	 S-1519
S-1816

Roller lever 	 1R-1816
K-1816

Angled lever 	 3K-1816
4K-1816
K4-1816

Actuators

Z➀ 256-➁zr➂-➃

N° Add Description 

➀ Selection of actuators, see page 3-18
➁ 02 2 NC contacts

11 1 NO / 1 NC contact
20 2 NO contacts

➂ Cable entry M20
M16 Cable entry M16

➃ 1519 with mushroom-shaped 
actuating head

1816 with reset lever
2079-2 with large rubber roller 

and fixed 7H lever
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Position switches with safety function 

Z/T 256 without latching
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•	�Thermoplastic enclosure
•	Mounting details to DIN EN 50047 (small)
•	extended width
•	�Switching function non-latching
•	Snap action with constant contact pressure
•	Slow action with overlapping or staggered 

contacts
•	�Protection class  IP 67
•	�double insulated X
•	�2 contacts 
•	2 Cable entries M20 x 1.5 or M16 x 1.5
•	�Screw terminals max. 2.5 mm2 with 

conductor ferrules
•	Large range of actuating elements available
•	�Actuating elements can be turned in steps  

4 x 90° 
•	Angle of roller lever adjustable in 10° steps
•	High resistance to oil and fuel

Approvals

Ordering data Ordering data

Technical data
Standards: 	 IEC/EN 60947-5-1

BG-GS-ET-15
Design: 	 DIN EN 50047 compliant
Enclosure:	 glass-fibre reinforced 

thermoplastic,  
self-extinguishing

Protection class :	 IP 67 
Contact material: 	 silver
Switching elements: 	 changeover contact with	

double break or  
2 NC contacts,  

galvanically separated  
contact bridges

Switching system: 	 A IEC 60947-5-1
slow or snap action,  

positive break NC contact
Termination: 	 screw terminals, 

male connector M12
Cable section: 	  max. 2.5 mm2

 min. 1.5 mm2 
(including conductor ferrules) 

Cable entry:	 2 x M 20 x 1.5
Uimp:	 6 kV
Ui:	 500 V
Ithe:	 10 A
Utilisation category: 	 AC-15; DC-13
Ie/Ue:	 4 A / 230 VAC

 1 A / 24 VDC 
Short-circuit protection: 	 6 A gL/gG 

D-fuse
Ambient temperature: 	 – 30 °C … + 80 ºC
Mechanical life: 	 20 million operations
Switching frequency: 	 max. 5000/h
Duration to standstill: 	 Snap action: < 3 ms;
 	 Slow action: in accordance  

with the actuating speed
Switching time: 	 Snap action: > 5.5 ms;
 	 Slow action: in accordance  

with the actuating speed

Note 
Actuators from page 3-17

The actuator is defined by item ➁ and ➅ of the 
ordering data.

Plunger	 S

Roller plunger	 R
4S
4R

Roller lever 	 1R
K

Angled lever 	 3K
K

K4

Roller lever 	 1H
7H-2138

7H-1058/2138
7H-2079-2

12H
14H

14H-1058
15H

Rod lever 	 10H

Actuators

N° Add Description 

➅ 2079-2 with large rubber roller 
and fixed 7H lever

1058 for roller lever 7H 
rubber roller 50 mm

1058/2138 with large rubber roller 
and lever arm length-
adjustable in steps

➀➁ 256-➂z➃-➄-➅

N° Add Description 

➀ Z Snap action A
T Slow action  A

➁ Selection of actuators, see page 3-18
➂ 02 2 NC contacts

11 1 NO / 1 NC contact
20 2 NO contacts

➃ h Slow action 
with staggered contacts

ü with overlapping contacts
➄ Cable entry M20

M16 Cable entry M16

www.comoso.com




