M12 eurofast® Connectivity TWIRC K

Part Number Keys D2
Cordsets D7
Receptacles D45
Field Wireables D83
Adapters D91
Inserts D94
Closure Caps D95

® 4-12 pins utilizing 2-12 wires

* Nickel-brass, stainless steel and nylon materials
* Fully shielded options

¢ Multiple connector mold bodies

* Quick-connect selection

* LED options

* Multiple receptacle mounting thread options

* Receptacles with leads, solder cups or PCB pins
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M12 eurofast® Connectivity (B[F(T)
rasic

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

RIK| (V| |44 T -|*|-| |- /s..
M12 Picofast Cordset Varieties
R = straight (blank) = PVCjacket
W = rightangle /590 = TPU jacket
/S90-SP = TPU coil cord
Gend /5101 = Flexlife-20, high flex cable
encer /5529 = yellow PUR jacket, braided shield, PVC inner
K = female connector ~ jacket
S = male connector /S600 = CPE, rubber jacket
/5618 = foil shield & drain wire, drain not connected
Plug Body Style /5622 = grey PVCjacket, 18 AWG Conductors
(blank) = standard plug body /S653 = foil shield & drain wire, drain connected
A = armored plug body, 18 AWG ;:;;i i )F(eL[:_gWJaCket
C = medium plug body B .
cN = medium plug body, NAMUR wiring /51092 = PTFE coated coupling nuts
£ —  large plug body ' /51587 = TPE, Weldlife®
G = large, robust plug body /S1077 = silicone tubing
L _ comp’oact plug body /53031 = PUR mold body, PTFE coated coupling nut
~  and silicone tubing
= shiel li
S shielded to coupling nut /CS.. = consult factory, special
/S. = consult factory, special
Coupling Nut (Threaded coupling nut only)
(blank) = nickel plated brass
v = Stainless steel Insertion Point of Extension Cable and Second Prefix*
S = Shielded to coupling nut * Female connector listed first, male connector second
K = nylon Example: RK 4T-4-WS 4T
Number of Wires / AWG / Color Codes
42 = 2-wire BN,BU .
421 = 2-wire BN,BU, blue jacket, NAMUR LED Options
422 = 2-wire BN,BU (blank) = NoLEDs
423 = 2-wire BN,BU P7X2 = 2 LEDs with sourcing (PNP) signal and power
4 = 3-wire BN,BU,BK P7X3 = 3 LEDs with sourcing (PNP) signal and power
44 = 4wire BN, WH,BU, BK N7X2 = 2 LEDs with sinking (NPN) signal and power
441 = 4-wire BN, WH, BU, BK, blue jacket, NAMUR
443 = 4-wire BN, WH, BU, BK, yellow jacket Length in Meters
45 = 5-wire BN, WH,BU, BK, GY
46 = 6-wire BN, WH,BU, BK, GY, PK
5 = 5-wire GN, WH, OG, BK, RD, blue jacket, NAMUR
6 = 6-wire BN, WH,BU, BK, GY, PK
8 = 8-wire WH, BN, GN, YE, GY, PK, BU, RD
86 = 6-wire WH,GN,YE GY,BN,BU (blank) = no barb fitting, L style only
86 = 8wire WH,GN,YE GY, BN, PK, BU,RD T = Tharb fitting
10 = 10-wire WH, BN, GN, YE, GY, PK, BU, RD, OG, TN A = armored cable
12 = 12-wire WH, BN, GN, YE, GY, PK, BU, RD, OG, TN, BK, VT Q = quickturn
AWG sizes depend on body style and “/S” variety
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M12 eurofast® Connectivity

Extension Examples:

Hybrid connector extensions also available. Consult factory.

Il

I

Kl |44 T|-|2/-|R

K 44 T - 2|-|W|S

K 44 T -|2|-|R|S

K 44 T - 2|-|W|S
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M12 eurofast® Connectivity

Reverse Key (B-Code) Cordset Part Number Key

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

W A

w 45 |T

x]- [se

M12 Eurofast Cordset
(blank) = straight
w = rightangle

Reverse Key

L]

Gender

K = female connector
S = male connector

Coupling Nut Options

Varieties

(20U][F(0)

Ifesic

/5626 =
/S101 =
/5618
/S653
/S. =
/CS =

grey PVC jacket, 3x20 AWG
Flexlife-20, high flex cable
EMI, RFI protection, 5x22 AWG
EMI, RFI protection, 4x22 AWG
consult factory, special
consult factory, special

Insertion Point of Extension Cable and Second Prefix*

(blank) =
K
\%

nylon

Reverse Key

nickel plated brass

stainless steel

Length in Meters

*  Female connector listed first, male connector second
Example: WAKW 4.5T-*-WASW 4.5T

(blank) =
T

no barb fitting, L style only

Number of Wires / AWG / Color Codes

T barb fitting

4 = 4-pins, 3-wires
45 = 5-pins, 5-wires

AWG sizes depend on body styles and “/S” variety
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M12 eurofast® Connectivity

TUURCK

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

F FD 4.4 * /S..
M12 Eurofast Receptacle Varieties
/S613 = 18 AWG, standard color code
/5621 = allgreyleads, 18 AWG
/S627 = 20 AWG, standard color code
Gender /51505 = 26 AWG, standard color code
K = female connector /CS = consult factory, special
S = maleconnector /S. = consult factory, special
Housing Style Thread Type
(blank) front mount (blank) = PG 9 threads or other, see specifications
D front mount, front locknut /13.5 = PG 13.5 threads
FD rear mount /14.5 = 1/2-14 NPSM threads
FDH rear mount, separate housing /145/NPT = 1/2-14 NPT threads
FDL rear mount, solder cup /18.25 = 1/4-18 NPT threads
M front mount, rotating coupling nut M20 =  M20x1 threads
P back panel mount /PG16 PG 16 threads
FDHO rear mount, separate housing, optional mounting
Connection Type / Length in Meters
Keyway Type (blank) = no leads, either PCB pin or solder cup
(blank) = standard keyway PCB = PCBpins
w = reverse keyway
. X Number of Wires / AWG / Color Codes
Housing Material Keyway Type 42 = 2wire BN.BU
(blank) = nickel plated brass 421 = 2-wire BN, BU, NAMUR
\" = stainless steel 422 = 2-wire BN,BU
423 = 2-wire BN,BU
4 = 3-wire BN,BU,BK
4.4 = 4-wire BN, WH,BU, BK
441 = 4-wire BN, WH, BU, BK, NAMUR
443 = 4-wire BN, WH, BU, BK, yellow jacket
4.5 = 5-wire BN, WH, BU, BK, GY
4.6 = 6-wire BN, WH,BU, BK, GY, PK
5 = 5-wire GN, WH, OG, BK, RD, NAMUR
6 = 6-wire BN, WH, BU, BK, GY, PK
8 = 8-wire WH, BN, GN, YE, GY, PK, BU, RD
8.6 = 6-wire WH, GN, YE, GY, BN, BU
8.8 = 8-wire WH, GN, YE, GY, BN, PK, BU, RD
10 = 10-wire WH, BN, GN, YE, GY, PK, BU, RD, OG, TN
12 = 12-wire WH, BN, GN, YE, GY, PK, BU, RD, OG, TN, BK, VT
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M12 eurofast® Connectivity

Field Wireable Part Number Key

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

(BT
IfEsc

BM ws 8 2 5/1|-|P7X2| - |0I/ PG9| /| LABEL
Field Wireable Type Color Coded Pin Labels
B = standard field wireable LABEL = standard
BM = metal coupling nut ASI _ AS-interface®
(@] = shielded, solder cup ~ network
CMB = shielded, screw terminal DNET = DeviceNet™
DB = dual cable, splitter network
Gender Cable Opening
(blank) = female (blank) = standard
S = male PG9 = PG9 cable opening
K = female 0/9 = PG9 cable opening, for reverse key
Keyway Type Cable Option
(blank) = standard 0 = nocable
S = reverse key
LED Option
M12 Eurofast Field Wireable (blank) = noindicators
P7X2 PNP LEDs
Housing Style Termination
1 = straight 1 = screw terminal
2 = rightangle 6 = IbC
7 = spring clamp

Number of Pins

4 = 4

5 = 5

6 = 6

8 = 8

12 = 12
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
¢ IECIP68 Protection
* 250V, 4A @ @
Connector Style Female Part Number| Male Part Number Features Pinout
RK 4.27-* RS 4.27-* ITC/PLTC PVC Grey, 2x20
WK 4.2T-* WS 4.2T-* AWG, 105 °C, 5.1 mm OD,
Cable #RF50529-*M, Flexlife®
1.673 [42.5] 0.571 [14.5] 1.N/C
2.N/C
I' M12x1 3.BN
It AWM TPU Grey, 2x20 AWG, 4.BU Female
_f RK 4.2T-*/S90 RS 4.2T-*/S90 90 °C, 4.8 mm OD, Cable s
WK 4.2T-*/S90 WS 4.2T-*/S90 #RF50772-*M, Cut/Abrasion 4. !
Immune
3 1
1.WH
ITC/PLTC PVC Yellow, 2x22
RK 4.2T-*/S748 RS 4.2T-*/S748 AWG. 105 °C. 5.1 mm OD 2.N/C 2
1.280 [32.5] p=— WK 4.2T-*/S748 WS 4.2T-*/S748 ! - " 3.N/C
__I Cable #RF50650-*M, Flexlife
4.BK
UST|.984 [25.0]
RK 4.21T-*/S1511 RS 4.21T-*/S1511 ITC/PLTC PVC Grey, 2x20
—_—_II 591 [15.0] WK 4.21T-%/51511 | WS 4.21T-*/s1511 | WMPVC,105°C, 5.1 mm OD,
M12x1 Cable #RF50529-*M, Flexlife
RK 4.217-* RS 4.21T-* ITC/PLTC PVC NAMUR Blue, 1.BN
1.546 [39.3] 0.571 [14.5] WK 4.21T-* WS 4.21T-* 220 AWG, 105°C, 5.1 mm 2.BU
r_ { i OD, Cable #RF51923-*M 3.N/C
]
I YT 4.N/C
Male
AWM TPU NAMUR Blue, 2x20 e
RK 4.21T-*/S90 RS 4.21T-*/S90 AWG, 90 °C, 5.1 mm OD, LA
WK 4.21T-*/S90 WS 4.21T-*/S90 Cable #RF50657-*M, Cut/
Abrasion Immune 1 3
_-I 1.264 [3:2.1] f— 1.BN 2
EH [ RK 4.22T-* RS 4.22T-* 2.N/C
= WK 4.22T-* WS 4.22T-* 3.BU
1.220 [31.0] ITC/PLTC PVC Grey, 2x20 4.N/C
= AWG, 105 °C, 5.1 mm OD,
= o551 [135] Cable #RF50529-*M, Flexlife | BN
M12x1 RK 4.23T-* RS 4.23T-* 2.N/C
WK 4.23T-* WS 4.23T-* 3.N/C
4.BU
* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RK ..”; “RKK .." indicates nylon and “RKV .." indicates stainless steel.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

* 250V, 4A @ @
Connector Style Female Part Number| Male Part Number Features Pinout
RK 4T-* RS 4T-* ITC/PLTC PVC Grey, 3x20
WK 4T-% WS 4T-+ AWG, 105 °C, 5.1 mm OD,
Cable #RF52081-*M, Flexlife®
1.673 [42.5] 0.571 [14.5]
AWM TPU Grey, 3x22 AWG,
M12x1 RK 4T-*/S90 RS 4T-*/S90 90 °C, 4.8 mm OD, Cable
J _f WK 4T-*/S90 WS 4T-*/S90 #RF52080-*M, Cut/Abrasion Female
Immune s
4 I I
AWM TPE Grey, 3x22 AWG,
RK 4T-*/S101 RS 4T-#/S101 105°C, 4.8 mm OD, Cable 3 1
WK 4T-%/5101 WS 4T-*/S101 #RF52085-*M, Flexlife-20,
High Flex Over 20 Million
Cycles 2
__I 1.280 [32.5] (=
TPU/Heavy Braid Double
-984 [25.0] Jacket Yellow, 3x22 AWG,
RK 4T-*/5529 RS 4T-*/S529 90°C, 4.8 mm OD, Cable
¥, % ~ -
591 [15.0] WK 4T-*¥/S529 WS 4T-*/S529 #RF52084-*M, Cut/Abrasion 1.BN
M12x1 Immune Braided Mechanical | 5 n/c
4.BK
ITC/PLTC AWM PVC Grey,
RK 4T-*/S824 RS 4T-*/S824 3x22 AWG, 105 °C, 5.1 mm
1546 [39.3] 571 [145] WK 4T-*/5824 WS 4T-*/S824 OD, Cable #RF52081-*M, Tray
. . ?. .
l__ { Rated, Flexlife
I l M12x1
_f_f RKAT-*/S715 RS 4T-4/5715 ITC/PLTC PVC Yellow, 3x22
- - o Male
WK 4T-*/S715 WS 4T-#/S715 AWG, 105°C, 5.1 mm OD, o
Cable #RF52087-*M, Flexlife 0 4
RK 4T-%/5760 RS 4T-*/S760 ITC/PLTC PVC Black, 3x22 ! 3
i . AWG, 105 °C, 5.1 mm OD,
. . WK 4T-*/S760 WS 4T-*/S760 ! ! !
- 12 [1_2 "] i“ Cable #RF52083-*M, Flexlife I
= 1.220 [31.0] ITC/PLTC PVC Grey, 3x22
RK 4T-*/S618 RS 4T-#/5618 AWG, Foil/Drain, 105 °C,
J w331 [135] WK 4T-%/5618 WS 4T-*/S618 5.1 mm OD, Cavble.#RF52082-
M12x1 *M, RFI/EMI Shielding, tray
rated

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RK..”; “RKK ..” indicates nylon and “RKV .." indicates stainless steel.

*32130U Joud INOYHM SUOIIRIS}E [BDIUL IS} 3 ew 03 YL Y} SAISSI SN
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
* IECIP68 Protection
* 250V, 4A @ @
Connector Style Female Part Number .= Male Part Number Features Pinout
RK 4.41T-* RS 4.41T-* ITC/PLTC PVC NAMUR Blue, 4x22
WK 4.41T- WS 4.41T-* AWG, 105°C,5.3 mljn 0D, Cable
#RF50598-*M, Flexlife®
1.673 [42.5) 9.571 [14.5]
TPU/Heavy Braid Double Jacket
II M12¢t RK4.41T4/5529 | RSa.a1Tx/ss20 | Lo on P20 AWG 90 °C, 5.7 mm
o = o = %
T1 WK4.41T-%/5520 | WS4.41T-+/s529 | OD: Cable #RFS0526-"M, Cut/
Abrasion Immune Braided Female
Mechanical Shield
£
4 I I
RK 4.43T-* RS 4.43T-* ITC/PLTC PVC Yellow, 4x22 3 .
WK 4.43T-* WS 4.43T-* AWG, 105 °C, 5.3 mm OD, Cable
#RF50530-*M, Flexlife
2
e (52.8) == AWM TPU Yellow, 4x22
RK 4.43T-*/S90 RS 4.43T-*/S90 AWG, 90 °C, 5.1 mm OD,
WK 4.43T-*/S90 WS 4.43T-*/S90 Cable #RF50613-*M,
Cut/Abrasion Immune
-_—I—I 591 [15.0]
M12x1 RK 4.4T-% RS 4.4T-* ITC/PLTC PVC Grey, 4x22 AWG,
WK 4.4T-* WS 4.4T-* 105°C,5.3 mm OD,.CabIe | BN
#RF50516-*M, Flexlife ’
2.WH
AWM TPU Grey, 4x22 AWG, 3.BU
RK 4.4T-*/S90 RS 4.4T-*/S90 90 °C, 5.1 mm OD, Cable 4.BK
WK 4.4T-*/S90 WS 4.4T-*/S90 #RF50532-*M, Cut/Abrasion
Immune
1.546 [39.3] 0.571 [14.5]
r i AWM TPE Grey, 4x22 AWG,
il T RK 4.4T-*/S101 RS 4.4T-*/S101 105 °C, 5.1 mm OD, Cable
_f_f WK 4.4T-%/S101 WS 4.4T-*/S101 #RF50941-*M, Flexlife-20, High
Flex Over 20 Million Cycles
Male
£
RK 4.4T-%/5824 RS 4.4T-%/S824 ITC/PLTC PVC Grey, 4x22 AWG, L4
WK 4.4T-*/5824 WS 4.4T-%/5824 105°C, 5.3 mm OD, Cable .
#RF50698-*M, Tray Rated 3
ITC/PLTC PVC Grey, 4x22 AWG 2
| 1264 [321] = RK 4.4T-*/S618 RS 4.4T-*/5618 Foil/Drain, 105 °C, 5.3 mm OD,
EE]:_EL%| 1 WK 4.4T-%/S618 WS 4.4T-%/S618 Cable #RF50577-*M, RFI/EMI
=—= 120 [51.0] Shielding
J \‘—sl [135] ITC/PLTC PVC Grey, 4x22 AWG
®.531 [13. . .
M12x1 RK 4.4T-*/S618/5824 | RS 4.4T-*/S618/5824 | Foil/Drain, 105 °C, 5.3 mm OD,
WK 4.4T-*/S618/S824 | WS 4.4T-*/S618/5S824 | Cable #RF50777-*M, RFI/EMI
Shielding, Tray Rated
* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RK ..”; “RKK ..” indicates nylon and “RKV .." indicates stainless steel.
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o . .
M12 eurofast® Connectivity (B[F(T)

* NEMA 1, 3,4,6P
* [ECIP68 Protection

* 250V, 4A @ @
Connector Style Female Part Number . Male Part Number Features Pinout
ITC/PLTC PVC Grey, 3x22 1.BN
AWG Foil/Drain, 105 °C, T
RK 4.4T-*/S653 RS 4.4T-*/S653 2. Drain
1673 [42.5] 0.571 [14.5] WK 4.4T-*/5653 WS 4.4T-*/S653 5.1 mm OD, Cable 3.BU
_{ #RF52082-*M, RFI/EMI ’
3 o 4. BK
M1 21 Shielding, Tray Rated
_f Female
£
4 I I
ITC/PLTC PVC Black, 4x22
RK 4.4T-*/S760 RS 4.4T-*/S760 AWG, 105 °C, 5.3 mm OD, 3 1
WK 4.4T-*/S760 WS 4.4T-*/S760 Cable #RF50983-*M,
Flexlife®
——I 1.280 [32.5] e 2
.984 [25.0]
AWM TPU Black, 4x26
43‘-3'&51501 RK 4.4T-¥/S90/5670 | RS 4.4T-*/S90/S670 | AWG, 90 °C, 4.2 mm OD,
WK 4.4T-*/S90/S670 | WS 4.4T-*/S90/S670 | Cable #RF50586-*M, Cut/
Abrasion Immune
1.BN
1546 [39.3] o571 [145] ITC/PLTC TPE Yellow, 4x22 | 2-WH
r 4 ' :IL . RK 4.4T-*/S1587 RS 4.4T-*/S1587 AWG, 1057, 3.3 mm -
i i % 4. BK
it AU o WKA.AT-#/S1587 | WS 4.4T-#/s1587 | OD: Cable #RFSTIS2AM,
il Weldlife, Weld Flash
f Immune Male
£
4
1 3
AWM TPU Grey, 2: 2x22
__I 1264 [32.1] - AWG, STP Foil/Drain, 90 °C, 2
EH%| t RK 4.4T-¥/S1666 RS 4.4T-*/51666 6.2 mm OD, Cable
- - #RF51069-*M, Cut/
2 WK 4.4T-*/S1666 WS 4.4T-*/S1666 !
1.220 [31.0] Abrasion Immune,
Shielded Twisted Pair for
Communication
8.531 [13.5]
M12x1
* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RK ..”; “"RKK ..” indicates nylon and “RKV ..” indicates stainless steel.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
* IECIP68 Protection
* 250V,4A W @
Connector Style Female Part Number | Male Part Number Features Pinout
ITC/PLTC PVC Grey, 5x22
RK 4.5T-* RS 4.5T-* AWG, 105 °C, 5.7 mm
1.673 [42.5] 2.571 [14.5) WK 4.5T-* WS 4.5T-* OD, Cable #RF50543-*M,
Flexlife®
} M12x1
Female
AWM TPU Grey, 5x22 4 1 5
RK 4.5T-*/S90 RS 4.5T-*/S90 AWG, 90 °C, 5.3 mm OD,
WK 4.5T-*/S90 WS 4.5T-*/S90 Cable #RF50649-*M, Cut/ 3 1
Abrasion Immune
2
—-I 1.280 [32.5] fee— 1.BN
2.WH
.984 [25.0] AWM TPE Grey, 5x22 AWG, | 3. BU
RK 4.5T-*/5101 RS 4.5T-*/5101 105°C, 5.1 mm OD, Cable 1 4. Bk
.. = .. = _% . "
N So1 L1501 WK 4.5T-*/5101 WS 4.5T-*/5101 #RF50909-M, Flexlife-20, | 5. Gy
iz High Flex Over 20 Million
Cycles
ITC/PLTC PVC Grey, 5x22
AWG Foil/Drain, 105 °C,
RK 4.5T-*/S618 RS 4.5T-*/S618 5.7 mm OD. Cable
WK 4.5T-*/S618 WS 4.5T-*/S618 ) !
#RF50609-*M, RFI/EMI
1.546 [39.3] ©.571 [14.5]
r_ :I_{_ i Protection
ITC/PLTC PVC Yellow,
RS 4.5T-*/S715 RS 4.5T-*/S715 5x22 AWG, 105 °C, 5.7 mm Male
WS 4.5T-*/S715 WS 4.5T-*/S715 OD, Cable #RF50684-*M, e,
I I
Flexlife °
1 3
ITC/PLTC PVC Grey, 4x22 1.BN
RK 4.5T-%/5653 RS 4.5T-*/S653 AWG Foil/Drain, 105 °C, 2.WH
1264 [32.1] WK 4.5T-#/5653 WS 4.5T-*/5653 >-3 mm OD, Cable 3-BU 2
_—I #RF50577-*M, RFI/EMI 4.BK
Shielding 5. Drain
ITC/PLTC PVC Black, 5x22 1.BN
RK 4.5T-*/51554 RS 4.5T-*/51554 AWG Foil/Drain, 105°C, 2. WH
WK4.5T-+/S1554 | WS4.5T-+/s1554 | >/ mm OD, Cable 3.BU
#RF50794-*M, RFI/EMI 4.BK
Shielding 5.GY
* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RK ..”; “RKK ..” indicates nylon and “RKV ..” indicates stainless steel.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

* 250V, 4A
Connector Style Female Part Number = Male Part Number Features Pinout
RK 4.6T-% RS 4.6T-* AWM PVC Grey, 6x24 AWG,
1.673 [42.5] 8.571 [14.5] -61- .61- o
_{ WK 4.6T-* WS 4.6T-* 105°C, 5.1 mm OD,.CabIe
] #RF50608-*M, Flexlife®
M12x1
5 T Female
P 5
4 6
AWM TPU Grey, 6x24 3 1
RK 4.6T-*/S90 RS 4.6T-*/S90 AWG, 90 °C, 5.1 mm OD,
1.280 [32.5] = WK 4.6T-*/S90 WS 4.6T-*/S90 Cable #RF50646-*M, Cut/ !
__I Abrasion Immune 1.BN
2.WH
USTT1.984 [25.0] 3.BU
4.BK
591 [15.0] 5.GY
M12x1 AWM TPU Black, 6x24 6. PK
RK 4.6T-*/S90/S760 | RS 4.6T-*/S90/S760 | AWG, 90 °C, 5.1 mm OD,
WK 4.6T-*/S90/S760 | WS 4.6T-*/S90/S760 | Cable #RF50728-*M, Cut/
Abrasion Immune
l—— 1.546 [39.3];—u_ ©.571 [14.5]
_f AWM PVC Grey, 6x24 AWG Male
RK 4.6T-*/S618 RS 4.6T-*/S618 Foil/Drain, 105 °C, 5.1 mm 5 M9
WK 4.6T-*/S618 WS 4.6T-*/S618 OD, Cable #RF50610-*M, 6 4
RFI/EMI Shielding
! 3
1.BN 2
ITC/PLTC PVC Grey, 5x22 2. WH
AWG Foil/Drain, 105 °C, ’
RK 4.6T-*/S653 RS 4.6T-*/S653 5.7 mm OD. Cable 3.BU
WK 4.6T-*/S653 WS 4.6T-*/S653 ) ! 4.BK
#RF50609-*M, RFI/EMI
Shieldin > GY
9 6. Drain
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RK .."; “RKK ..” indicates nylon and “RKV .." indicates stainless steel.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 60VAC/75VDC,2A

Connector Style Female Part Number = Male Part Number Features Pinout
Female
AWM PVC Grey, 10x24 7 s
AWG, 105 °C, 6.2 mm OD, 6
% %
RK10T RS 10T Cable #RF51004-*M, ; m" 3 9
Flexlife® 3: GN 4 1
3 10
4.YE 2
1.673 [42.5] 8.571 [14.5] 5.GY
6. PK
I M12x1 7.BU
: Male
_f AWM TPU Grey, 10x24 2 ZZ 5
AWG, 90 °C, 6.2 mm OD, ‘ 8 6
% %
RK 10T-*/S90 RS 10T-*/S90 Cable #RF51005-*M, 10.TN . 5
Cut/Abrasion Immune .
4
10
5 3
1.WH
2.BN
3.GN Female
4.YE ;
AWM PVC Grey, 12x24 5.GY 6 %,
AWG, 105 °C, 6.3 mm OD, 6. PK 5
RK 12T-* RS 12T-* ' ' ' 9
Cable #RF50991-*M, 7.BU " 1
. 4
Flexlife 8.RD 3 10
1.546 [39.3 571 [14.5 9.0G 2
. . ?. .
|- [ ];—u— [14.5] 10.TN
i _{M,zx, 11.BK
12.VT
} Male
8 7 6
AWM TPU Grey, 12x24 12 5
9
AWG, 90 °C, 6 mm OD
RK 12T-#/S90 RS 12T-*/S90 e ’ "
! ! Cable #RF50990-*M, ! s
Cut/Abrasion Immune 10 g 3
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RK..”; “RKK ..” indicates nylon and “RKV .." indicates stainless steel.
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M12 eurofast® Connectivity (2F(T)

* NEMA 1, 3,4,6P
* [ECIP68 Protection

* 250V,4A N W @&
Connector Style Female Part Number Male Part Number Features Pinout
ITC/PLTC PVC Yellow,
RKC 4.2T-* RSC 4.2T-* 2x18 AWG, 105 °C,
WKC 4.2T-* WSC4.2T-* 6.2 mm OD, Cable Female
#RF50511-*M, Flexlife® 4 Isrwl
3 1
1.N/C
1.736 [44.1] 2.N/C 2
r_ _—I 3.BN
4.BU
1.122 [28.5]
0.532 [13.5]
M12x1 ITC/PLTC PVC NAMUR
RKC 4.2T-*/CS10191 | RSC 4.2T-*/CS10191 Blue, 218 AWG,
WKC 4.2T-*/CS10191 | WSC 4.2T-*/Cs10191 | 0> C6-2mm 0D,
Cable #RF50843-*M,
Flexlife, Black Plug Body
l——1.909 [48.5]__.u—.531 [13.5]
u [l
9 M12x1
=l -
Male
£ N
1 4
1 3
ITC/PLTC PVC Yellow, 1.BN
RKC 4T-* RSC 4T-* 3x18 AWG, 105 °C, 2.N/C 2
WKC 4T-* WSC 4T-* 6.2 mm OD, Cable 3.BU
#RF50513-*M, Flexlife 4.BK
[35.0]
_J_I L_l: 0531 [13.5]
M12x1
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKC ..”; “RKCV ..” indicates stainless steel.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

* 250V, 4A W &
Connector Style Female Part Number Male Part Number Features Pinout
ITC/PLTC PVC Yellow,
RKC 4.4T-* RSC 4.4T-* 4x18 AWG, 105 °C,
WKC 4.4T-* WSC 4.4T-* 6.7 mm OD, Cable
#RF50579-*M, Flexlife®
AWM TPU Yellow, 4x18
RKC 4.4T-*/S90 RSC 4.4T-*/S90 AWG, 90 °C, 7.2 mm OD, Female
WKC 4.4T-*/S90 WSC 4.4T-*/S90 Cable #RF50544-*M, e
Cut/Abrasion Immune LN
ITC/PLTC PVC Grey, 4x18 3 !
RKC 4.4T-*/S622 RSC 4.4T-*/S622 AWG, 105 °C, 6.7 mm
l_—1 736 [44. 1]—.| WKC 4.4T-%/5622 WSC 4.4T-%/5622 OD, Cable #RF50580-*M, )
Flexlife
1.122 [28.5
(28.5) ITC/PLTC PVC Grey, 4x18
RKC 4.4T-*/S824 RSC 4.4T-*/S824 AWG, 105 °C, 6.7 mm
¢.5232 [13.5] WKC 4.4T-*/S824 WSC 4.4T-*/S824 OD, Cable #RF50579-*M,
M12x1 )
Tray Rated, Flexlife 1.BN
2.WH
ITC/PLTC TPE Yellow, 3.BU
4x18 AWG, 105 °C, 4.BK
RKC 4.4T-*/S1587 RSC 4.4T-*/S1587 6.9 mm OD. Cable
1.909 [48.5] 531 [13.5] WKC 4.4T-*/S1587 WSC 4.4T-*/S1587 ) !
#RF50956-*M, Weld
Uuu | ““\“ Flash Immune, Weldlife
=‘= | M12x1
AWM TPE Grey, 4x22 Male
RKC 4.4T-+/5101/5849 | RSC 4.4T-*/5101/5849 | 1 C/ 102 "C:>1 mm L
o - o - %
WKC 4.4T-*/S101/S849 | WSC 4.4T-*/5101/584g | OD: Cable #RF50941-M,
Flexlife-20, High Flex 1 3
Over 20 Million Cycles
1.736 [44. 1]—.|
. !
AWM TPE Yellow, 4x18
R RKC 4.4T-*/S101 RSC 4.4T-¥/S101 AWG, 1057, 6.2 mm
X Al ol %
WKC 4.4T-*/5101 WSC 4.4T-*/S101 OD, Cable #RF50968-*M,
L Flexlife-20, High Flex
0.531 [13.5] -
_—I L_mm Over 20 Million Cycles
* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKC ..”; “RKCV ..” indicates stainless steel.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

* 250V,4A [T m“ . ol @ @
Connector Style Female Part Number Male Part Number Features Pinout
ITC/PLTC PVC Grey, 1.BN
RKC 4.5T-*/S653 RSC 4.5T-*/S653 #x22 AWG, 105°C, Foil/ | 2.WH
l__ 1.654 [42.0]—U¢.559 [15.0] WKC 4.5T-*/S653 WSC 4.5T-%/S653 Drain, 5.3 mm OD, Cable | 3.BU
oo _{ #RF50577-*M, RFI/EMI 4.BK
- - -— M12x1 Shielding, Tray Rated 5. Drain
nnN
—Tf 1 BN Female
ANTI-VIBRATION DETENT ITC/PLTC PVC Grey, 5x18 2- Wh . 5
RKC 4.5T-*/S1538 RSC 4.5T-*/S1538 AWG, 105 °C, 7.6 mm 3' BU
WKC 4.5T-*/S1538 WSC 4.5T-%/S1538 OD, Cable #RF50630-*M, 4' BK 3 1
Flexlife® ’
l——1.736 [441]—-| 5. GN/YE
1.BN 2
ITC/PLTC PVC Yellow, 2. WH
1.122 [28.5] RKC 4.5T-*/S715/S849 | RSC 4.5T-¥/S715/S849 | 5x22 AWG, 105 °C, 3' BU
WKC 4.5T-*/S715/5849 | WSC 4.5T-*/S715/S849 | 5.7 mm OD, Cable 4’ BK
__I L_stz [13.5] #RF50684-*M, Flexlife 5 Gy
M12x1
1.BN
ITC/PLTC PVC Yellow, ) \E/;\IH
RKC 4.5T-*/CS10288 | RSC 4.5T-*/CS10288 5x18 AWG, 105 °C, 3' BU
WKC 4.5T-*/CS10288 | WSC 4.5T-*/CS10288 | 7.6 mm OD, Cable 4' BK
. . #RF50549-*M, Flexlif ’
l._ 1,909 [48.5] 531 [13.5] e s aNvE
_f ITC/PLTC TPE Yellow, 1.BN
RKC4.5T-#/S1587 | RSC4.5T-*/51587 >X18 AWG, 105 °C, 2 WH Male
WKC 4.5T-*/S1587 WSC 4.5T-*/S1587 7.6 mm OD, Cable 3.BU 5 11 4
#RF51720-*M, Weldlife, 4.BK
Weld Flash Immune 5.GY 1 3
I—— 1.736 [44,1]——|
ITC/PLTC PVC NAMUR 1.GN 2
Blue, 5x22 AWG, 2' WH
(35.0] RKCN 5T-* RSCN 5T-* 105 °C, 6.2 mm OD, 3 06
— WKCN 5T-* WSCN 5T-* Cable #RF50767-*M, 4' BK
Jlj Flexlife, for VBN 5' RD
__I L—ﬁ'?i'l [13.5] 40-H1141 Multibox® :
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKC ..”; “RKCV .." indicates stainless steel.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

* 60 VAC/75VDC, 2 A - “ W @&
Connector Style Female Part Number Male Part Number Features Pinout
AWM PVC Grey, 6x24
RKC 6T-* RSC 6T-* AWG, 105 °C, 5.1 mm OD,
WKC 6T-* WSC 6T-* Cable #RF50608-*M,
Flexlife®
AWM TPU Grey, 6x24
RKC 6T-*/S90 RSC 6T-*/S90 AWG, 90 °C, 5.1 mm OD,
WKC 6T-*/S90 WSC 6T-*/S90 Cable #RF50646-*M, Cut/
Abrasion Immune
Female
AWM TPE Grey, 6x24
RKC 6T-*/S101 RSC 6T-*/S101 AWG, 105°C, 3.1 mm
- - _%
WKC 6T-*/5101 WSC 6T-*/5101 OD, Cable #RF50910-"M,
Flexlife-20, high flex over
20 million cycles
2
l—_ 1.736 [44A1]_-| AWM TPU Black, 6x24 1.BN
— RKC 6T-#/S90/S760 | RSC 6T-*/S90/S760 AWG, 90°C, 5.1 mmOD, | 2.WH
EE— 1 WKC 6T-*/590/5760 | WSC 6T-*/590/5760 Cable #RF50728-*M, Cut/ | 3.BU
L | S1.122 [28.5] Abrasion Immune 4.BK
5.GY
AWM TPU Yellow, 6x24 6. PK
0.532 [13.5] AWG, 90 °C, 6.2 mm OD, '
M12x RKC 6T-*/S529 RSC 6T-*/5529 Cable #RF51120-*M,
WKC 6T-*/S529 WSC 6T-*/S529 Cut/Abrasion immune,
braided mechanical
shield
ITC/PLTC PVC Grey, 6x22
RKC 6T-#/S849/S1052 | RSC 6T-*/S849/51052 AWG, 105 °C, 6.2 mm OD,
- - Cable #RF51284-*M
WKC 6T-*/S849/S1052 | WSC 6T-*/5S849/S1052 !
’—— 1.909 [48.5] —_-II 531 [13.5] Flexlife, 22 AWG
ouu 3 —{ conductors, grey cable
0
=‘=‘% % Mzl AWM PVC Grey, 6x24
f } AWG Foil/Drain, 105 °C,
RKC 6T-*/S618 RSC 6T-*/S618 5.1 mm OD. Cable
WKC 6T-*/S618 WSC 6T-*/S618 ) !
#RF50610-*M, RFI/EMI
Shielding
1.BN
ITC/PLTC PVC Grey, 5x22
. . 2.WH
AWG Foil/Drain,
RKC 6T-*/S653 RSC 6T-*/S653 105 °C. 5.7 mm OD. Cable 3.BU
1736 [44.1] ] WKC 6T-*/5653 WSC 6T-*/5653 ' ' 4.BK
_ #RF50609-*M, RFI/EMI 5. GY
Shieldi ’
1eiding 6. Drain
[35.0] 1.0R
AWM TPU NAMUR Blue, 2 RD
= 5x24 AWG Foil/Drain, ’
—— RKC 6T-*S90/CS10476 |RSC 6T-*/S90/CS10476 90°C. 5.7 mm OD. Cable 3.YE
_—I I:: 0.531 [13.5] |WKC 6T-*S90/CS10476 | WSC 6T-*/S90/CS10476 ' ' 4.BK
M12x1 #RF50928-*M, Cut/ 5. BU
Abrasion | ’
rasion Immune 6. Drain
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKC ..”; “RKCV ..” indicates stainless steel.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 60 VVAC/75VDC,2A

&« “ « D qam
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Connector Style Female Part Number = Male Part Number Features Pinout
1.WH
2.GN
AWM PVC Black, 6x24 AWG 3 $E
RKC 8.6T-% RSC 8.6T-+ Foil/Drain, 105 °C, 5.1 mm 4’ Gy
o - N - % .
1.654 [42.0] 2589 [150] | WKC 8.6T-* WSC 8.6T-* OD, Cable #RFS0845*M, | ¢ o
l—_ _“ Flexlife®, for Picofast®
(1 [ UWU 4-port Multibox® 6.N/C
‘ M12x1 P 7.BU
_Tf 8.N/C
ANTI-VIBRATION DETENT Female
S RSC 8T AWM PVC Grey, 8x24 AWG, PN
- B o [
WKC 8T-* WSC 8T-* 105°C, 5.7 mm OD,ACabIe 5
#RF50753-*M, Flexlife
AWM PVC Yellow, 8x24 4
RKC 8T-*/S715 RSC 8T-*/S715 AWG, 105 °C, 5.7 mm OD, 3
1,736 [44.1] WKC 8T-*/S715 WSC 8T-*/S715 Cable #RF50884-*M, 2
l._ ' 1 Flexlife 1.WH
AWM TPU Grey, 8x24 AWG, § 2':‘
RKC 8T-*/S90 RSC 8T-*/S90 90 °C, 5.7 mm OD, Cable ’ VE
WKC 8T-*/S90 WSC 8T-*/S90 #RF50984-*M, 4.
_—I L_w.ssz [13.5] Cut/Abrasion Immune 3. GY
M12x1 6.PK
AWM TPE Grey, 8x24 AWG, 7.BU
RKC 8T-*/5101 RSC8T-*/5101 105°¢, 6.2mm OD, Cable | g gp
= = N o .
WKC 8T-#/5101 WSC 8T-*/S101 #RF50911-*M, Flexlife-20,
High Flex Over 20 Million
Cycles
AWM PVC Grey, 8x24 AWG
1.908 [48.5] 531 [13.5] RKC 8T-*/S618 RSC 8T-*/S618 Foil/Drain, 105 °C, 5.7 mm
{ WKC 8T-*/S618 WSC 8T-*/S618 OD, Cable #RF50815-*M,
Uou i N
=‘=‘m T RFI/EMI Shielding
TF 1. WH
_f 2.BN Male
AWM PVC Black, 7x24 AWG | 3.GN 6 £
RKC 8T-*/S1555 RSC 8T-*/S1555 Foil/Drain, 105 °C, 5.1 mm | 4.YE ;
WKC 8T-*/S1555 WSC 8T-*/S1555 OD, Cable #RF50761-*M, 5.GY
RFI/EMI Shielding 6. PK 1
7.BU . 8
1.736 [44.1]——| 8. Drain 2
r_ 1.WH
.YE
1377 [35.0] AWM PVC Grey, 8x24 AWG, | >
RKC 8.8T-* RSC 8.8T-* 105 °C. 5.7 mm OD. Cable 4.GY
= WKC 8.8T-* WSC 8.8T-* T ! 5.BN
— L #RF50753-*M, Flexlife
_—I L—a'?§11 [13.5] 6. PK
* 7.BU
8.RD
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKC ..”; “RKCV ..” indicates stainless steel.
www.turck.com - 1- -544-77 - Fax: (7 553-07 « Turck - inneapolis, 55441
D18 B2007 able of Conten k 800 69 - Fax:(763)553-0708 - Turck + Mi lis, MN

WWW.COMOSO0.com



We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

* 60 VAC/75 VDG, 2 A @
Connector Style Female Part Number = Male Part Number Features Pinout
AWM PVC Grey, 10x24
RKC 10T-* RSC 10T-* AWG, 105 °C, 6.2 mm
WKC 10T-* WSC 10T-* OD, Cable #RF51004-*M,
H ®
Flexlife Female
1.736 [44.1
. a1 AWM TPU Grey, 10x24
RKC 10T-*/S90 RSC 10T-*/S90 AWG, 90 °C, 6.2 mm OD
1.122 [28.5] WKC 10T-*/S90 WSC 10T-*/S90 Cable #RF51005-*M, 1. WH
Cut/Abrasion Immune 2.BN
_—I T L_ 0.532 [13.5] 3.GN
M12x1 4.YE
5.GY
6. PK
AWM TPE Black, 10x24 7.BU
RKC 10T-#/5101 RSC 10T-#/5101 AWG, 105 °C, 7.0mm 0D, | 819
B B % 9.0G
WKC 10T-*/5101 WSC 10T-#/5101 Cable #RF51077-M,
Flexlife-20, High Flex Over | 10.TN
20 Million Cycles
1.736 [44.1
l‘_ : ]_’I AWM PVC Black, 10x24
AWG Foil/Drain, 105 °C,
RKC 10T-*/S618 RSC 10T-*/S618 6.6 mm OD. Cable
[35.0] WKC 10T-*/S618 WSC 10T-*/S618 ) !
#RF51076-*M, RFI/EMI
= Shielding
:J_IIL:w.séi [13.5]
M12x1
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKC ..”; “RKCV ..” indicates stainless steel.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 60 VVAC/75VDC,2A

- “Mm &Vo" ga“‘m

.

Connector Style Female Part Number = Male Part Number Features Pinout
AWM PVC Grey, 12x24
RKC 12T-* RSC 12T-* AWG, 105 °C, 6.3 mm
WKC 12T-* WSC 12T7-* OD, Cable #RF50991-*M,
Flexlife®
Female
s N s
12
5
9
11
1
* 10
1.736 [44.1] 3
. 1 AWM TPU Grey, 12x24 ?
EE_E_ = 1 RKC 12T-*/S90 RSC 12T-#/590 AWG, 90°C,6.0mmoD, | -WH
1122 [285) WKC 12T-*/590 WSC 12T-%/590 Cable #RF50990-*M, 2.BN
Cut/Abrasion Immune 3.GN
4. YE
9.532 [13.5]
M12x1 5.GY
6. PK
7.BU
8.RD
AWM TPE Black, 12x24 9.0G
RKC 12T-#/590 RSC 12T-#/5101 AWG, 105°C, 7.6 mm ool
- - %, 11.BK
WKC 12T-%/590 WSC 12T-¥/5101 OD, Cable #RF50943-*M, T
Flexlife-20, High Flex Over 12.
20 Million Cycles Male
8 (7,7
12 6
5 5
; "
4
1.736 [44.1] 10
N 1 AWM PVC Black, 12x24 2’
AWG Foil/Drain, 105 °C,
RKC 12T-*/S618 RSC 12T-*/S618 6.7 mm OD, Cable
[35.0] WKC 12T-*/S618 WSC 12T7-*/S618 ) !
#RF50755-*M, RFI/EMI
J Shielding
__I IL:QS.;H [13.5]
M12x1
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKC ..”; “RKCV ..” indicates stainless steel.
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M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
* IECIP68 Protection
* 250V, 4A
Connector Style Female Part Number = Male Part Number Features Pinout
ITC/PLTC PVC Grey, 3x22
O, cable #HFS2001 M
' .fa® e - 1.BN Female
v 15 Flexlife 2.N/C 4
AWM TPU Grey, 3x22 i ELKJ 3 .
M12x1 AWG, 90 °C, 4.8 mm OD, '
RKL 4-*/S90 RSL 4-*/S90
} / / Cable #RF52080-*M, Cut/
Abrasion Immune 2
ITC/PLTC PVC Grey, 4x22
AWG, 105 °C, 5.3 mm
% %
RKL4.4 RSL4.4 OD, Cable #RF50516-*M,
Flexlife
AWM TPU Grey, 4x22 AWG, | 1.BN Male
90 °C, 5.1 mm OD, Cable 2.WH 4
RKL 4.4-*/S90 RSL 4.4-%/S90
! ! #RF50532-*M, Cut/ 3.BU
Abrasion Immune 4.BK 1 3
ITC/PLTC PVC Yellow,
2
4x22 AWG, 105 °C, 5.3 mm
% *
RKL 4.4-*/S715 RSL 4.4-*/S715 0D, Cable #RF50530-*M,
Flexlife
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKL ..".
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M12 eurofast® Connectivity (2F(T)
&St

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 250V, 4A

Connector Style Female Part Number Male Part Number Features Pinout

ITC/PLTC PVC Yellow,
3x18 AWG, 105 °C,
RKG 4T-* RSG 4T-* 6.2 mm OD, Cable
#RF50513-*M, Flexlife®,
tray rated

1.BN
2.N/C
SJOOW, CPE Yellow, 3x18 | 3.BU
AWG, 105 °C, 8.0 mm OD, | 4.BK
RKG 4T-*/S600 RSG 4T-*/S600 Cable #RF50654-*M, Weld Female

1.890 [48.0] 9.740 [18.8] Flash Immune, Flame 4
_{ l Resistance

il 3 1
Eﬂﬂ%&‘ M12x1 ITC/PLTC PVC Yellow,

_f 4x18 AWG, 105 °C,
% %
RKG 4.4T: RSG 4.4T 6.7 mm OD, Cable 2

#RF50579-*M, Flexlife

AWM TPU Yellow, 4x18
AWG, 90°C, 7.2 mm OD,
Cable #RF50544-*M, Cut/
Abrasion Immune

RKG 4.4T-*/S90 RSG 4.4T-*/S90

AWM TPE Grey, 4x22
AWG, 105 °C, 5.1 mm
RKG 4.4T-*/S101/S849 | RSG 4.4T-*/S101/5849 | OD, Cable #RF50941-*M,
Flexlife-20, High Flex -
Over 20 Million Cycles

AWM TPE Yellow, 4x18
AWG, 105 °C, 6.2 mm 3.BU
RKG 4.4T-*/S101 RSG 4.4T-*/S101 OD, Cable #RF50968-*M, 4.BK
Flexlife-20, High Flex - Male

Over 20 Million Cycles 4

1.870 [47.5] 9.740 [18.8]
:l& TPU/Heavy Braid Double
|

T Jacket Yellow, 4x20 1 3

i M12x1

AWG, 90 °C, 5.7 mm OD,
_ff RKG 4.4T-*/S529 RSG 4.4T-*/S529 Cable #RF50526-*M, Cut/

Abrasion Immune,

Braided Mechanical

Shield

ITC/PLTC TPE Yellow,
4x18 AWG, 105 °C,
RKG 4.4T-*/S1587 RSG 4.4T-*/S1587 6.9 mm OD, Cable
#RF50956-*M, Weldlife,
Weld Flash Immune

1.BN
2.WH

* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKG ..”; “RKGV ..” indicates stainless steel.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
* IECIP68 Protection =
* 250V, 4A (4 &5 pole) ‘W @ &
®* 60 VAC/75VDC, 2 A (6 pole)
Connector Style Female Part Number Male Part Number Features Pinout
Female
4
SJOOW, CPE Yellow, 4x18 1.BN
AWG, 105 °C, 8.5 mm OD, 2' WH 2
RKG 4.4T-*/S600 RSG 4.4T-*/S600 Cable #RF50644-*M, Weld 3' BU
Flash Immune Flame 4’ BK Male
Resistance ’ 4
l-— 1.890 [48.0] _{ 0.740 [18.8]
M12x1
_f !
1.BN
ITC/PLTC PVC Grey, 5x22 2 WH Female
AWG, 105 °C, 5.7 mm ’
RKG 4.5T-* RSG 4.5T-* ' ! 3.BU 4 5
OD, Cable #RF50543-*M, 4.BK
e .
Flexlife 5 GY 3 1
1.BN
AWM TPU Yellow, 5x18 2 WH 2
AWG, 90 °C, 7.2 mm OD, ’
% ¥
RKG 4.5T-*/S90/S715 | RSG 4.5T-*/S90/S715 Cable #RF50751-*M, i ELKJ
i ’ Male
Cut/Abrasion Immune 5. GN/YE
5 4
SJOOW CPE Yellow, 5x18 | 1.BN
AWG, 105°C,9.4 mm OD, | 2. WH 1 3
RKG 4.5T-*/S600 RSG 4.5T-*/S600 Cable #RF50937-*M, Weld | 3.BU
Flash Immune, Flame 4. BK 2
Resistance 5.GY
Female
l._1.37o [47,5];—u— ©.740 [18.8] AWM PVC Grey, 6x24 5 6
H AWG, 105 °C, 5.1 mm
% %
EEHH%W M12x1 RKG 6T RSGeT OD, Cable #RF50608-*M, .
— Flexlife 1.BN !
2.WH 3 2
3.BU
4.BK
5.GY Male
AWM TPU Grey, 6x24 6.PK 6 5
AWG, 90 °C, 5.1 mm OD,
RKG 6T-*/S90 RSG 6T-*/S90
! ! Cable #RF50646-*M, Cut/ 4
Abrasion Immune !
2 3
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKG ..”; “RKGV ..” indicates stainless steel.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

(20U][F(0)

Ifesic

* 60 VAC/75VDC, 2 A @
Connector Style Female Part Number = Male Part Number Features Pinout
Female
AWM PVC Grey, 8x24 AWG, 5 6
105 °C, 5.7 mm OD, Cable 7
RKG 8T-* RSG 8T-*
#RF50753-*M, Flexlife®, 1.WH 1
CSA Approved 2.BN 4 8
3
3.GN 9
4.YE
5.GY
6.PK Male
1890 [48.0] o740 [185] AWM TPU Grey, 8x24 AWG, | o) 6
. X . . . . 5
_{ 90 °C, 5.7 mm OD, Cable 8.RD 7
—{ RKG 8T-*/S90 RSG 8T-*/S90 #RF50984-*M, Cut/
M12x1 Abrasion Immune, CSA 1 .
_f Approved 8 3
2
Female
AWM PVC Grey, 10x24 . 7 a
AWG, 105 °C, 6.2 mm 1.WH
RKG 10T-* RSG 10T-* 5
OD, Cable #RF51004-*M, | 2.BN °
Flexlife 3.GN 4 !
4.YE 3, 0
5.GY
6. PK
7.BU Male
AWM PVC Black, 10x24 8.RD 8 7
AWG, Foil/Drain, 105 °C, 9.0G 6
RKG 10T-*/S618 RSG 10T-*/S618 6.6 mm OD, Cable 1;) ™ 9 5
#RF51076-*M, RFI/EMI ' 1 4
shielding 10
3
2
Female
l__ 1.870 [47.5];1{— 0.740 [18.8] AWM PVC Grey, 12x24 1.WH 6 7, 8
ooy AWG, 105 °C, 6.3 mm 2.BN 12
RKG 12T-* RSG 12T-* 5
Eﬂ%ﬂ% M12x1 OD, Cable #RF50991-M, | 3.6N | ;, °
_f Flexlife 4.YE 4 !
f 5.GY 3, 10
6.PK
7.BU
8.RD Male
AWM PVC Black, 12x24 9.0G s 7
AWG, Foil/Drain, 105 °C, 10.TN 12 6
RKG 12T-*/5618 RSG 12T-*¥/5618 6.7 mm OD, Cable 11.BK 9 5
* . 11
#RF50755-*M, RFI/EMI 12.VT 1 .
shielding 10 L3
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKG ..”; “RKGV ..” indicates stainless steel.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
¢ Shield to Coupling Nut
* NEMA 1, 3, 4, 6P and IEC IP68 ..
Protection \Q \%
* 250V, 4A
Connector Style Female Part Number = Male Part Number Features Pinout
Female
4
3 1
Interlock Al Armor, ITC-ER/
PLTC-ER, PVC Yellow, 3x18 | 1.BK 9
AWG, 105 °C, 14.9 mm 2.N/C
RKA 4A-* RSA 4A-*
S OD, Cable #RF51040-*M, 3.WH
Extreme Duty Armored 4.GN Male
Cable, Tray Rated 4
r-iz.ﬁsa [66.0] 8.862 [21.9]
1 3
2
Female
4
3 1
Interlock Al Armor, ITC-ER/
PLTC-ER, PVC Yellow, 4x18 | 1.BK )
AWG, 105 °C, 15.2 mm 2.WH
_% ¥
RKA 4.9A RSA4.4A OD, Cable #RF51041-*M, | 3.RD
Extreme Duty Armored 4.GN Male
Cable, Tray Rated 4
2
Female
4 5
2.835 [72.0] @862 [21 Q]
iz 3 1
I
Interlock Al Armor, MC PVC | 1.BK
Yellow, 5x18 AWG, 2.WH 2
RKA 4.5A-* RSA 4.5A-* 90 °C, 14.9 mm OD, Cable 3.RD
#RF51042-*M, Extreme 4.GN Male
Duty Armored Cable 5.0G 5 4
2
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKA .."; “RKAV ..” indicates stainless steel.
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M12 eurofast® Connectivity

¢ Shield to Coupling Nut
* IECIP 67 Protection

(20U][F(0)

Ifesic

@« o “«
* 60 VAC/75VDC, 2 A (6 pole) o it :
Connector Style Female Part Number Male Part Number Features Pinout
ITC/PLTC PVC Grey, 4x22 E I
RKS 4.4T-* RSS 4.4T-* AWG, 105°C, 6.2 mm i
o = o = _%
WKS 4.4T-* WSS 4.4T-* 0D, Cable #RF50729-*M, 4 11
RFI/EMI shielding, Tray
1.909 [48.5] 0.532 [13.5] rated 3 1
121 AWM TPU Grey, 4x22 1.BN
_f RKS 4.4T-*/S90 RSS 4.4T-*/S90 AWG, 90 °C,6.2 mm OD, | 2. WH 2
WKS 4.4T-*/S90 WSS 4.4T-*/S90 Cable #RF50810-*M, RFI/ | 3.BU
EM!I shielding 4.BK Male
£
11 4
ITC/PLTC PVC Grey, 4x22
RKS 4.4T-*/5824 RSS 4.4T-¥/S824 AWG, 105 °C, 6.2 mm OD, ! 3
o - o - _%
WKS 4.4T-*/5824 WSS 4.4T-%/5824 Cable #RF50729-*M,
RFI/EMI shielding,
Tray rated 2
l——l.BH [46,0]——|
Female
1.299 [33.0] N 5
= 3 1
591 [15.0]—=
ity B
ITC/PLTC PVC Grey, 5x22 | 1.BN
RKS 4.5T-* RSS 4.5T-* AWG, 105 °C, 6.6 mm 2.WH 2
WKS 45T+ WSS 4.57-% OD, Cable #RF50713-*M, | 3.BU
RFI/EMI shielding, Tray 4.BK Male
rated 5.GY £
5 11 4
l——2173 [552]—_—|rw589 [15.0] 1@3
M» M12x1 2
Female
£
5 I I 6
1.BN N é/ g §\ :
AWM PVC Grey, 6x24 2.WH 3 5
" (71— RKS 6T-* RSS 6T-* AWG, 105°C,66mm | 3.BU
WKS 6T-* WSS 6T-* OD, Cable #RF50814-*M, | 4.BK Mal
- } ¢ RFI/EMI shielding 5.GY :ﬁe
1.555 [39.5] 6. PK 6 [ s
_’JI =—0.589 [15.0] 1 /@\ *
le— M12x1
2 3
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKS .."; “RKSV ..” indicates stainless steel.
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M12 eurofast® Connectivity

¢ Shield to Coupling Nut
* IECIP 67 Protection
®* 60VAC/75VDC, 2 A

- o G < <«

Connector Style Female Part Number = Male Part Number Features Pinout
Female
6
5
7
1.909 [48.5] 0532 [13.5] 1.WH @1
_{ 2.BN 4
{I M1251 AWM PVC Grey, 8x24 AWG, | 3.GN 3 ) 8
_f RKS 8T-* RSS 8T-* 105 °C, 7.2 mm OD, Cable 4.YE
WKS 8T-* WSS 8T-* #RF50813-*M, RFI/EMI 5.GY Male
shielding, CSA Approved 6. PK
7.BU
8.RD
l——l.BH [46,0]——|
1.299 [33.0]
1.WH
oo e ey
AWM PVC Grey, 10x24 4.YE
RKS 10T-* RSS 10T-* AWG, 105 °C, 7.2 mm OD, 5.GY
WKS 10T-* WSS 10T-* Cable #RF51006-*M, RFI/ 6. PK
EMI shielding 7.BU
8.RD
9.0G
10.TN
l.— 2.173 [55.2] —_—lﬁssg [15.0]
M» M12x1
Tt
Female
1. WH 6 N1 8
2.BN 5 12
3.GN . o
4.YE . !
AWM PVC Grey, 12x24 5.GY 35,01
l‘_"so‘ (57—~ RKS 12T-* RSS 12T-* AWG, 105°C,7.2mmOD, | 6.PK
WKS 12T-* WSS 12T-* Cable #RF50988-*M, RFI/ 7.BU
EHEE Ell [¢ EMI shielding 8.RD Male
1.555 [39.5] 9.0G g 1,7
10.TN 12 65
J 1.8k | ° y
__I =—0.589 [15.0] 12.VT ! 4
— M12x1 10 3
2
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKS .."; “RKSV ..” indicates stainless steel.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

(20U][F(0)

Ifesic

- ‘
Connector Style Female Part Number .= Male Part Number Features Pinout
ITC/PLTC PVC Grey, 3x22 AWG,
RKE 4T-*-P7X2 105 °C, 5.1 mm OD,Cable
RSE 4T-*-P7X2
WK 4T-*-P7X2 S #RF52081-*M, PNP Signal,
Flexlife®
RKE 4T-*-N7X2 ITC/PLTC PVC Grey, 3x22 AWG,
WK 4T-*-N7X2 105°C, 5.1 mm OD,C?bIe .
#RF52081-*M, NPN Signal, Flexlife
RKE 4T-*-P7X2/$90 AWM TPU Grey, 3x22 AWG, 90 °C, F |
¥ " x emale
WK 4T-*-P7X2/590 RSE 4T-*-P7X2/S90 | 4.8 mm OD, Cable #RF.52080 M, -
PNP Signal, Cut/Abrasion Immune 4 11
AWM TPU Grey, 3x22 AWG, 90 °C,
RKE 4T-*-N7X2/5S90 4.8 mm OD, Cable #RF52080-*M, 3 1
WK 4T-*-N7X2/S90 NPN Signal, Cut/Abrasion
Immune 2
AWM TPE Grey, 3x22 AWG, 105 °C,
4.8 mm OD, Cable #RF52085-*M,
WK 4T-*-P7X2/5101
! PNP Signal, Flexlife-20, High Flex -
Over 20 Million Cycles
Output (Yellow)
AWM TPE Grey, 3x22 AWG, 105 °C,
- 1 4.8 mm OD, Cable #RF52085-*M,
EEEI WK 4T-*-N7X2/5101
/ NPN Signal, Flexlife-20, High Flex -
Power (Green) o 1.BN
1,700 [43.2] LED 2x Over 20 Million Cycles 5 N/C
l—_ ITC/PLTC PVC Grey, 3x22 AWG, 3.BU
E:HE:E-— 105 °C, 5.1 mm OD, Cable
L 11a2 [200) | WKAT-%-P7X2/5618 #RF52082-*M, PNP Signal +BK
EMI/RFI Protection
2551 (ol — = ITC/PLTC PVC Grey, 3x22 AWG,
105°C, 5.1 mm OD, Cable
%]
WK 4T-*-N7X2/5618 #RF52082-*M, NPN Signal, EMI/
RFI Protection
RKE 4T-*-P7X2/S715 ITC/PLTC PVC Yellow, 3x22 Male
o _%._| o 4
WK 4T-*-P7X2/S715 RSE 4T-*-P7X2/S715 | AWG, 105 °C, 5.1 mrrT oD, Cabl§
#RF52087-*M, PNP Signal, Flexlife
1 3
RKE 4T-*-N7X2/S715 ITC/PLTC PVC Yellow, 3x22
WK 4T-*-N7X2/S715 AWG, 105 °C, 5.1 mm.OD, Cable. !
#RF52087-*M, NPN Signal, Flexlife
[7 2173 [55.2] j_f 0.531 [13.5] ITC/PLTC PVC Grey, 3x22 AWG,
- RKE 4T-*-P7X2/5824 105 °C, 5.1 mm OD, Cable
RSE 4T-*-P7X2/5824
WK 4T-*-P7X2/5824 S /58 #RF52081-*M, PNP Signal, Tray
Rated, Flexlife
ITC/PLTC PVC Grey, 3x22 AWG,
RKE 4T-*-N7X2/5824 105 °C, 5.1 mm OD, Cable
WK 4T-*-N7X2/S824 #RF52081-*M, NPN Signal, Tray
Rated, Flexlife

*

D28 B2007

Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKE..".
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Cordsets

M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
* IECIP68 Protection % -
i .
Connector Style Female Part Number = Male Part Number Features Pinout
ITC/PLTC PVC Grey, 4x22
RKE 4.4T-*-P7X2 AWG, 105 °C, 5.3 mm OD,
RSE 4.4T-*-P7X2
WK 4.4T-*-P7X2 S Cable #RF50516-*M, PNP
Signal, Flexlife®
ITC/PLTC PVC Grey, 4x22
RKE 4.4T-*-N7X2 . AWG, 105 °C, 5.3 mm
WK 4.4T-*-N7X2 RSE 4.4T-*-N7X2 OD Cable #RF50516-*M Female
NPN Signal, Flexlife 4 10
ITC/PLTC PVC Grey, 4x22
RKE 4.4T-*-P7X2/S90 AWG, 105 °C, 5.3 mm OD, 3 1
RSE 4.4T-*-P7X2/S90
WK 4.4T-*-P7X2/S90 ! Cable #RF50516-*M, PNP
Signal, Flexlife )
Output (Yellow) Z\/Cng’T(fsp\éCSG;ey, 4)(;;
, 105 °C, 5.3 mm OD,
WK 4.4T-*-N7X2/S90
EGZ"E— ! Cable #RF50516-*M, NPN
Power (Green) Signal, Flexlife 1.BN
2. WH
1.700 [43.2 LED 2x
N (4321 AWM TPE Grey, 4x22 AWG, | 3 gy
RKE 4.4T-*P7X2/S101 105°C, 5.1 mm OD, Cable | 4 Bk
of == _%_| % .
WK 4.4T-*-P7X2/S101 RSE 4.4T-*-P7X2/S101 #RF5_0941 M, PNP Signal,
Flexlife-20, High Flex - Over
0.551 [14.0] 20 Million Cycles
M12x1
Male
4
AWM TPE Grey, 4x22 AWG, ] 3
105 °C, 5.1 mm OD, Cable
"7 2173 [55'2]j| [“"53‘ [135] | WK 4.4T-*-N7X2/5101 #RF50941-*M, NPN Signal,
Flexlife-20, High Flex - Over 2
N M‘ 20 Million Cycles
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “RKE ..".
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M12 eurofast® Connectivity

* NEMA 1, 3, 4, 6P

* [ECIP68 Protection

(20U][F(0)

Ifesic

i .
Connector Style Female Part Number Features Pinout
ITC/PLTC PVC Grey, 4x22 AWG, 105 °C, 5.3 mm
WK 4.4T-*-P7X2/S618 OD, Cable #RF50577-*M, PNP Signal, EMI/RFI
Protection
Female
ITC/PLTC PVC Grey, 4x22 AWG, 105 °C, 5.3 mm PN
WK 4.4T-*-N7X2/S618 | OD, Cable #RF50577-*M, NPN Signal, EMI/RFI 1.BN RN
Protection 2.WH
3.BU 3 1
ITC/PLTC PVC Grey, 4x22 AWG, 105°C, 53 mm | 4.BK
WK 4.4T-*-P7X2/5824
/ OD, Cable #RF50698-*M, PNP Signal, Tray Rated 2
ITC/PLTC PVC Grey, 4x22 AWG, 105 °C, 5.1 mm
Output (Yellow) WK 4.4T-*-P7X2/5824
] E /58 OD, Cable #RF50698-*M, NPN Signal, Tray Rated
Power (Green) o
ITC/PLTC PVC Grey, 5x22 AWG, 105 °C, 5.7 mm Female
ED 2 WK 4.5T-*-P7X2
N 1700 [43 L OD, Cable #RF50543-M, PNP Signal, Flexlife® | 1.BN o Y
1.142 [29.0] 3.BU 3 1
4.BK
ITC/PLTC PVC Grey, 5x22 AWG, 105°C, 5.7 mm | 5.GY
8.551 [14.0 RKE 4.5T-*-P7X2
E,n 2x1 OD, Cable #RF50543-*M, PNP Signal, Flexlife 2
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “WK_..”; “WKV ..” Indicates stainless steel.
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M12 eurofast® Connectivity TWIRCK

* NEMA 1, 3, 4, 6P
* [ECIP68 Protection

* 10-30VDC, 4 A ik 9 @ @

Connector Style Female Part Number Features Pinout

WK 4.4T-*-P7X3 ITC/PLTC PVC Grey, 4x22 AWG,.1 05 °C, 5.3.mm
Output (Yellow) OD, Cable #RF50516-*M, PNP Signal, Flexlife®

Female
£
1.BN 4 L1
Output (Yellow) Power (Green) AWM TPU Grey, 4x22 AWG, 90 °C, 5.1 mm WH
2.
l——woo [43.2] LED 3« WK 4.4T-*-P7X3/590 OD, Cable #RF50532-*M, PNP Signal, Cut/ 3 BU 3 .
Abrasion Immune ’
4.BK

C 1 1.142 [29.0]

_l AWM TPE Grey, 4x22 AWG, 105 °C, 5.1 mm OD, 2
= WK 4.4T-*-P7X3/S101 Cable #RF50941-*M, PNP Signal, Flexlife-20,
High Flex - Over 20 Million Cycles

I
0.551 [14.0]

M12x1 I——

* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “WK_..”; “"WKV ..” Indicates stainless steel.

LED Diagrams
3-Wire NPN 3-Wire PNP 4-Wire PNP 5-Wire NPN
+ + . + . R +
W BN W 8N £ ! 83: .3 ) g::
4 * OBK YE W GN Wy ™
YEYX GN ¥R
ON ¥R YE V¥R 3> Omu 3> + . Ogu
- 2) o] 2> O
3 - BU . 5) Doy
4 o 3 o
BK BU
1.+ Voltage (Green LED) 1.+ Voltage (Green LED) 1.+ Voltage (Green LED) 1.+ Voltage (Green LED)
2.N/C 2.NC 2. Output 2. Output
3.Common 3.Common 3.Common 3.Common
4. Output (Yellow LED) 4. Output (Yellow LED) 4. Output (Yellow LED) 4. Output (Yellow LED)
5. Ground
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

(20U][F(0)

Ifesic

* 10-30VDC, 4 A a‘ \ W @&
Connector Style Female Part Number Features Pinout
Output (Yellow) SJOOW CPE Yellow 3x18 AWG, 105 °C 8.0 mm
WKE 4T-*-P7X2/S600 OD, Cable #RF50654-*M, PNP Signal, Weld Flash Female
T Immune, Flame Immune e
Power (Green) 1.BN 4 !
l——1.81 1 [46.0]—-| 2.N/C
L — f 3.BU 3 1
EE— - 4.BK
— 1.299 [33.0] SJOOW CPE Yellow 3x18 AWG, 105 °C, 8.0 mm 2
WKE 4T-*-N7X2/S600 OD, Cable #RF50654-*M, NPN Signal, Weld
©.591 [15.0] - = Flash Immune, Flame Immune
M12x1 ——I L—
Output (Yellow)
I I B Female
4 1
1.BN
Outout (velon) re60] Power (Green) SJOOW CPE Yellow, 4x18 AWG, 105°C,85mm | '\
r_ __I_ WKE 4.4T-2-P7X3/S600 | OD, Cable #RF50644-*M, PNP Signal, Weld Flash 3' BU 3 1
EE Immune, Flame Immune 4. BK
2
0591 [15.0]—=d| = ==
M12x1 ——I L—
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass.
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M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
¢ |[EC IP68 Protection L
* 5-30VDC 1
Connector Style Female Part Number Features Pinout
LED B(Green)
1.WH F I
EE---—- % LED Z(YELLOW) 2.BN emale
£
AWM PVC, Black, 8x24 AWG, 105 °C, 7.2 mm 3.GN [ 6
LoD A(Green) OD, Cable #RF50930-*M, 3 indicator LEDs i 4. YE > 7
. 6.0] —=y , -" I\, .
l-—1 811 [46.0] E-WKC 8T-PX3-930-* able indicator .sm
translucent molded connector-for use with 5.GY 1
EH; Kubler Incremental Encoders 6. PK 4
1.299 [33.0] 7.BU 3 8
8.RD 2
2.591 [15.0] —=| =
M12x1 ——I L—

* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters.
** Standard coupling nut material is nickel plated brass “WKC..”; “WKCV..” indicates stainless steel.

Wiring Diagram

8) - 7-

7) - 7

6) qx m B-

5> 4 = B

4) A N - A

3) M M - - A

2 *— * vV (+)
YELLOW GREEN GREEN

(@ HoH) [N (8 PN (AL}::I%H N

1 8 COM (-)

8-Pin Cordset with Encoder

Note: LEDs for indication of channels A, B and Z. Green LEDs indicate channels A and B, while amber is used for the index channel. LEDs can also be used during machine
set-up for home position indication, and provide operational status of encoder output channels.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

* 250V, 4A @ @
Connector Style Female Part Number Male Part Number Features Pinout
1.673 [42.5] 8.571 [14.5] ITC/PLTC PVC Grey, 3x20 1.BN
r A‘l_[ i WAKW 4T-*/S626 WASW 4T-*/S626 AWG, 105 °C, 5.3 mm 2. BU
.=||I I M12x1 WWAKW 4T-*/S626 WWASW 4T-*/S626 OD, Cable #RF51926-*M, 4' GN/YE
; T Flexlife® ’ Female
4 5
ITC/PLTC PVC Grey, 1.BN 3 1
4x22, 1x20 AWG, 2.WH
| 1209 [330] WAKW 4.5T-* WASW 4.5T- 105 °C. 6.0 mm OD 3 BU
(] WWAKW 4.5T-* WWASW 4.5T-* ' ! ’ 2
Cable #RF50563-*M, 4.BK
: Flexlife 5.GN/YE
0.591 [15.0]:—|_| =
M12a AWM TPE Grey, 5x22
WAKW 4.5T-*/S101 WASW 4.5T-#/S101 AWG, 105°C, 5.7 mm
. - .. - _%
WWAKW 4.5T-*/S101 | WWASW 4.5T-+/s101 | 0D C2ble #RF50909-"M,
Flexlife-20, High Flex - 1.BN
Over 20 Million Cycles 2.WH
3.BU
ITC/PLTC PVC Grey, 5x22 | 4 BK
1 AWG Foil/Drain, 5.GY Male
WAKW 4.5T-*/S618 WASW 4.5T-*/S618 105 °C. 5.7 mm OD
WWAKW 4.5T-*/S618 | WWASW 4.5T-*/S618 " ! 5 4
Cable #RF50609-*M,
EMI/RFI Protection 1 3
_-I 1.284 [32.6] =
o ITC/PLTC PVC Grey, 4x22 | 1.BN 2
H%| ‘ WAKW 4.5T-*/S653 | WASW 4.5T-*¥/S653 AWG Foil/Drain, 2-\WH
1.220 [31.0 21" 21" o
(r.01 WWAKW 4.5T-*/5653 | WWASW 4.5T-*/s653 | 0> < >-3mm OD, 3.BU
J Cable #RF50577-*M, 4.BK
©.531 [13.5] EMI/RFI Protection 5.Drain
M12x1 ——I f—
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “WAKW.."; “WAKKW..” indicates nylon and “WAKVW.." indicates stainless steel.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
¢ IECIP68 Protection @« <
k o
*250V,4A w -
Connector Style Female Part Number Features Pinout
RK 4T-3.3/$90-SP AWM TPU Grey, 3x22 AWG, 90 °C, 5.1 mm | 1.BN
WK 4T-3.3/S90-SP oD, for r.epetltlve motion 3-wire DC 3.BU
applications 4.BK
A5711145]
L) Female
H} M12x1 £
1 1.BN 4 !
AWM TPU Grey, 4x22 AWG, 90 °C, 5.1 mm
7:87412000) RK 4.41-3.3/590-SP OD, for repetitive motion 4-wire DC 2.WH
1.0 METER RETRACTED LENGTH WK 4-4T'3-3/590'SP ! . . p 3. BU 3 1
3.3 METERS EXTENDED LENGTH appllcatlons
4.BK
2
AWM TPU Black, 4x26 AWG, 90 °C, 4.2 mm | 1.BN
RK 4.4T-3/590-SP/S669 OD, for repetitive motion, 4-wire DC 2.WH
WK 4.4T-3/590-SP/S669 | applications, Eurofast connector with 3.BU
Picofast® coil cord 4.BK
0.720 [18.3] a‘ 1.280 [32.5] p=—
d .984 [25.0] Female
1.BN 4 5
N o 11s0) AWM TPU Grey, 5x22 AWG, 90°C, 53 mm | 2. WH
1200.0) [200.) iz RK 4.5T-3.3/590-5P 0D, for repetitive motion 5-wire DC 3.BU
7.874 [200.0 7.874 [200.0] —=f '3 - .
1.0 METER RETRACTED LENGTH WK 4.5T-3.3/590-SP . . 3 !
3.3 METERS EXTENDED LENGTH appllcatlons 4.BK
5.GY
2

* Length in meters. Standard cable length is 3.3 meters (Picofast coil standard is 3 meters). Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass .. “RK(WK).."”; “RKK(WKK)..” indicates nylon and “RKV(WKYV)" indicates 316 stainless steel.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 250V, 4A

(20U][F(0)

Ifesic

Connector Style Female Part Number Features Pinout
RS 4T-3.3/590-SP AWM TPU Grey, 3x22 AWG, 90°C,5.1mm | 1.BN
WS 4T-3.3/S90-SP OD,Ifortr'epetltlve motion 3-wire DC i :;J
applications .
1.546 (39.3] A571(145] P Male
A7200183] r { ‘ 1.BN PION
==”l l““N M1z AWM TPU Grey, 4x22 AWG, 90 °C, 5.1 mm ’ LA
- I RS 4.4T-3.3/590-5P 0D, for repetitive motion 4-wire DC 2. WH
WS 4.4T-3.3/590-SP -forrep 3.BU 1 3
7.8741200.0] 7.87412000] appllcatlons 4.BK
1.0 METER RETRACTED LENGTH N
3.3 METERS EXTENDED LENGTH
AWM TPU Black, 4x26 AWG, 90 °C, 4.2 mm | 1.BN 2
RS 4.4T-3/590-SP/S669 | OD, for repetitive motion 4-wire DC 2. WH
WS 4.4T-3/5S90-SP/S669 | applications, Eurofast connector with 3.BU
Picofast® coil cord 4.BK
©.720 [18.3] 4—‘ 1.264 [32.1] Male
d = >
E 1.BN 5 Y,
1220 [31.0) RS 4.57-3.3/S90-SP AWM TPU Grey, 5x22 AWG, 90 °C, 5.3 mm | 2. WH
T s WS 4.5T-3.3/S90-SP oD, for r.epetltlve motion 5-wire DC 3.BU 1 3
) M2 applications 4.BK
5.5 ETERS EXTENDED LENGTH 5.GY
2

* Length in meters. Standard cable length is 3.3 meters (Picofast coil standard is 3 meters). Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass .. “RS (WS)..”; “RSK (WSK)..” indicates nylon and “RSV (WSV)" indicates stainless steel.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
Spiral Cordsets, “C” Style Medium Plug Body
* NEMA 1, 3,4, 6P
¢ |[EC IP68 Protection T
« 60 VAC/75VDC, 2A w
Connector Style Female Part Number Features Pinout
RKC ..-SP** 1.BN Female
1.654[42.0] A589(15.0] : £
720 [18.3) 2. WH ! !
froneal n i) AWM TPU Black, 6x24 AWG, 90 °C, 5 6
e RKC 6T-3.3/590-5P 5.1 mm OD, for repetitive motion 3.8
=1 WKC 6T-3.3/590-SP o rorrep 4.BK
6-wire DC applications 4 1
7.87412000] 7.874[200.0] 5.GY
33 METERS EXTENDED LENGTH 6.PK 32
WK ..-SP** 1.WH Female
1.736 [44.1] 2' BK £
{ 3.PK L 6
AWM TPU Black, 6x24 AWG, 90 °C, S 7
1222851 RKC 8.6T-3.3/5S90-SP/CS10451 5.1 mm OD. for repetitive motion 4.GY
WKC 8.6T-3.3/590-SP/C510451 | > ~rorrep 5.BN .
T s s 6-wire DC applications 6.N/C 4
7.874[200.0] 7.874(200.0] 4>k M ’ 3 8
1.0 METER RETRACTED LENGTH 7- BU 2
3.3 METERS EXTENDED LENGTH 8. N/C
* Length in meters. Standard cable length is 3.3 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass .. "RKC(WKC)..”; “RKCV(WKCV)" indicates stainless steel.
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M12 eurofast® Connectivity

Spiral Cordsets, “C” Style Medium Plug Body

* NEMA 1, 3, 4, 6P
* [ECIP68 Protection
* 60VAC/75VDC,2A

(20U][F(0)

Ifesic

Connector Style Male Part Number Features Pinout
RSC ..-SP** 1.BN
Fi|.909[455] 2 WH
soe AWM TPU Black, 6x24 AWG, 90 °C, ’
== RSC 6T-3.3/590-SP 5.1 mm OD, for repetitive motion 3.8U
AT WSC 6T-3.3/590-SP AT for rep: 4.BK
6-wire DC applications 5.GY
7.874(200.0) _ : Male
£ METERS EXTENDED LEnam 6.PK PN
6 I I 5
WSC ..-SP** 1.WH .
2.BK 1
3.PK
AWM TPU Black, 6x24 AWG, 90 °C, 2 3
RSC 8.6T-3.3/5S90-SP/CS10451 5.1 mm OD. for repetitive motion 4.GY
WSC 8.6T-3.3/S90-SP/CS10451 6' ire DC ! i f 5.BN
-wire DC applications
PP 6.N/C
7.BU
35 METERS EXTENDED LENGTH 8.N/C
* Length in meters. Standard cable length is 3.3 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass .. “"RSC(WSC)..”; “"RSCV(WSCV)" indicates stainless steel.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
* NEMA 1, 3,4, 6P
* IECIP68 Protection « o &
* 60VAC/75VDC,2A . @ g (‘ o
* For use with Kiibler by Turck’s m @ W
Incremental Encoders
Connector Style Female Part Number Male Part Number Features Pinout
1.WH
l._ 1.654 [42.0] 0.532 [13.5] AWM PVC Black, 8x24 2. BN
1y AWG, 105 °C, i
OUU | .GN
] - I M12x1 7.2 mm OD, Cable 3
: E-RKC 8T-930-* E-RSC 8T-930-* #RF50930-*M 4.YE
7! E-WKC 8T-930-* E-WSC 8T-930-* ) S 5.GY Female
ANTI-VIBRATION DETENT Differential Mode 6. PK £
Applications, RFVEMI | " 5 6
- . 7
Protect
rotection 8. RD
1
4
1.736 [44.1] 3 8
r_ 1 2
1.122 [28.5]
1.WH
AWM PVC Black, 8x24 2 BN
0.532 [13.5] AWG, 105 °C, ’
M12x1 3.GN
7.2 mm OD, Cable
E-RKC 8T-930-%*/S1115 | E-RSC 8T-930-*/S1115 #RF50930-*M 4.N/C
E-WKC 8T-930-*/S1115| E-WSC 8T-930-*/S1115| __ ! 5.GY
Single Ended Mode 6.N/C
Applications, RFI/EMI 7' BU
Protecti '
rotection 8.N/C
Male
£
6 I |
. 5
1.WH
AWM PVC Black, 8x24 2 BN
AWG, 4 STP, 105 °C, 3' N 1 .
1.736 [44.1] _’I 6.6 mm OD, Cable ’ 8 3
E-RKC 8T-264-* E-RSC 8T-264-* #RF51264-*M 4.YE 2
E-WKC 8T-264-* E-WSC 8T-264-* R X ! 5.GY
Differential Mode 6.PK
[35.0] Applications, RFI/EMI 7’ BU
Protection 8.RD
L_l:o.ss-g [15.0]
M12x1

* Length in meters. Standard cable lengths are 2, 5, 10 and 15 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “E-RKC../E-WKC../E-RKS../E-WKS..”; “E-RKCV../E-WKCV../E-RKSV../E-WKSV..” indicates stainless steel.

STP = Shielded twisted pair.
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M12 eurofast® Connectivity

* IECIP67

®* 60VAC/75VDC, 2A

* For use with Kiibler by Turck’s
Incremental Encoders

@ @ €

_
o G

~

o)

(20U][F(0)

Ifesic

Connector Style Female Part Number Male Part Number Features Pinout
1.909 [48.5] 0.532 [13.5]
M12x1
a1 Female
£
I I
5
AWM PVC Black 8x24
AWG 105°C7.2 mm OD 4
Cable #RF50930-*M,
l—— 1811 [46 01—-| E-RKS 8T-930-* E-RSS 8T-930-* Differential Mode >
E-WKS 8T-930-* E-WSS 8T-930-* o R .
Applications, Shield Tied
1299 [33.0] to Coupling Nut, RFI/EMI
Protection 1.WH
— 1‘_l 2.BN
5 5.0]—=
Sl Vo ol I ot 3.GN
4.YE
5.GY
6. PK
7.BU
l__ 2.173 [55.2) ——-I re>.589 [15.0] 8.RD
M12x1
_f_f Male
£
6 [
7
AWM PVC Black,
8x24 AWG, 4 STP, !
l._ e e E-RKS 8T-264-* E-RSS 8T-264-* 105°C, 6.6 mm OD, 8 2
%
e E-WKS 8T-264-* E-WSS 8T-264-* Cable #RF51264-"M,
Differential Mode
1.555 [39.5] Applications, RFI/EMI
Protection
_’l—l L—:m.sag [15.0]
M12x1

*32130U Joud INOYHM SUOIIRIS}E [BDIUL IS} 3 ew 03 YL Y} SAISSI SN

* Length in meters. Standard cable lengths are 2, 5, 10 and 15 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “E-RKC../E-WKC../E-RKS../E-WKS..”; “E-RKCV../E-WKCV../E-RKSV../E-WKSV.." indicates stainless steel.
STP = Shielded twisted pair.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

* Polypropylene Contact Holder, Mold Material & Cable

Jacket

* High Chemical Solvent Resistance, High Tensile Strength

Connector Style Female Part Number Male Part Number Features Pinout
Female
PP White, 3x20 AWG 1.BN 4
WD-RKCV 4T-* WD-RSCV 4T-* 105°C, 250V, 4 A 2.N/C
1654 [42.0] 0.591 [15.0] | WD-WKCV 4T-* WD-WSCV 4T+ 5.1 mm OD, 3.BU 3 !
Cable #RF51440-*M 4.BK
2
Male
PP White, 4x22 AWG 1.BN 4
WD-RKCV 4.4T-* WD-RSCV 4.4T-* 105°C, 250V, 4 A 2.WH
WD-WKCV 4.4T-* WD-WSCV 4.4T-* 4.4 mm OD, 3.BU 1 3
Cable #RF51359-*M 4.BK
l__1.752 [44.5] —=t 2
1.122 [28.5] Female
‘h-—l ) ’
2.591 [15.0] —]
M1 2x1——| L— 3 1
1.BN
PP White, 5x22 AWG 2 WH
WD-RKCV 4.5T-* WD-RSCV 4.5T-* 105°C,250V,4 A 3' BU 2
WD-WKCV 4.5T-* WD-WSCV 4.5T-* 4.5 mm OD 4' BK Mal
Cable #RF51466-M ' ale
5.GY 5 4
909 [48.5 5 5.0
l-—199[4 ]—_-L{_«a 91 [15.0] . 5
=R -
_f_f 2
Female
£
5 I I 6
1.BN 4 '
PP White, 6x24 AWG 2.WH
I‘_ e el WD-RKCV 6T-* WD-RSCV 6T-* 105°C, 60 VAC/75 VDC, | 3.BU 32
‘ WD-WKCV 6T-* WD-WSCV 6T-* 2A 4.5 mmOD 4.BK Male
= Cable #RF51467-*M 5.GY €7
_ 1.377 [35.0] [
) 6.PK 6 5
J l
.I L_o,sgl [15.0] 4
M12x1 1
2 3
* Length in meters. Standard cable lengths are 2, 5, 10 and 15 meters. Consult factory for other lengths.
Standard coupling nut material is stainless steel.
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M12 eurofast® Connectivity

(BT
IfEsc

* NEMA 1, 3,4,6P
* [ECIP68 Protection

* Polypropylene Contact Holder, Mold Material & Cable

Jacket

* High Chemical Solvent Resistance, High Tensile Strength

*32130U Joud INOYHM SUOIIRIS}E [BDIUL IS} 3 ew 03 YL Y} SAISSI SN

Connector Style Female Part Number Male Part Number Features
1.WH
0.591 [15.0]
l__ 1.654 [42.0] 2.BN
s i PP White, 8x24 AWG, 3.GN
WD-RKCV 8T-* WD-RSCV 8T-* 105 °C, 60 VAC/75VDC, | 4.YE
WD-WKCV 8T-* WD-WSCV 8T-* 2A,5.1mmOD, 5.GY
Cable #RF51465-*M 6. PK
7.BU
8.RD
l—— 1.752 [44.5] —=t
1.122 [28.5]
— 1.WH
e 2.BN
2.591 [15.0] —=] ‘t‘—l
M1 2x1——| L— 3.GN
PP White, 10x24 AWG, 4.YE
WD-RKCV 10T-* WD-RSCV 10T-* 105 °C, 60 VAC/75VDC, |5.GY
WD-WKCV 10T-* WD-WSCV 10T-* 2 A,5.7mmOD, 6.PK
Cable #RF51602-*M 7.BU
8.RD
9.0G
l-— 1.909 [48.5] __-I_{_ 2.591 [15.0] 10.TN
Female
1.WH 707 8
5 Pl
2.BN 12
3.GN ° 9
4.YE " 1
PP White, 12x24 AWG, | 5.GY - 10
WD-RKCV 12T-* WD-RSCV 12T-* 105°C, 60 VAC/75VDC, | 6.PK 2
WD-WKCV 12T-* WD-WSCV 12T-* 2A,5.7mmOD, 7.BU Mal
Cable #RF51464-*M 8.RD pia
== 1.377 [35.0] g
9.0G . o~ 6
= 10.TN 9 5
I__w.sgi [15.0] 11.BK 1 "
M12x1 12.VT 0 4
3
2
* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is stainless steel.
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Cordsets

M12 eurofast® Connectivity TURCK
* Integrated Torque Control System
* |[ECIP67 :
* 250V, 4 A (3 & 4-wires) 60V, 4 A “ ‘
(5-wire)
Connector Style Female Part Number Male Part Number Features Pinout
1.BN
PVC Grey, 3x22
NM-RKC 4T-*/S849 NM-RSC 4T-*/S849 AWG. 80 °C 2.N/C
2.055 [52.2] 0811 [206] | NM-WKC 4T-*/5849 NM-WSC 4T-*/5849 P OF & 3.BU Female
! : 5.2mm OD PO
4.BK +
]
3 1
1.BN
TPU Grey, 3x22
NM-RKC 4T-*/S90/5S849 | NM-RSC 4T-*/S90/S849 AWG. 80 °C 2.N/C 2
NM-WKC 4T-*/S90/5S849 | NM-WSC 4T-*/S90/S849 ! ' 3.BU
5.2mm OD
4. BK
l—— 1.882 [47.8] — =
—_
-— S 1.BN
(e PVC Grey, 4x22
NM-RKC 4.4T-*/S849 NM-RSC 4.4T-*/S849 AWG., 80 °C 2.WH
1456 [37.0] NM-WKC 4.4T-*/5849 NM-WSC 4.4T-*/S849 o 3.BU Male
5.2mm OD Pron
J 4. BK 11 4
_—I 2.811 [20.6] @
M12x1
1 3
1.BN
TPU Grey, 4x22
NM-RKC 4.4T-*/S90/S849 | NM-RSC 4.4T-*/S90/S849 AWG. 80 °C 2.WH 2
NM-WKC 4.4T-*/S90/5S849 NM-WSC 4.4T-*/S90/S849 55 ! OD, 3.BU
2mm
l—— 2.047 [52.0]__.|I 811 [20.6] 4.BK
Female
1.BN £
4 1 1 5
PVC Grey, 5x22 2.WH
NM-RKC 4.5T-*/S849 NM-RSC 4.5T-*/S849 AWG, 80 °C 3.BU
NM-WKC 4.5T-*/S849 NM-WSC 4.5T-*/S849 ! ! ’ 3 1
5.2mm OD 4.BK
5.GY
I——1.882 [47.8] —= 2
i
— S .
= 1.BN s ) o4
1.456 [37.0] TPU Grey, 5x22 2.WH
NM-RKC 4.5T-*/S90/5849 | NM-RSC 4.5T-*/S90/5849 AWG, 80 °C 3.BU
NM-WKC 4.5T-*/S90/5S849 NM-WSC 4.5T-*/S90/S849 ! ’ ’ 1 3
J 5.2 mm OD 4.BK
__I L:-m.sn [20.6] 5.GY
M12x1 2
* Length in meters. Standard cable lengths are 2, 5, and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel-plated brass/nylon combination.
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M12 eurofast® Connectivity

* Straight and Right Angle Female
Connectors

* IECIP 67 Protection

* 250V, 4A

* Nylon Coupling Nut

e

(20U][F(0)

Ifesic
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Connector Style Female Part Number Male Part Number Features Pinout
Female
£
l__ 1.988 [50.5] _.l_i{.ssg [17.0] 4 11
ITC/PLTC PVC Grey, 4x22 | 1.BN 2
RKC 4.4Q-*/S849 RSC 4.4Q-*/S849 AWG, 105 °C, 5.3 mm 2.WH
WKC 4.4Q-*/S849 WSC 4.4Q-*/S849 OD, Cable #RF50516-*M, | 3.BU
1.776 [45.1] —=y Quick-Connect coupling | 4. BK Male
[__ £ N
Ne= 11 4
SRR
=
i 1.456 [37.0] 1 3
] 0.669 [17.0] 2
——I M12x1
Female
£
0.669 [17.0] NG
-l M12x1 3@ 1
_f 1.BN
ITC/PLTC PVC Grey, 5x22 2 WH 2
RKC 4.5Q-*/S849 RSC 4.5Q-*/S849 AWG, 105 °C, 5.7 mm 3' BU
WKC 4.5Q-*/5849 WSC 4.5Q-*/S849 OD, Cable #RF50543-*M, 4' BK
1.776 [45.1] —my Quick-Connect coupling 5' Gy Male
r_ ) €N
5 11 4
1.398 [35.5] 1@ 3
—o.669 [17.0] 2
M12x1
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
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M12 eurofast® Connectivity TURCK

Receptacle Selection Guide

Mounting Style Image Panel Thread Types Page

PG9 D46

1/4-18 NPT D49

1/2-14 NPSM D52

1/2-14 NPT D54

M20 D57

Front Mount PG 16 D59

PG 13.5 D60

PG 9 w/Rotating Coupling D61

1/4-18 w/Solder Cups D62

PG 9 w/Solder Cups D63
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

(20U][F(0)

Ifesic

* 250V,4A oW @
Housing Style Female Part Number .= Male Part Number Features Pinout
2x22 AWG, 105 °C, ; E;g
FK 4.2-* FS 4.2-* mates with 2-pin 3' BN
cordsets 4.BU Female
1.BN 4
2x22 AWG, 105 °C, 5 gU
FK4.21-* FS 4.21-* mates with 2-pin ' 3
cordsets 3.N/C
4.N/C
1.BN
222AWG, 105°C, | " 2
0.709 [18.0] FK 4.22-* FS 4.22-* mates with 2-pin 3' BU
dset '
cordsets 4N/C
.669 [17.0]
. ) 22 AWG, 105°C, | BN
Typical panel cutout is 15.2 mm FK 4.4-% FS 4.4-* mates with 4-pin 2.WH
3.BU
cordsets 4.BK Male
4
1.BN
4x18 AWG, 105 °C, 2. WH
FK 4.4-*/5613 FS 4.4-*/S613 mates with 4-pin 3' BU 1
cordsets 4.BK
1.GY1 2
4x18 AWG, 105 °C, 2.GY2
FK 4.4-*/S621 FS 4.4-¥/S621 mates with 4-pin 3' a3
cordsets 4.GY4
5x22 AWG, 105 °C,
FK 4.5-* FS 4.5-* mates with 5-pin ; \?VNH Female
cordsets 3'
5x20 AWG, 105°C, |,
FK 4.5-%/5627 FS 4.5-*/S627 mates with 5-pin 5

#.709 [18.0]

.669 [17.0]

Typical panel cutout is 15.2 mm

cordsets

FK 4.5-*/S653

FS 4.5-*/S653

4x22 AWG, Drain,
105 °C, 5.1 mm OD,
mates with

5-pin cordsets,

4 conductors PVC
foil shielded with
drain wire to pin 5

BU 4 5
BK
GY 3

2

FKN 5-* FSN 5-* 5x22 AWG, 105 °C
4.BK
5.RD
* Length in meters. Standard Lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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We reserve the right to make technical alterations without prior notice.

WWW.COMOSO0.com

M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
¢ IECIP68 Protection
W @&
Connector Style Female Part Number .= Male Part Number Features Pinout
Female
5
4 6
3 1
1.BN
6x22 AWG, 105 °C, ; \éVUH 2
FK 4.6-* FS 4.6-* 250V, 4 A mates 4' BK
with 6-pin cordsets ’ Male
5.GY 5
6. PK 6 4
©.709 [18.0]
! 3
.669 [17.0]
Typical panel cutout is 15.2 mm 2
Female
5 6
1.BN 4+ @ 1
6x24 AWG, 105°C, | 2.WH 3 Y
K 6-* FS 6-* 60 VAC/75 V.DC, 3.BU
2 A mates with 4.BK
. Male
6-pin cordsets 5.GY 6
6.PK /@
4
1
2 3
1.WH
2.BN Female
8x24 AWG, 105°C, |3.GN 5 6
60 VAC/75 VDC, 4.YE 7
_% ¥
}] ¢.709 [18.0] Fk8 FS8 2 A mates with 5.GY 1
8-pin cordsets 6.PK 4 5
.669 [17.0] 3
7.BU 2
8.RD
Typical panel cutout is 15.2 mm
ypicalp 1.WH
2 GN Male
6x24 AWG, 105°C, | 3.YE 6 5
7
60 VAC/75 VDC, 4.GY
FK 8.6-* FS 8.6-*
2 A mates with 5.BN 1
8-pin cordsets 6.N/C 8 4
3
7.BU 2
8.N/C
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity (B[F(T)
rasic

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 60 VVAC/75VDC,2A

Connector Style Female Part Number . Male Part Number Features Pinout
Female
7
6 8
1.WH 5 .
2.BN
3.GN 4 . !
4.YE 3
10x24 AWG, 105°C, | 2
0.709 [18.0] FK 10-* FS 10-* mates with 10-pin 6‘ oK
cordsets ’
_f .669 [17.0] 7.BU Male
8.RD 8 7
Typical panel cutout is 15.2 mm 9.0G 65
10N | °
1 4
10
5 3
Female
T.WH 6 8
12
2.BN 5
3.GN » 9
1
G g——l ’——.747 [19.0] 4.YE 4 '
1 i — . 5.GY 3,
_ Il 12x24 AWG, 105 °C, 6. PK
l\l\l\l\ M12x1 9.709 [18.0] g qp.% FS12-* ma:cjes with 12-pin | 0
f cordsets
O-RING J 669 [17.0] 8.RD Male
9.0G 8 7 6
12
Typical panel cutout is 15.2 mm 10.TN 5 5
11.BK 1
12.VT ‘10 4
, 3
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
* IECIP68 Protection
* 250V, 4A @ @
Housing Style Female Part Number | Male Part Number Features Pinout
Female
4x22 AWG, 105 °C, 4
FK 4.4-*/18.25 FS 4.4-%/18.25 mates with 4-pin
cordsets 1.BN 3 .
2.WH
138 [3.5] MAX“ " 3.BU
846 [21.5] 2
1/4-18NPT —]:l D 4x18 AWG, 105 °C, 4.BK
x % o
I izl 0700 [18.0] FK 4.4-%/18.25/S613 | FS 4.4-*/18.25/S613 rc‘r::;esse\::th 4-pin Male
4
0-RING w—l 669 [17.0]
Typical panel cutout is 14.3 mm 0 1.GY1 1 3
4x18 AWG, 105 °C, 2.GY2
FK 4.4-*/18.25/5621 | FS 4.4-*/18.25/S621 mates with 4-pin 3' Gv3
dset '
cordsets 4.GY4 2
5x22 AWG, 105 °C,
FK 4.5-%/18.25 FS 4.5-%/18.25 mates with 5-pin | -BN
2. WH Female
Cordsets
3.BU 4 5
5x20 AWG, 105 °C, 4.BK
FK 4.5-*/18.25/5S627 | FS 4.5-%*/18.25/S627 | mates with 5-pin 5 GY 3 1
cordsets
138 [3.5] MAX 4x22 AWG, Drain, >
1 /4 18NPT ‘-‘ F .846 [21.5] 105°C, 5.1 mm 1.BN
:}_—l = - D OD, mates with 2.WH
= m\\‘ M12x1 2.709 [18.0] FK 4.5-*/18.25/S653 | FS 4.5-*/18.25/S653 | 5-pin cordsets, 4 3.BU
}- ‘ _—I conductors PVCfoil | 4.BK Male
0-RING .669 [17.0] shielded with drain | 5. Drain 4
wire to pin 5 5
Typical panel cutout is 14.3 mm
1.GY1 1 3
5x18 AWG, 105 °C, 2.GY2
FK 4.5-*/18.25/S621 | FS 4.5-%*/18.25/S621 | mates with 5-pin 3.GY3
cordsets 4.GY4 2
5.GY5
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

(20U][F(0)

Ifesic

*32130U Joud INOYHM SUOIIRIS}E [BDIUL IS} 3 ew 03 YL Y} SAISSI SN

W @&
Housing Style Female Part Number .= Male Part Number Features Pinout
Female
5
4 6
3 1
1.BN
2.WH
6x22 AWG, 105 °C, 3.BU 2
FK 4.6-*/18.25 FS 4.6-*/18.25 250V, 2 A, mates ’
, . 4.BK Mal
with 6-pin cordsets ale
138 [3.5] MAX 5.GY 5
1/4-18NPT “ " DMS [215] 6.PK 6 4
= _
0.709 [18.0] 1 3
.669 [17.0]
2
Typical panel cutout is 14.3 mm
Female
5 6
1.BN 4 é g ;L 1
6x24 AWG, 105°C, | 2.WH 3 5
FK 6-*/18.25 FS 6-*/18.25 SO VAC/75 VPC’ 3.8
2 A, mates with 4.BK
' Male
6-pin cordsets 5.GY 6
6.PK /@
4
1
2 3
8x24 AWG, 105 °C, 1.WH
60 VAC/75 VDC, Female
FK 8-%/18.25 FS 8-#/18.25 /75VL 2.BN .
138 [3.5] MAX 2 A, mates with 3.GN 5
1/4-1BNPT “ " l—— 846 [21.5] 8-pin cordsets 4.YE 7
0 Fmm ' . 5.GY
il @~ - seomerere | | B
}' l FK 8-*/18.25/S1505 | FS 8-*/18.25/S1505 " 7.BU 3 8
669 [17.0] 2 A, mates with . 2
8-pin cordsets 8.RD
Typical panel cutout is 14.3 mm
e 1. WH Male
2.GN 6
6x24 AWG, 105 °C, 3.YE ; 5
60 VAC/75 VDC, 4.GY
FK 8.6-*/18.2 FS 8.6-*/18.2
8.6-%/18.25 58.6-%/18.25 2 A, mates with 5.BN 1
8-pin cordsets 6.N/C s 4
7.BU y
8.N/C
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity TWIRCK

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 60 VVAC/75VDC,2A

Housing Style Female Part Number .= Male Part Number Features Pinout
Female
’ 8
1.WH 6
2.BN 3 9
.138 [3.5] MAX<—‘ ’- 3.GN 4 1
846 [21.5]
1/4—18NPT . 10
/ 1 D : 10x24 AWG, 105 °C, : éi > 2
= B2t N o700 [180] | FK10-%/18.25 FS 10-%/18.25 mates with 10-pin 6‘ oK
cordsets ’ Male
——I 669 [17.0] 7.BU 7
0-RING : . 8.RD 8 .
Typical panel cutout is 14.3 mm 9.0G 9 5
10.TN
! 4
10
y 3
Female
1.WH 7 8

2.BN . 6 12
3.GN 9
.138 [3.5] MAX 4.YE " 1
T F 846 [21.5] 4
r_ 5.GY 10
{]

1/4-18NPT _—l
1 12x24 AWG, 105°C, | 0 2

7.BU
cordsets Male

669 [17.0] 8.RD

U
9.0G »° 7 s
Typical panel cutout is 14.3 mm 10.TN 9 5
11.BK 1 1"
12.VT 10 4

0.709 [18.0] FK 12-*/18.25 FS 12-*/18.25 mates with 12-pin

y 3
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity (2F(T)
&St

* NEMA 1, 3,4,6P
* [ECIP68 Protection

W @&
Housing Style Female Part Number Male Part Number Features Pinout
4x22 AWG,
X 1.BN
105 °C, 250V, 2 WH
FK 4.4-*/14.5 FS 4.4-*/14.5 4 A, mates 3' BU
with 4-pin 4.BK
cordsets
Female Male
4x18 AW
XIBAWG, 1, BN
105°C, 250V, 2 WH
FK 4.4-*/14.5/S613 | FS 4.4-*/14.5/S613 | 4 A, mates ’ 3 11 3
. ) 3.BU
118 [3.0] MAX with 4-p|n 4 BK
1 /2-14NP$Mﬂ cordsets ’
2 2
= 0.984 [25.0] 4x18 AWG
135 °C 25(;V 1611
945 [24.0] ! " 12.GY2
FK 4.4-*/14.5/S621 |FS 4.4-*/14.5/S621 | 4 A, mates 3.GY3
Typical panel cutout is 21 mm with 4-pin ’
4.GY4
cordsets
Female Male
5x22 AWG, 1.BN 4 5 5 4
105°C, 250V, |2.WH
FK 4.5-*/14.5 FS4.5-*/14.5 4 A, mates 3.BU |5 1 3
with 5-pin 4.BK
cordsets 5.GY
2 2
Female Male
1.BN
6x22 AWG, 2 WH S 5
105°C, 250V, |4 o 4 6 6 A
FK 4.6-*/14.5 FS 4.6-*/14.5 4 A, mates 4' BK -
.098 [2.5] MAX . . . 3 3
I/Z-MNPSM_}_:I_-”-_ "737 [20.0] with 6-pin 5.GY
a0 | | cordsets 6.PK
= I i M12x1 ©.984 [25.0] 2 2
g 1
P 1945 [24.0]
O-RING
Typical panel cutout is 21 mm 6x24 AWG, 1.BN Female Male
105 °C, 60 22WH| 5 6 6 5
VAC/75 VDC, 3.BU
FK 6-%/14.5 FS6-*/14.5 !
2 A, mates 4.BK |, 4
with 6-pin 5.GY 1
cordsets 6. PK 3 2 2 3
* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717” to the end of the part number.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 60VAC/75VDC,2A

Housing Style

Female Part Number

Male Part Number

Features

Pinout

118 [3.0] MAX

1/2-14NPSM ﬂ

[.:46 [21.5]

2.984 [25.0]
.945 [24.0]

Typical panel cutout is 21 mm

.098 [2.5] MAX I-—

8.984 [25.0]

.945 [24.0]

Typical panel cutout is 21 mm

FK 8-*/14.5

FS 8-*/14.5

8x24 AWG, 105 °C,
mates with 8-pin
cordsets, CSA
Approved

1.WH
2.BN
3.GN
4.YE
5.GY
6.PK
7.BU
8.RD

FK 8.6-*/14.5

FS 8.6-*/14.5

6x24 AWG,

105 °C, mates with
8-pin cordsets, CSA
Approved

1.WH
2.GN
3.YE
4.GY
5.BN
6.N/C
7.BU
8.N/C

FK 10-*/14.5

FS 10-*/14.5

10x24 AWG, 105 °C,
mates with 10-pin
cordsets

1.WH
2.BN
3.GN
4.YE
5.GY
6.PK
7.BU
8.RD
9.0G
10.TN

FK 12-*/14.5

FS 12-*/14.5

12x24 AWG, 105 °C,
mates with 12-pin
cordsets

1.WH
2.BN
3.GN
4.YE
5.GY
6. PK
7.BU
8.RD
9.0G
10.TN
11.BK
12.VT

* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

(20U][F(0)

Ifesic

* 250V,4A oW @
Housing Style Female Part Number Male Part Number Features Pinout
2x22 AWG, 1.N/C
105 °C, 2.N
FK 4.2-*/14.5/NPT FS 4.2-*/14.5/NPT 05 °C, mates /C Female
with 2-pin 3.BN 4
cordsets 4.BU
.984 [25.0] 3 .
2x22 AWG, 1.BN
945 [24.0] 1 o 2.N
FK 4.22-%/14.5/NPT FS 4.22-*/14.5/NPT 05°C, mates N/
. . with 2-pin 3.BU 2
Typical panel cutout is 22.5 mm
cordsets 4.N/C
4x22 AWG, 1.BN
105 °C, mat 2.WH
FK 4.4-*/14.5/NPT FS 4.4-%/14.5/NPT 0> - Mates Male
with 4-pin 3.BU 4
cordsets 4.BK
©.984 [25.0]
1 3
4x18 AWG, 1.BN
5 (240 105 °C, mates 2.WH
FK 4.4-*/14.5/NPT/S613 | FS 4.4-*/14.5/NPT/S613 | .~ ’ 2
Typical panel cutout is 22.5 mm with 4-pin 3.BU
cordsets 4.BK
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

Housing Style Female Part Number .= Male Part Number Features Pinout
Female
4 5
3 1
1.BN
5x22 AWG, 105 °C, 2.WH 2
FK 4.5-*/14.5/NPT FS 4.5-*/14.5/NPT 250V, 4 A, mates 3.BU
with 5-pin cordsets | 4.BK Male
5.GY 5 4
2.984 [25.0] 1 3
945 [24.0)
2
Typical panel cutout is 22.5 mm
Female
5
4 6
3 1
6x22 AWG, 105 °C, 5
FK 4.6-*/14.5/NPT FS 4.6-*/14.5/NPT 250V, 4 A, mates
. . Male
with 6-pin cordsets
5
6 4
1
3
1.BN
2.WH
3.BU 2
4.BK
5 GY Female
6.PK 5 6
0.984 [25.0)
4
.945 [24.0] 1
6x24 AWG, 105 °C, 3 5
i i 60 VAC/75 VDC,
Typical panel cutout is 22.5 mm FK 6-%/14.5/NPT FS 6-*/14.5/NPT /75 VE
2 A, mates with
' Male
6-pin cordsets
6 5
4
1 2 é;é g
2 3
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 60VAC/75VDC,2A

(20U][F(0)

Ifesic

Housing Style Female Part Number .= Male Part Number Features Pinout
1.WH
2.BN Female
8x24 AWG, 105°C, | 3.GN 5 6
mates with 8-pin 4.YE 7
FK 8-*/14.5/NPT FS 8-*/14.5/NPT
/ / / / cordsets, CSA 5.GY 1
Approved 6.PK 4
7.BU 3 8
: 2
8.RD
1.WH
2. GN Male
6x24 AWG, 105°C, | 3.YE 6 5
0984 [250] mates with 8-pin 4.GY 7
FK 8.6-*/14.5/NPT FS 8.6-*/14.5/NPT
8.6-%/14.5/ 8.6-%/14.5/ cordsets, CSA 5.BN 1
945 [24.0] Approved 6.N/C 4
7.BU 8 3
Typical panel cutout is 22.5 mm : 2
8.N/C
Female
’ 8
1.WH 56
2.BN 9
3.GN 4 1
4.YE 3 10
10x24 AWG, 105 °C, 5 GY 2
FK 10-*/14.5/NPT FS 10-*/14.5/NPT mates with 10-pin 6. PK
dset )
cordsets 7 BU Male ,
8.RD 8 6
9.0G 9 5
10.TN
! 4
10
5 3
Female
1. WH 6 a
0.984 [25.0] 2.BN 5 12
3.GN " 9
945 [24.0] 4.YE 4 1
5.GY 3 10
Typical panel cutout is 22.5 mm 12x24 AWG, 105 °C, 6. PK 2
FK 12-*/14.5/NPT FS 12-*/14.5/NPT mates with 12-pin 7' BU
cordsets 8.RD Male
9.0G 8 7 s
12
10.TN . 5
11.BK ; 1
12.VT 4
10
y 3

* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity

* NEMA1,

3,4,6P

* [ECIP68 Protection

Housing Style Female Part Number .= Male Part Number Features Pinout
Female
4
1.BN
422AWG,105°C, | 2
FK 4.4-*/M20 FS 4.4-*/M20 250V, 4 A, mates 3' BU
ith 4-pi : Male
985 [25.0] with 4-pin cordsets
Mzon.s—[l - D 4.BK 4
h:.nzxi ©1.134 [28.8] ;
3
i S I
0-RING 1.000 [25.4]
2
Typical panel cutout is 20.4 mm
Female
4 5
3 1
1.BN
5x22 AWG, 105 °C, 2.WH 2
FK 4.5-*/M20 FS 4.5-*/M20 250V, 4 A, mates 3.BU
with 5-pin cordsets | 4. BK Male
5.GY 5 4
2
Mzon.s:ﬂ I‘ 787 [20.0] Female
4 g 5 6
M12x1 ( #1.063 [27.0]
to Rc_f 946 [24.0] 1.BN 4 1
—RIN B X
6x24 AWG, 105 °C, 2.WH 3 5
i i 60 VAC/75 VDC, 3.BU
Typical panel cutout is 20.4 mm FK 6-*/M20 FS 6-*/M20 / :
2 A, mates with 4, BK
' Male
6-pin cordsets 5.GY 6
6. PK /@5
4
1
2 3
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity (2F(T)
&St

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 60VAC/75VDC,2A

Housing Style Female Part Number .= Male Part Number Features Pinout
1.WH
2.BN Female
8x24 AWG, 105°C, | 3.GN 5 6
mates with 8-pin 4.YE 7
_% _%
FK8-%/M20 FS 8-*/M20 cordsets, CSA 5.GY 1
Approved 6.PK 4 s
3
7.BU 2
8.RD
1.WH
20x1.5 =985 [25.0]
vt 3 D N, | 2.GN Male
hwzn N )lo1.134 (28] 6x24 AWG, 105 °C, 3.YE , 6 5
t ith 8-pi 4.GY
r T FK 8.6-*/M20 FS 8.6-*/M20 mates with &-pin
A O-RING cordsets, CSA 5.BN 1
= 1.000 [25.4]
Approved 6.N/C 4
. . BU 8 3
Typical panel cutout is 20.4 mm 7. 2
8.N/C
Female
7
1. WH 6 8
2.BN 5 9
3.GN 1
4.YE ¢ 10
1024 AWG, 105°C, | 39
FK 10-*/M20 FS 10-*/M20 mates with 10-pin '
6. PK
cordsets Male
7.BU 7
8
8.RD 6
9.0G ) 5
10.TN ]
4
10
5 3
Female
f 1.WH 7 a
91.063 [27.0] 2.BN 6 12
| 3.GN ° 9
946 [24.0] 4.YE " 1
4
o 5.GY 3 10
Typical panel cutout is 20.4 mm 12x24 AWG, 105°C, | o 2
FK 12-*/M20 FS 12-*/M20 mates with 12-pin 7’ BU
cordsets 8. RD Male
. . ,
9.0G 12 6
10.TN 9 5
11.BK 1 "
12.VT 10 4
, 3
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
4,5, 6,8,10 and 12-Wire Receptacles, Front Mount, PG 16 Threads
* NEMA 1, 3, 4, 6P
* IECIP68 Protection @
Connector Style Male Part Number Features Pinout
4
4x22 AWG, 105°C, 250V, 4 A, ; SVNH
FS 4.4-*/PG16 mates with 4-pin cordset, CSA 3' BU 1 3
Approved 4' BK
2
1.BN 5 4
5x22 AWG, 105 °C, 250V, 4 A, 2.WH
FS 4.5-*/PG16 mates with 5-pin cordset, CSA | 3.BU ! 3
Approved 4.BK
5.GY )
1.BN 6 5
2.WH
6x24 AWG, 105 °C, 60 VAC/75 3.BU
FS 6-*/PG16 VDC, 2 A, mates with 6-pin 4' BK 4
cordset, CSA Approved 5' iy !
: 3
6.PK 2
1.WH
2.BN
3.GN
ES./PG16 8x24 AWG, 105°C,60VAC/75 | " 0
FS 8-*/PG16 VDG, 2 A, mates with 8-pin 5' Gy
cordset, CSA Approved 6. PK
. 6
#1.134 [28.8] 7.BU 7 5
8.RD
1.000 [25.4] 1.WH 1 4
8
Typical panel cutout is 22.5 mm ; s:;l 2 3
6x24 AWG, 105 °C, 60 VAC/75 4' Gy
FS 8.6-*/PG16 VDC, 2 A, mates with 8-pin 5' BN
cordset, CSA Approved 6. N/C
7.BU
8.N/C
1. WH
2.BN
3.GN 8 7
4.YE 6
10x24 AWG, 105 °C, 60 VAC/75 5.GY 9 5
FS 10-*/PG16 VDC, 2 A, mates with 10-pin 6' PK
cordset 7' BU ! i’ 4
: 3
8.RD 2
9.0G
10.TN
1.WH 7.BU . >
2.BN 8.RD
12x24 AWG, 105 °C,60VAC/75 | "\ o7 ;2 5
" ) . . .

FS 12-*/PG16 \C/‘I;)rfj,sitA, mates with 12-pin 4YE  10.TN , 411
5.GY 11.BK CEEAYE
6.PK 12.VT
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

(20U][F(0)

Ifesic

Housing Style

Male Part Number

Features

0.984 [25.0]

945 [24.0]

Typical panel cutout is 20.4 mm

FS 4.4-*/PG13.5

4x22 AWG, 105 °C, 250V, 4 A, mates with
4-pin cordsets, PG 13.5 Threads, CSA
Approved

1.BN
2.WH
3.BU
4.BK

FS 4.5-*/PG13.5

5x22 AWG, 105 °C, 250 V, 4 A, mates with
5-pin cordsets, PG 13.5 Threads, CSA
Approved

1.BN
2.WH
3.BU
4.BK
5.GY

FS 6-*/PG13.5

6x22 AWG, 105 °C, 60 VAC/75 VDC, 2 A,
mates with 4-pin cordsets, PG 13.5 Threads,
CSA Approved

1.BN
2.WH
3.BU
4.BK
5.GY
6. PK

FS 8-*/PG13.5

8x22 AWG, 105 °C, 60 VAC/75VDC, 2 A,
mates with 4-pin cordsets, PG 13.5 Threads,
CSA Approved

1.WH
2.BN
3.GN
4.YE
5.GY
6.PK
7.BU
8.RD

FS 10-*/PG13.5

10x22 AWG, 105 °C, 60 VAC/75 VDC, 2 A,
mates with 4-pin cordsets, PG 13.5 Threads

1.WH
2.BN
3.GN
4.YE
5.GY
6.PK
7.BU
8.RD
9.0G
10.TN

FS 12-*/PG13.5

12x22 AWG, 105 °C, 60 VAC/75 VDC, 2 A,
mates with 4-pin cordsets, PG 13.5 Threads

1.WH
2.BN
3.GN
4.YE
5.GY
6.PK
7.BU
8.RD
9.0G
10.TN
11.BK
12.VT
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TWIRCK

* NEMA 1, 3,4,6P
* [ECIP68 Protection

W @&
Housing Style Female Part Number Features Pinout
4
1.BN
FKM 4.4-* 4x2.2 AWG, 105 °C, 250V, 4 A, mates with 2.WH 3 1
4-pin cordsets 3.BU
4.BK
2
1.BN
2.WH
5x22 AWG, 105°C, 250V, 4 A, mat ith
FKM4.5-* SX in cordsets e 3.8 4 5
P 4.BK
5.GY 3 1
. 1.BN
4x22 AWG, Drain, 105 °C, 250V, 4 A, > WH
5.1 mm OD, mates with 5-pin cordsets, ’ 2
FKM 4.5-*/S .B
5-+/5653 4 conductors PVC foil Shielded with Drain i BE
Wire to pin 5 )
retopin 5. Drain
1.BN 5
©.709 [18.0] 4
2.WH 6
.669 [17.0] EKM 4.6-* 6x2.2 AWG, 105 °C, 250V, 2 A, mates with 3.BU 3 1
6-pin cordsets 4.BK
Typical panel cutout is 15.2 mm 5.GY
6. PK 2
1.BN
6
2.WH s
24 AWG, 105 °C, 60 VAC/75VDC, 2 A, .
FKM 6-* 6X ‘G 054 C, 60 VAC/75 VDC 3.BU .
mates with 6-pin cordsets 4.BK 1
5.GY K )
6. PK
1.WH
2.BN 6
3.GN 5 .
EKM 8-+ 8x24 AWG, 105. C, 60 VAC/75VDC, 2 A, 4.YE .
mates with 8-pin cordsets 5.GY 4
6. PK 3 8
7.BU 2
8.RD
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 250V, 4A

(20U][F(0)

Ifesic

® &

Housing Style Female Part Number .= Male Part Number Features Pinout
138 [3.5] MAX Female
1/4-18NPT _'I“ " 846 [21.5] 4
s :
A 1D M12xl ¢.709 [18.0] 3 1
0—RING ‘I .669 [17.0]
2
Typical panel cutout is 14.3 mm 105 °C, Solder Cup, mates
FK 4.4/18.25 FS 4.4/18.25 with 4-pin cordsets,
1/4-18 NPT Threads
138 [3.5] MAX Male
4
1/4-18NPT
:}_-l ' -
Q\\\\}\\\‘ ©.709 [18.0] 1 3
Fog
.669 [17.0]
2
Typical panel cutout is 14.3 mm

* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass “FS..”; “FSV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 250V, 4A

® &

Housing Style Female Part Number .= Male Part Number Features Pinout
Female
4
3 1
G 9 _]_—l D788 [20.0]
= 105 °C, Solder Cup, mates 2
M12x1 ’ 9.709 [18.0] FK4.4 FS4.4 with 4-pin cordsets, PG
T _f__l - 9 Threads Male
O-RING .669 [17.0] 4
Typical panel cutout is 15.2 mm : @ 5
2
Female
4 5
3 1
.747 [19.0]
PG 9IL'| "
105 °C, Solder Cup, mates 2
0.709 [18.0] FK 4.5 FS 4.5 with 5-pin cordsets, PG
559 [17.0] 9 Threads Male
. . 5 4
Typical panel cutout is 15.2 mm 1 @ 3
2
Male
4
105 °C, Solder Cup, mates
098 [2.5] MAX FS4.4/14.5 with 4-pin cordsets, 1 3
1/2—14NPSM _L_—l r_ " 787 [20.0] 1/2-14 NPSM Threads
0 2
9.984 [25.0]
Male
945 [24.0] 5 4
105 °C, Solder Cup, mates
Typical panel cutout is 21 mm FS 4.5/14.5 with 5-pin cordsets, 1 3
1/2-14 NPSM Threads
2
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M12 eurofast® Connectivity (2F(T)
&St

* NEMA 1, 3, 4, 6P

« IECIP68 Protection “W’f ;7
* 250V, 4A (4 &5 pole) | @ &
* 60 VAC/75VDC, 2 A (6 pole) el (]
Housing Style Female Part Number .= Male Part Number Features Pinout
Female

W
IS
N

1.BN
4x22 AWG, 105 °C, 2 WH
FKD 4.4-* FSD 4.4-* mates with 4-pin ’
3.BU Mal
cordsets ale
4.BK 4
2
Typical panel cutout is 15.2 mm
Female
1.BN 4
5%x22 AWG, 105°C, | 2.WH S
FKD 4.5-* FSD 4.5-* mates with 5-pin 3.BU
cordsets 4.BK 3 !
5.GY
2

4x22 AWG, Drain,
105°C,5.1mmOD, |1.BN
mates with 5-pin 2. WH
FKD 4.5-*/S653 FSD 4.5-*/S653 cordsets, 4 3.BU
Conductors PVC 4.BK
foil Shielded with 5.Drain
Drain Wire to pin 5

Male

w
N
IS
w

*32130U Joud INOYHM SUOIIRIS}E [BDIUL IS} 3 ew 03 YL Y} SAISSI SN

Female
““\W N 5 6
= 0.709 [18.0]
=l i
.669 [17.0] 1.BN 4 1
2. WH
Typical panel cutout is 15.2 mm 6x24 AWG, 105 °C, 3.BU 3 2
ypicalp : FKD 6-* FSD 6-* mates with 6-pin | '
dset ’ Male
cordsets 5 GY ]
6.PK /@j
4
1
2 3
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FSD..”; “FSDV..” indicates 316 stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 60VAC/75VDC,2A

! _4

th_!

»

Receptacles

Housing Style Female Part Number .= Male Part Number Features Pinout
Female
5 6
7
1.WH .
2.BN 4
8x24 AWG, 105°C, | 3.GN 3 8
ith 8-pi 4. YE
FKD 8-* FSD 8- ma;es ‘t""t h Sip'” . oy
cordsets, . Male
Approved 6.PK 6
7.BU - 5
©.709 [18.0] 8.RD
! 4
669 [17.0]
8 3
2
Typical panel cutout is 15.2 mm
Female
’ 8
1.WH 6
2.BN ° 9
3.GN 2 1
4.YE 10
10x24 AWG, 105°C, | 3
FKD 10-* FSD 10-* mates with 10-pin 6. PK
dset ’ Male
cordsets 7 BU ]
8
8.RD 6
9.0G 9 5
10.TN
! 4
10
P 3
Female
1.WH 7 8
2.BN s 6 12
3.GN " 9
4.YE 4 1
5.GY 10
1224 AWG, 105°C, | > 32
Typical panel cutout is 15.2 mm FKD 12-* FSD 12-* mates with 12-pin 7. o
dset ’
cordsets 8.RD Male
8 7
9.0G 12 6
10.TN 9 5
11.BK 1 1"
12.VT 4
10
y 3
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FSD.."; “FSDV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717” to the end of the part number.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

(20U][F(0)

Ifesic
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* 250V,4A (4 &5 pole) W @&
®* 60 VAC/75VDC, 2A (6 pole)
Housing Style Female Part Number = Male Part Number Features Pinout
Female
4x22 AWG, 105 °C, ; SVNH +
FKFD 4.4-* FSFD 4.4-* mates with 4-pin 3' BU
. 3 1
cordsets 4.BK
2
(18.0] Male
709 [18.0
1.GY1
18 [""°§G“§Xj[‘||“ 4x18 AWG, 105°C, | - 4
FKFD 4.4-*/S621 FSFD 4.4-*/5621 mates with 4-pin 3' a3
i;)d 0.787 [20.0] cordsets 4: G4 ! 3
0-RING .748 [19.0] )
Typical panel cutout is 15.3 x 14 mm 1.BN
5x22 AWG, 105°C, | 2.WH Female
FKFD 4.5-* FSFD 4.5-* mates with 5-pin 3.BU 4 5
cordsets 4.BK
5.GY 3 1
2
4x22 AWG, Drain,
105°C, 5.1 mm 1.BN
OD, mateswith | 2.WH Male
FKFD 4.5-%*/S653 FSFD 4.5-*/S653 5-pin cordsets, 4 3.BU 5 4
Conductors PVC 4.BK
Foil Shielded with | 5.Drain | ' 3
Drain Wire to pin 5
2
846 [21.5]
118 [3.0;Gw;x_:h - " Female
w\‘ﬂ” . ' 5 6
IE l\\\\m' M12x1 0.787 [20.0]
Rl )
» J "
.748 [19.0] 1.BN 1
2.WH
Typical panel cutout is 15.3 x 14 6x24 AWG,105°C, | 4 g, 32
ypicalpanel cutoutis 15.3 x 14 mm FKFD 6-* FSFD 6-* mates with 6-pin | "
dset: ’ Male
cordsets 5. GY .
6. PK /@\5
4
1
2 3
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FSFD..”; “FSFDV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 60 VVAC/75VDC,2A

Housing Style Female Part Number = Male Part Number Features Pinout
Female
6
8x24 AWG, 105 °C, 5 7
FKED 8-* ESFD 8-* mates with 8-pin 1.WH
cordsets, CSA 2.BN 4 1
Approved 3.GN 3 8
4.YE 2
709 [18.0] 3. GY Male
.18 [3.0] MAx:hl—— 6. PK 6
PG
$ 780 |, 5
8x26 AWG, 105 °C, 8.RD
M12x1 9.787 [20.0] | EKFD 8-*/S1505 FSFD 8-*/S1505 mates with 8-pin ' .
cordsets 4
0-RING .748 [19.0] 8 2 3
Typical panel cutout is 15.3 x 14 mm
Female
7
1.WH 6 8
2.BN 5 9
3.GN “ 1
4.YE 10
10x24 AWG, s Gy 3,
FKFD 10-* FSFD 10-* 105 °C, mates with | "
. 6. PK I
10-pin cordsets Male
7.BU -
8.RD 8 6
9.0G 9 5
10.TN ]
4
10
5 3
846 [21.5] Female
.118 [3.0] MAX
(9 g_:h ~ 1.WH ; .
2.BN 6 12
M12x1 787 [20.0] 3.GN 5 s
T J d ave | :
.748 [19.0] 5.GY 4 1o
12x24 AWG, 6 PK 32
Typical panel cutout is 15.3 x 14 mm FKFD 12-* FSFD 12-* 105 °C, mates with 7' BU
12-pi dset ’
pin cordsets 8.RD Male ,
9.06 | ,° 6
10.TN | 4 5
11.BK 1 "
12.VT 10 4
y 3
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FSFD..”; “FSFDV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity

(BT
IfEsc

* NEMA 1, 3,4,6P

* |[EC IP68 Protection

®* 250V, 4 A (4 &5 pole)

* 60 VAC/75VDC, 2 A (6 pole)

Housing Style Female Part Number .= Male Part Number Features Pinout
Female
4
Accepts 18 AWG max 2
FKFDL 4.4 FSFDL 4.4 Leads, 105 °C, mates with
.118 [3.0] MAX 709 118.0] 4-pin cordsets Male
PG 9—‘ r_ 4
=20 s 0 T 0.787 [20.0] 1 3
’ IH — =7
.748 [19.0
177 [4,5]‘I L— O-RING 48 [100) 2
Typical panel cutout is 15.3 x 14 mm Female
4 5
Accepts 18 AWG max 2
FKFDL 4.5 FSFDL 4.5 Leads, 105 °C, mates with
5-pin cordsets Male
5 4
2
846 [21.5
118 [3.0] MAX l._ [215) Female
PG 9 5 6
0.787 [20.0]
4 1
177 [45] .748 [19.0]
‘ ’ Accepts 22 AWG max 3 2
Typical panel cutout is 15.3 x 14 mm FKFDL 6 FSFDL 6 Leads, 105 °C, mates with
6-pin cordsets Male
6 5
4
1 2 g g
2 3

Standard housing material is nickel plated brass “FSFDL..”; “FSFDLV..” indicates stainless steel.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
¢ IECIP68 Protection
®* 60VAC/75VDC,2A
Housing Style Female Part Number .= Male Part Number Features Pinout
118 [3.0] Mqu.”__ 709 [18] Female
PG 9
R 5 ° ,
%— -Hm12x1 0.787 [20.0]
1 1
! ‘
77 [4,5]‘| L— 0-RING 748 [19.0] 3 , 8
Typical panel cutout is 15.3 x 14 mm
Accepts 22 AWG Max
FKFDL 8 FSFDL 8 Leads, 105 °C, Mates with

8-pin Cordsets

.846 [21.5] Male
118 [3.0] MAX
PG 9 r_ " 6 5
7
)]e.787 [20.0]
1
4
177 [4.5] 748 [190] 8 2 3
Typical panel cutout is 15.3 x 14 mm
Standard housing material is nickel plated brass “FSFDL..”; “FSFDLV..” indicates stainless steel.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P

* |[EC IP68 Protection

®* 250V, 4 A (4 &5 pole)

* 60 VAC/75VDC (6 & 8 pole)

(20U][F(0)

Ifesic

Housing Style Female Part Number .= Male Part Number Features Pinout
Female
4
o T 2
FKED 4.4 FSFD 4.4 105 °C, mates with 4-pin
cordsets Male
4
. : 1 3
118 [3.0] MAxth 709 [18.0] @
PG 9 r_
2.031 [0.8] u'm
1 I 2 2
'f I=' M12x1 0.787 [20.0]
J '.‘ 7 J Female
494 [12.5 4 5
.374[[9'5} t: O-RING .748 [19.0]
3 1
Typical panel cutout is 15.3 x 14 mm
o e 2
FKED 4.5 FSFD 4.5 105 °C, mates with 5-pin
cordsets Male
5 4
2
Female
5 6
4
gi ; 1
0 I 3002
FKFD 6 FSED 6 105 °C, mates with 6-pin
cordsets Male
6 5
.846 [21.5
118 [3.0] MAX I—- " (21:5) 1/@\4
©.031 [0,8]1 _{ —
3
2
“‘“ M12x1 ©.787 [20.0]
J _f Female
494 [12.5
.374[[9'5} t: O-RING .748 [19.0] 5 6 .
Typical panel cutout is 15.3 x 14 mm . 1
3 8
o g 2
FKED 8 FSED 8 105 °C, mates with 8-pin
cordsets Male
6
5
7 E% §
1
4
8 3
2

Standard housing material is nickel plated brass “FSFD..”; “FSFDV..” indicates stainless steel.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
* IECIP68 Protection
* 250V, 4A
Housing Style Female Part Number .= Male Part Number Features Pinout
.709 [18.0
118 [3.0] MA):q-‘ E (18] Male
PG 9 r_ 4
ti) = Nickel plated brass
L ) P '
{ .787 [20.0 o ith 4-pi
0,031 [048]_}_ ! M12x1 'l [20.0] FSFDK 4.4 105 °C, mates with 4-pin 1 3
J O T : cordsets, short pins
327 [8.3] l:: 748 [19.0]
165 [4.2] O-RING 2
Typical panel cutout is 15.3 x 14 mm
Female
4 5
(50) .846 [21.5] 3 1
.18 [3.0] MAX
PG 9 r_
H f Nickel plated brass, 2
==nis 0.846 [21.5] FKFDK 4.5 FSFDK 4.5 105 °C, mates with 5-pin
J (D J cordsets, short pins Male
161 [4.1] H _ 4
165 [4.2] O-RING .748 [19.0] 5
Typical panel cutout is 15.3 x 14 mm ! 3
2
Standard housing material is nickel plated brass “FSFDK..”; “FSFDKV..” indicates stainless steel.
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M12 eurofast® Connectivity

* Male Receptacles

* NEMA 1, 3, 4, 6P

* IECIP68 Protection

® 250V, 4 A (4 &5 pole)

®* 60 VAC/75VDC, 2 A (6 &8 pole)

(20U][F(0)

Ifesic

Housing Style Male Part Number Features Pinout
Male
4
WES 4.4-PCB 105 °C, mates with 4-pin cordsets, nickel 1 @ ,
plated brass housing material
2
Male
5 4
WES 4.5-PCB 105 °C, mates with 5-pin cordsets, nickel 1 s
plated brass housing material
1.410 [35 8] .640 [16.3]
463 [11.8] .‘_{‘-‘ ’: 320 [8.1]
2
> Y
565 [143] = m\m\\ (e T ecs op
[ o Male
Chyr il B ‘
199 [5.1] 104 [2.6] 200 [5.1] . ) . ) >
1200 [5.1] WES 6-PCB 105 °C, mates W|th 6-pin cordsets, nickel
plated brass housing material 4
1
2 3
Male
6
) . . 7 °
WES 8-PCB 105 °C, mates W|th 8-pin cordsets, nickel
plated brass housing material 1
4
8 3
2
WFS PCB Layout
9.073 [21.9] —\© .600 [15.2]
— 1,801
2.051 [#1.3] 5¢ i 162 1+.6) [45.8] 0.219 [5.6]
soo [15.2] .236 [6.0] e
300 }
8.197 ¢5 0] I———® 5000 §3838
——% °°%° o 2993
.200 [5.1] r* }
,051 [1.3]
.546 [13.9] TYP.
.236 [6.0] TYP.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
* NEMA1,3,4,6P
¢ IECIP 67 Protection
®* 250V, 4 A (5 pole)
®* 60 VAC/75VDC (6 & 8 pole)
Housing Style Female Part Number .= Male Part Number Features Pinout
Female
4 5
105 °C, mates with 5-pin 2
WFKD 4.5-PCBH WFSD 4.5-PCBH cordsets, nickel plated
709 [18.0] = 2.846 [21.5] brass housing material Male
461 [11.7]--L D . 5 4
155 [3.9] M12x1 ¢ () ).748 [19.0]
rr PG9 THREAD A ! 3
025 [0.6] 5x Ewcmm
SQUARE PIN 504 [12.8]
454 [11.5]
2
Typical panel cutout is 15.3 x 14 mm
Female
5 6
4
g ; ; 1
105 °C, mates with 6-pin 3 2
WFKD 6-PCBH WFSD 6-PCBH cordsets, nickel plated
brass housing material Male
6 5
4
1 2 é;é g
2 3
846 [21.5] = Female
461 [11.7) 6
155 [3.9]-J 1 ) 7
T 1
ek s
3 8
105 °C, mates with 8-pin 2
Typical panel cutout is 15.3 x 14 mm WFKD 8-PCBH WFSD 8-PCBH cordsets, nickel plated
brass housing material Male
6
@ 5
7
1
4
8 3
2
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP 67 Protection
* 60 VVAC/75VDC,2A

(BT
IfEsc

Housing Style Female Part Number .= Male Part Number Features Pinout
Female
7
6 8
> 9
709 [15.0]-| 9.846 [21.5] 1
461 [11.7] D =\ 105° . 4
1 05 °C, mates with 3 10
155 [3.9] M12x1 ).748 [19.0] 10-pin cordsets, nickel 2
L S~ WFKD 10-PCBH WFSD 10-PCBH Iatped brass ho,usin
025 [0.6] 5x LocknT 0 P : 9 Male
SQUARE PIN .504 [12.8] material 7
454 [11.5] 8 6
Typical panel cutout is 15.3 x 14 mm 9 5
! 4
10
5 3
Female
7, 8
6 12
g 9
846 [21.5] = 9.846 [21.5] 1 )
‘o [”‘7]_}_ D o\ 105 °C, mates with 4
155 [3.9] M12x1 <> ).748 [19.0] e ! 3, 10
b o1 WFKD 12-PCBH WESD 12-PCBH 12-pin cordsets nickel
T PGY THREAD plated brass housing
025 [0.6] 5x LOCKNUT Male
SQUARE PIN 1504 [12.8] material
.454 [11.5] 8 7
12 6
Typical panel cutout is 15.3 x 14 mm 9 5
. 411
10
y 3
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
* IECIP68 Protection
* 250V, 4A
Housing Style Female Part Number .= Male Part Number Features Pinout
Female
—— 894 [22.7] 4 S
—— p=—1.120 [28.4]
3 1
2.809 [20.5]
105 °C, mates with 5-pin 2
]_*l fe—M12x1 X . FK 4.5-PCB FS 4.5-PCB cordsets, nickel plated
697 [17.7] —.l : -1 \ | brass housing material Male
L H 314 [8.0] a5 5 4
=%=T Right Angle
Connector Orientation
1 3
— .894 [22.7] 2
—— =—1.120 [28.4]
Female
2.809 [20.5] 4
|
3 1
945 [240] _ (= 105 °C, mates with 4-pin
Fq 314 [8.0] ] cordsets, separate 2
L —rrr— T Connght Angle ion FKFDH 4.4 FSFDH 4.4 housing and contact
carrier, nickel plated Male
brass housing material 4
709 [18.0] 1 3
11 . A
8 [3 l:'l;IGMg)q-‘ I——
B 2
ji
2.031 [0.8] Female
472 [12,o]——l
4 5
Typical panel cutout is 15.3 x 14 mm
3 1
105 °C, mates with 5-pin
cordsets, separate 2
118 [3.0] MAx’_.h l— 846 [21.9] FKFDH 4.5 FSFDH 4.5 housing and contact
P
¢ o | 4 _ carrier, nickel plated Male
}_ I i M12x1 .787 [20.0] brass housing material 5 4
Ll
0.031 [0.8] S _f
472 [12,0]——I L‘&O-RING 748 [19.0] 1 @ 3
Typical panel cutout is 15.3 x 14 mm 5
FKFDH - Detail FSFDH - Detail
067 [1.7] .087 [2.2] - 067 [1.7] 087 [2.2]
079 [2.0] _a‘J 098 [2.5] —= 079 [2.0] " r 098 [2.5] *‘
.020 [0.5] j_

www.turck.com

.020 [0.5] j_

DETAIL B
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DETAIL_A
SCALE 1=5
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection

(20U][F(0)

Ifesic

* 250V, 4A
Housing Style Female Part Number .= Male Part Number Features Pinout
Female
4
.374 [9.5] 3 1
768 [19.5] 079 [2.0) -_.I-l_- Dsm f1el 105 °C, mates with 4-pin
r cordsets, separate
-610 [15.5] 122 [3.1 M12x1 housing and contact 2
B WFKFDH 4.4 WFSFDH 4.4 e ?ight anale
' ' Male
083 [1~6]—r T e & X, nickel plated brass
139 [3.54] 276 [7.0] 118 [3.0] wax. P 4
.356 [9.0] housing material
Typical panel cutoutis 12 mm 1 3
2
Female
4 5
3 1
753'3[7149.[53'5] 076 (20) __I__ 630 [16.0] 105 °C, mates with 5-pin @
7 D cordsets, separate
. x housing and contact 2
610 [155] 079 (2] uize WFKFDH 4.5 WFSFDH 4.5 using
-7 carrier, right angle, Male
. . 079 [2.0] MIN. .
3s (350 _3::1[1[;;]0d __L|.___“§ [[3_0]] M. nlckell plated b'rass 5 4
housing material
Typical panel cutoutis 12 mm 1 3
2
.374 [9.5]
768 [19.5] 079 [2~0]—_-T|-— 610 [15.5] 105 °C, mates with 5-pin Female
" [} cordsets, separate 4 S
610 [15.5] 122 [3.1] M12x1 housing and contact
‘_t — FKFDHOW 4.5 using 5 .
J— 7o 12.0] i carrier, reverse key,
063 [1.6] 118 [3,6 MAX ickel plated b
3 5 ) 276 [7.0] [3.0] nickel plated brass
-356 [9.0] housing material 2
Typical panel cutout is 12 mm
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 250V, 4A

Housing Style Female Part Number = Male Part Number Features Pinout
1.BN
4x22, 1x20 AWG, 2 WH
105 °C, mates with | _°
FKW 4.5-* FSW 4.5-* T MatesWit 3 gy
5-pin Reverse Key 4 BK
Cordset 5. GN/YE
Female
4 5
3 1
4x22 AWG, Drain
105°C, 5.1 oD, 2
mates withr:j‘min 1.BN
Reverse Ke i 2. WH
FKW 4.5-%/S653 FSW 4.5-*/S653 y 3.BU
Typical panel cutout is 15.2 mm Cordset, 4.BK
4 Conductors PVC 5' Drain
Foil Shielded with '
Drain Wire to pin 5
9.984 [25.0]
.945 [24.0]
Typical panel cutout is 21 mm 4x22, 120 AWG
105 °C, mat ith
FKW 4.5-%/14.5 FSW 4.5-+/14.5 o mateswi
5-pin Reverse Key
098 [2.5] MAX Cordset
1/2-14NPSM "I_-I 787 [20.0]
e [
::‘ I Male
= it M12x1 2.984 [25.0]
" _f 1.BN 5 4
2. WH
1945 [24.0)
0-RING 3.BU 1 3
. . 4.BK
Typical panel cutout is 21 mm 5. GN/YE
2
4x22, 1x20 AWG
_ 1.092 [27.7] 105 ° ith
Ve " FKW 4.5%/14.5/NPT | FSW 4.5-%/14.5/NpT | |0 Mateswit
_{ 5-pin Reverse Key
M12x1 9.984 [25.0] Cordset
= J
r 945 [24.0]
Typical panel cutout is 22.5 mm
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FSW..”; “FSWV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 250V, 4A

(20U][F(0)

Ifesic

Housing Style Female Part Number = Male Part Number Features Pinout
Female
0.709 [18.0] 422, 1X20AWG, | o 4
69 [17.0] 105. C, mates with 2 WH
EKMW 4.5-* 5-pin Reverse Key 3.BU 3
. . Cordset, PG 9
Typical panel cutout is 15.2 mm threads. rotatin 4.BK
-~ 9 | s.GNE
coupling nut 2
.886 [22.5]
422 120AWG | Male
AWM PVC, 2’ WH 5
105 °C, mates with | _°
FKDW 4.5-* FSDW 4.5-*  mmateswih 13 gy |,
5-pin Reverse 4.BK
Key Cordset, PG 9 )
ey ~ordse 5. GN/YE

threads 2

Typical panel cutout is 15.2 mm

* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “FSW..”; “FSWV..” indicates stainless steel.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity TURCK
* NEMA 1, 3, 4, 6P
¢ IECIP68 Protection
* 250V, 4A
Housing Style Female Part Number = Male Part Number Features Pinout
709 [18.0]
118 [3.0] MAx‘Zh
PG 9 r_
M
M12x1 0.787 [20.0]
0-RING .748 [19.0]
) _ 5x22 AWG, Female
Typical panel cutout is 15.3 x 14.0 mm 105 °C, mates with ; 5\;‘:_' 4 5
FKFDW 4.5-% FSFDW 4.5-* >PinReverseKey |35y |, .
Cordset, leads, 4.BK
L Listed, CSA )
UL Listed, C 5. GN/YE
Approved 2
)]0.787 [20.0]
.748 [19.0]
Typical panel cutout is 15.3 x 14.0 mm
.709 [18.0]
118 [3.0] MA& [‘
PG 9 r_
'm
L A , o0
M12x1 2.787 [20.0
©.071 [I,B]—r _fx
.197 [5.0] J O_RING .748 [19.0]
Male
Typical panel cutout is 15.3 x 14.0 mm Accepts 20 AWG 5 4
Max Leads, 105 °C,
FKFDLW 4.5 FSFDLW 4.5 mates with 5-pin N/A 1 3
Reverse Key
Cordset, solder cup
.846 [21.5] 2
.118 [3.0] MAX
o) o ]‘
M12x1 ) |¢.787 [20.0]
_f J N~/
177 [4.5] L— O-RING 748 [19.0]
Typical panel cutout is 15.3 x 14.0 mm
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass.
To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity

(BT
IfEsc

* NEMA 1, 3,4,6P
* [ECIP68 Protection
* 250V, 4A

Housing Style Female Part Number = Male Part Number Features Pinout
.709 [18.0]
118 [3.0] MAx:l.”__
0.031 [0.8]_l _L
72\
M12x1 || ©.787 [20.0]
.533 [13.5] J .748 [19.0
.374 [9.5] l:: O-RING e Female
Typical panel cutout is 15.3 x 14.0 mm 4
105 °C, mates with 5-pin
FKFDW 4.5 FSFDW 4.5 Reverse Key Cordsets,
PCB pins
.846 [21.5] 2
118 [3.0] MAX_q l——
9.031 [0.8] _{ -
}'E M12x1 0.787 [20.0]
531 [13.5] ﬂ _fJ .748 [19.0
.374 [9.5) l:: O-RING (19:0]
Typical panel cutout is 15.3 x 14.0 mm
1.173 [29.8]
;j s
X A a 846 [21.5
II. il [ ]
I
I: 748 [19.0]
Male
Typical panel cutout is 15.3 x 14.0 mm
105 °C, mates with 5-pin
FKFDKW 4.5 FSFDKW 4.5 Reverse Key Cordsets,
short PCB pins
118 [3.0] MAxthl__ 2
0.787 [20.0]
2.031 [0.8]
1327 [8.3] 748 [19.0]
165 [4.2]
Typical panel cutout is 15.3 x 14.0 mm

* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass.

To specify PVC jacketed cable, add “/S717" to the end of the part number.
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M12 eurofast® Connectivity TURCK
4 and 5-Wire Receptacles, Back Panel Mount
* NEMA 1, 3,4, 6P
* IECIP68 Protection
* 250V,4A W &
Housing Style Female Part Number Features Pinout
1.BN
FKP 4.4-* 4X'|.8 AWG, 105 °C, mates with 2.WH Female
4-pin cordsets 3.BU 4
4.BK
3 1
1.GY1
4x18 AWG, 105 °C, mates with 2.GY2
* FKP 4.4-*/S621
e ! 4-pin cordsets 3.GY3 2
——I l——.840 [21.3] 4.GY4
11/16-24 ).875 [22.2] 1.BN
18 AWG, 105 °C ith 2. WH
SEALING GASKET LOCKNUT 0.970 [24.6] FKP 4.5-* 5x 8 , 105 °C, mates wit 3.BU Male
TRIM WASHER TRUST WASHER 5-pin cordsets 4 BK 4 5
5.GY
reyr | ° !
2.GY2
5x18 AWG, 105 °C, mat ith
FKP 4.5-+/5621 NI 3.GY3 2
P 4.GY4
5.GY5
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard material is nickel plated brass.
To specify PVC jacketed cable, add “/S717” to the end of the part number.
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M12 eurofast® Connectivity

(BT
IfEsc

4, 5, 6 and 8-Pin Feed-Thru Receptacles

* Female to Male Receptacles
* NEMA 1, 3, 4, 6P
* IECIP68 Protection

Y.

®

8
Housing Style Part Number Features Pinout
4
4-conductor, 80 °C,
FKFS 4.4/M12 150V, 4 A, mates 3
with 4-pin cordsets 4
4
5-conductor, 80 °C,
FKFS 4.5/M12 150V, 4 A, mates 3
with 5-pin cordsets
1
2
3
4
5-conductor, 80 °C, 5
FKW FSW 4.5/M12 | o0 V-4 A mates
FKFS ..M12 with 5-pin Reverse
1877 [47.7) Key cordsets
|
687 [17.5]
°.762 [19.3] 1
LOCKNUT LN-M12
LOCKWASHER LW-M12 - L ISOLATOR 6'C0nduct0r, 80 OC, 2
FKFS 4.6/M12 36V,1.5A, mates | 3
with 6-pin cordsets g
11
6-conductor,80°C, | 2 e«— <> 5 e ® 5
—
FK FS 6/M12 36V,1.5A mates | 3 <3 . .
with 6-pin cordsets | > ¢ <6 | remoe I X " e =,
11 6 6
—
8-conductor, 80 °C, § <—<§ ° 77 °
—
FK FS 8/M12 36V, 15Amates | s (o | | - .
with 8-pin cordsets g ¢ <§ 3 8 8 3
8 8 Female 2 Mole 2
Standard housing material is nickel plated brass “FK FS..”; “FKV FSV.."” indicates stainless steel.
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M12 eurofast® Connectivity TURCK
¢ IECIP67 Protection
Housing Style Female Part Number = Male Part Number Features Pinout
PBT, Black, PG 7 cable gland, accepts Female
2’1,3,:?p.£c5);'0] 0.772 [19.6) 4-6 mm cable diameter, screw 4
i B 8141-0 BS 8141-0 terminals, accepts up to 18 AWG
—=d M12x1 B 8241-0 BS 8241-0 conductors, 85 °C, 250 V, 4 A, mates 3 1
_f with standard key 4-pin cordsets and
receptacles 9
PBT, Black, PG 9 cable gland, accepts Male
6-8 mm cable diameter, screw 4
B 8141-0/PG9 BS 8141-0/PG 9 terminals, accepts up to 18 AWG
574 B 8241-0/PG 9 BS 8241-0/PG 9 conductors, 85 °C, 250 V, 4 A, mates 1 3
"aPP with standard key 4-pin cordsets and
receptacles 2
PBT, Black, PG 9 cable gland, accepts Female
2.4:)’32”%3; .0] 0.772 [19.6] 4-8 mm cable diameter, screw 4 5
B 8151-0/PG 9 BS 8151-0/PG 9 terminals, accepts up to 18 AWG
‘ B 8251-0/PG 9 BS 8251-0/PG 9 conductors, 85 °C, 60 V, 4 A, mates 3 1
with standard key 5-pin cordsets and
receptacles 2
PBT, Black, PG 9 cable gland, accepts Male
6-8 mm cable diameter, screw 5 4
BM 8151-0/PG 9 terminals, accepts up to .1 8 AWG 1 5
conductors, metal coupling nut,
85°C,60V, 4 A, mates with standard
key 5-pin cordsets and receptacles 2
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M12 eurofast® Connectivity

* [ECIP67 Protection

(20U][F(0)

Ifesic

APPROX

.

2.402 [61.0]
APPROX

0.772 [19.6]

0.772 [19.6]

1.651 [41.9]
REF

Housing Style Female Part Number .= Male Part Number Features Pinout
Mal
PBT, Black, PG 9 cable gland accepts 6-8 ale 4
mm cable diameter, spring clamp accepts >
BS 8157-0/PG 9 up to 20 AWG conductors, 85°C, 125V, 4 . 3
A, Mates with standard key 5-pin cordsets
2.126 [54.0] 0772 [196] and receptacles, spring clamp !

PBT, Black, PG 9 cable gland accepts 6-8
mm cable diameter, screw terminals

Female

>
(&)

@

BSWS 8141-0 .

BWS 8141-0 BSWS 8241-0 accepts up to 18 AWG conductors, 85. C, Male
250V, 4 A, mates with reverse key 4-pin 5 4
cordsets and receptacles

1 3

2

Female
4 5
3 1
PBT, Black, PG 9 cable gland accepts 6-8
BWS 8151-0 BSWS 8151-0 mm cable diameter, screw terminals

- - . 2

BWS 8251-0 BSWS 8251-0 accepts up to 18 A.WG conductors, 8’.5 C, Male
60V, 4 A, mates with reverse key 5-pin 4 5
cordsets and receptacles

2
Female
6
5

7
Nylon, Black, PG 9 cable gland accepts 4 @1

B 8181-0 BS 8181-0 6-8 mm cable diameter, screw terminals 3 K 8

B 8281-0 BS 8281-0 accepts up to 18 AWG conductors, 85 °C, Male

60 VAC/75 VDC, 2 A, mates with standard
key 8-pin cordsets and receptacles

- ~
[ (o}
N
w
IS (&)

Female

Z ou
> [
~
) \ o
- o N

Nylon, Black, PG 9 cable gland accepts 4-8
mm cable diameter, solder cups accept 3
1.574 [40.0] B81121-0/PG9 BS 81121-0/PG 9 up to 24 AWG conductors, 85°C, 30V, 1A, 2
APPROX ) . Male
mates with standard key 12-pin cordsets . ;
and receptacles 12 6
M 9 5
, "
10 4
y 3
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M12 eurofast® Connectivity TURCK
¢ IECIP67 Protection
Housing Style Female Part Number Male Part Number Features Pinout
PBT, Black, PG 7 cable gland Female
2.1 3;?,:,%8;’0] 0.772 [19.6] accepts 4-6 mm cable diameter, 4
B 8141-0/LABEL BS 8141-0/LABEL screw terminals accepts up to
S M12¢1 B 8241-0/LABEL BS 8241-0/LABEL 18 AWG conductors, 85°C, 250 | 5 !
V, 4 A, mates with standard key
4-pin cordsets and receptacles,
color coded & numbered pins 2
PBT, Black, PG 9 cable gland, Male
accepts 6-8 mm cable diameter, 4
B 8141-0/PG9/LABEL BS 8141-0/PG9/LABEL screw terminals accepts up to 18
1574, B8241-0/PGO/LABEL | BS 8241-0/PGO/LABEL | //C conductors, 85°C, 250V, 4 | 4 3
A, mates with standard key 4-pin
cordsets and receptacles, color
coded & numbered pins 2
Female
2.402 [61.0
APPIl?:OX ]__.I r 0.772 [19.6] 4 5
3 1
PBT, Black, PG 9 cable gland
accepts 4-8 mm cable diameter,
B 8151-0/PG9/LABEL BS 8151-0/PG9/LABEL screw terminals accepts up to 2
B8251-0/PGO/LABEL | BS8251-0/PGO/LABEL | |5 AWG conductors,85°C, 60V,
1,65;{[;:41.9] 0.772 [19.6] 4 A, mates with standard key Male
5-pin cordsets and receptacles, 5 4
M1 2x1 color coded & numbered pins
1.574 1 3
APPROX
2
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M12 eurofast® Connectivity

* [ECIP67 Protection

(20U][F(0)

Ifesic

Housing Style Female Part Number = Male Part Number Features Pinout
Female
2.227 [56.6 4
APPI%OX ]_'If 0.770 [19.6]
e 3 |
PBT, Clear, accepts 4-6 mm cable
diameter accepts 20-26 AWG (conductor 2
diameter 1-1.6 mm), Insulation
B 8141-P7X2-0 BS 8141-P7X2-0
Avoidance, 85 °C, 10-30V, 4 A, mates
with standard key 4-pin cordsets and Male
2.441 [62.0 receptacles, 2 LEDs - Signal and Power 4
[._ APPRI;OX ]_—I 0.772 [19.6] p 9
5= - | 3
k- M12x1
2
Wiring Diagram
+V op{1+—
SIGNAL o—+{"1—¢
oVo—mo o |
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
¢ Insulation Displacement Technology
* No Conductor Stripping Required : '
* IECIP67 Protection : .. ’
Housing Style Female Part Number = Male Part Number Features Pinout
1.679 [42.65
r Rgp ] I 0.602 [15.3]
W
T Nickel Plated Brass, accepts 4-5 mm
cable diameter, IDC accepts 26 to 22
B 8146-0 BS 8146-0 AWG conductors, 85°C, 32V, 4 A, mates
with standard key 4-pin cordsets and
receptacles
1.711 [43.45
[—, RgF ]:l_( 0.602 [15.3] Female
AN} 4
¢ 5
1
2
1.921 [48.8
APPF[wX ]:l[ 2.807 [20.5]
Nickel Plated Brass, accepts 5.5-8.5 mm
cable diameter, IDC accepts up to 18
B 8346-0 BS 8346-0 AWG conductors, 85 °C, 50 V, 6 A, mates
with standard key 4-pin cordsets and
receptacles
1.551 [39.4]
l" APPROX
Male
1.437 [36.5] 4
0.579 [14.7] —=] L!—_—_ Nickel Plated Brass, accepts 4-5 mm 3
M12x1 _—I cable diameter, IDC accepts 26 to 22
B 8246-0 BS 8246-0 AWG conductors, 85 °C, 32V, 4 A, mates 2
with standard key 4-pin cordsets and
1551 [39.4] receptacles
l" APPROX |
[40.0]
9.579 [14.7]——]
M12x1
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M12 eurofast® Connectivity (2F(T)
&St

* Screw Terminals
* No Soldering Required
¢ |[ECIP67 Protection

Housing Style Female Part Number = Male Part Number Features Pinout
Female
4
2.260 [57.4] ©.770 [19.6] 3 !
APPROX. i Nickel Plated Brass, PG 9 cable gland,
' i ] .
accepts 6-8 mm cable diameter,
‘ CMB 8141-0 CMBS 8141-0 screw terminal accepts up to 18 AWG 2
CMB 8241-0 CMBS 8241-0 conductors, 85 °C, 250 V, 4 A, Metal, fully Male

shielded Mates with standard key 4-pin

4
cordsets and receptacles
1 3
1.413 [35.9
[35.9] 2

_.I APPROX H 9.770 [19.6]

L
H” 1 l{“ Female
gl B =
3 1
Nickel Plated Brass, PG 9 cable gland, @
__—f L_moa [18.0] accepts 6-8 mm cable diameter,
CMB 8151-0 CMB 8151-0 screw terminal, accepts up to 18 AWG 2
CMB 8251-0 CMB 8251-0 conductors, 85 °C, 60 V, 4 A, metal, fully Male

shielded Mates with standard key 5-pin

5 4

cordsets and receptacles @

1 3
l.z.uo [62.0] APPROX. 9.768 [19.5]
2
6
5

7
Nickel Plated Brass, PG 9 cable gland 4 @1

1.646 [41.8] accepts 6-8 mm cable diameter, 3 8

2

APPROX ©.770 [19.6]
,, screw terminal accepts up to 18 AWG
- CMB 8181-0 CMBS 8181-0 wrerm psup
”H 4 | vi2xt conductors, 85 °C, 60 V, 2 A, metal, fully Male

shielded, mates with standard key 8-pin

f 6
2126 R[g;ﬁ] cordsets and receptacles 7 5
1
4
i :I L_moa [18.0] 8 > 3
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TURCK
¢ IECIP67 Protection
i’ - m
Housing Style Female Part Number .= Male Part Number Features Pinout
2.260 [57.4]

APPROX

—_l_r ©.770 [19.6]

BMWS 8251-0/9

BMSWS 8251-0/9

Nickel Plated Brass, PG 9 cable gland,
accepts 6-8 mm cable diameter,

screw terminal, accepts up to 18 AWG
conductors, 85 °C, 60V, 4 A, metal, fully
shielded, mates with reverse key 5-pin

Nickel Plated Brass, PG 9 cable gland, Female
accepts 6-8 mm cable diameter, 4
BMWS 8151-0/9 BMSWS 8151-0/9 screw terminal, accepts up to 18 AWG
1.413 [354] conductors, 85 °C, 60V, 4 A, Metal, fully
| aperox l‘_’f”w [196] shielded, mates with reverse key 5-pin
j M12¢1 cordsets and receptacles ’
1
2.126 [54.0] _f
APPROX
’ :I I-—wos [18.0]
2440 [62.0] 2.772 [19.6]
Male

Field Wireables

cordsets and receptacles 2
2126 [54.0]
APPROX.
i :I L—wos [18.0]
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o . .
M12 eurofast® Connectivity (2F(T)

5-Pin Field Wireable Splitter f@@@

* 2into 1, Parallel, AND Function etc.
* [ECIP67 Protection

Housing Style Female Part Number Male Part Number Features Pinout
DBK(S).. Nylon, Black, Nylon coupling nut, Female
4 5
Z‘Jfép ,&gi“’l 0770 [195] Z.ccepts 2x3 mm or 2x§ mlm cable
I'{_l DBK 8151-0 DBS 8151-0 iameters, screw terminals, accepts
up to 18 AWG cond 85° 3 1
M12x1 pto conductors, 85 °C, 125
_f—f V, 4 A, splitter, accepts 2 cables and
convertsto 1 2
Nylon, nickel plated brass, couplin Mal
DBK(S)M.. Y P Ping ale
nut, accepts 4-5 mm cable 5 4
2“f§p£8i'°]—_-|f°-737 [20.0] diameters, screw terminals, accepts
DBKM 8151-0 DBSM 8151-0 up to 18 AWG, conductors, 85 °C, 1 3
125V, 4 A, splitter, accepts 2 cables
-7 and converts to 1, straight male
connector 2
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity TWUIRCK

Conduit Adapters

* Attaches to standard Crouse-Hinds 3/4” Form 8 Conduit Bodies for
transition to 5-wire Eurofast® Connectors

* Gasket and 8-32 x 1/2 Mounting Screws included

* IP67 Protection (only when all receptacles are mated or covered with plugs)

* Terminal Strips accept up to 12 AWG Wires

Housing Style Part Number Features Pinout Wiring Diagram
wn
1719 [437] <
o]
~
CA-1/FK 4.5 -
o (11037
5171 [131.3] 54 3 2 1
1,870 [47.5] J1
4 5
Nylon housing, 80 °C, 250V, 4
A, attaches to standard conduit 3 1
body for transition to 5-wire "
Eurofast connector 12345
2 L
7] n
<
1719 [437] 2.116 [53.7] Lo}
o~
k| -
CA-2/FK 4.5
7] ['e]
4.350 [110.5] <
5171 [131.3] %
1.870 [47.5] l// o~
54321
J1
Standard receptacle housing material is nickel plated brass “CA-1(2)/FK 4.5"; “CA-1(2)/FKV 4.5” indicates stainless steel.
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M12 eurofast® Connectivity

Conduit Adapters, Reverse Key Connectors

¢ Attaches to standard Crouse-Hinds 3/4” Form 8 Conduit Bodies for
transition to 5-wire Eurofast Connectors

* Gasket and 8-32 x 1/2 Mounting Screws included

* IP67 Protection (only when all receptacles are mated or covered with plugs)
* Terminal Strips accept up to 12 AWG Wires

(20U][F(0)

Ifesic

Housing Style Part Number Features Pinout Wiring Diagram
s}
1719 [437] <
Ll
~N
CA-1/FKW 4.5 -
30 110
5171 [131.3] 54 3 2 1
1.870 [475] J1
4 5
Nylon housing, 80 °C, 250V, 4
A, attaches to standard conduit 3
body for transition to 5-wire "
Eurofast, reverse key connector 12345
2 L
7] n
<
1719 [437] 2116 [537] Lo}
~
k| -
CA-2/FKW 4.5
7] ['e]
4.350 [1105] <+
5171 [131.3] %
1.870 [47.5] l// ~

54321

Standard receptacle housing material is nickel plated brass “CA-1(2)/FKW 4.5”; “CA-1(2)/FKWV 4.5” indicates stainless steel.
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity

Adapters

* Converts Eurofast to Minifast®

* Rugged Metal Connector

* |P67 Protection

Housing Style

Part Number

Features

Pinout

RSM 40-FK 4.4

80°C,250V,4A, femaleEurofast | , 5 ¢,

to male Minifast adapter, 4-pin

©1.024 [26.0] 2.496 [63.4] 714 [18.1] 2 4
e 1 2
—
7/B-16UN M12x1
=1 4
]7 ‘F L e N | 3 2 °
°C, 250V, 4 A, fi le Eurof. 2 2
RSM 50-FK 4.5 80°C 50. : emale uro.ast 2 2, 1
to male Minifast adapter, 5-pin 4
Sr———————5 ¢ 1
2
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M12 eurofast® Connectivity

* For use in Sensors and Custom Receptacles

* Available with Solder Cups and PCB Pins

2js

(20U][F(0)

Ifesic

—

250V, 4 A, up to 5 conductors, DC applications

* Compatible with standard Eurofast Cordsets 2 /; LY
3
Housing Style Part Number Features Pinout
4
197 [5.0]
EWAS 4.4 (10/BAG) Nylon or PUR, accepts up to 20 AWG, 250V, 4 A, up 3
327 1831 ) to 4 conductors, DC applications
.390 [9.91 2
9,413 [10,5] ﬂ F 039 1101
L T
579 [14.7] 7‘465 [1L.81
ﬂ EWAS 4.5 (10/BAG) Nylon or PUR, accepts up to 20 AWG, 250V, 4 A, up 3
5378 196] to 5 conductors, DC applications
2
6 5
®.217 [5.5]
EWAS 6 (10/BAG) Nylon or PUR, accepts up to 24 AWG, 30 VAC/36 VDC,
2327 1831 4 A, up to 6 conductors, DC applications 4
2.390 [9.9] 2 3
2.413 [105] ﬂ F—— 039 [1.01
P i 6
== 5
591 [15.01 473 (1201
_* EWAS 8 (10/BAG) Nylon or PUR, accepts up to 24 AWG, 30 VAC/36 VDC,
0378 19.6] 1.5 A, up to 8 conductors, DC applications 4
8 3
2
Nyl PUR, 250V, 4 A, upto3 ductors, DC
EWAK 4 PCB (10/BAG) | " O up o = conductors 4
applications
/’|45§\ @— 1
2.059 [1.5]
571 [14.5] Nylon or PUR, 250V, 4 A, up to 4 conductors, DC
{ 28 0319 (8] EWAK 4.4 PCB (10/BAG) applications 2
f 4
d L 0.414 [10.5] 5
.207 [5.25) 0.355 [9.0] | d
N PUR,250V,4A,upto5 tors, DC
EWAK 4.5 PCB (10/BAG) |~ o ' up o> conductors !
applications
2
197 5.0
8.327 [8.31
5 4
2.390 [9.9]
2413 11031 039 [1.01 Reverse key, nylon or PUR, accepts up to 20 AWG, 3
EWASW 4.5 (10/BAG)
2

s s
854 [21.7] 618 s

©.378 [9.6]
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We reserve the right to make technical alterations without prior notice.

M12 eurofast® Connectivity

Closure Caps

Drawing Part Number Features
RK-CC Nickel plated brass, M12x1 threads, 6” lanyard, mates to male
cordsets and receptacles
[}
774 [19.6]
REF.
634 [16!1]_.| L Stainless steel, M12x1 threads, 6” lanyard, mates to male cordsets and
RKV-CC
M12x _'I L_ receptacles
RS-CC Nickel plated brass, M12x1 threads, 6” lanyard, mates to female
cordsets and receptacles
774 [19.6]
REF.
634 [16.1]:I T L Stainless steel, M12x1 threads, 6” lanyard, mates to female cordsets
RSV-CC
M12x1 _’I L_ and receptacles
FK-CC Nickel plated brass, M12x1 threads, 6” lanyard with eyelet, mates to
| S— male cordsets and receptacles
774 [19.6)
RE!F’ Um EYE-LET
.634 [16.1]
M12x1 ——I I—— EKV-CC Stainless steel, M12x1 threads, 6" lanyard with eyelet, mates to male
cordsets and receptacles
ES-CC Nickel plated brass, M12x1 threads, 6” lanyard with eyelet, mates to
| E— ) female cordsets and receptacles
774 [19.6]
RE!F' = Bio EYE-LET
634 [16.1]_.| L_
M12x1 ESV-CC Stainless steel, M12x1 threads, 6" lanyard with eyelet, mates to
female cordsets and receptacles
i—.osg [1.5])
618 [15.7] -f EKK-CC Plastic, M12x1 threads, 3” lanyard with eyelet, mates to male cordsets
g?__m 18 [3.0] and receptacles
f ——I_—I L_I-— 772 [19.6]
M12x1
I 059 [1.5]
858 [21.8] -f FSK-CC Plastic, M12x1 threads, 3” lanyard with eyelet, mates to female
' ’ L @— 2.118 [3.0] cordsets and receptacles
772 [19.6
M12x1——l (10.6]
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M12 eurofast® Connectivity

Closure Caps

(20U][F(0)

Ifesic

Drawing Part Number Features
—
618 [15 7]
0772 1 a 1612 1 ——I L_l__ ADIUSTABLE RKK-CC Plastic, M12x1 threads, mates to male cordsets and receptacles
* REF. ©.590[15.0]
to 9.335[8.5]
.858 [21.8]
ADJUSTABLE RSK-CC Plastic, M12x1 threads, mates to female cordsets and receptacles
787 [20.0] \L CATCH LOOP
_.I L_ Mi REF. 8.590[15.0]
to ©.335[8.5]
RK-MC Nickel plated brass, M12x1 threads, no lanyard, mates to male
cordsets and receptacles
713 [18 1]
REF.
634 [1e’j| L
””2“_’] L‘ RKV-MC Stainless steel, M12x1 threads, no lanyard, mates to male cordsets
and receptacles
RS-MC Nickel plated brass, M12x1 threads, no lanyard, mates to female
cordsets and receptacles
713 [18.
REF. L
634 [16.1] :I
M1 2"'_'1 L_ RSV-MC Stainless steel, M12x1 threads, no lanyard, mates to female cordsets
and receptacles
Nylon, mates to VB2 series junction boxes and female cordsets and
% VZ3 (8/BAG) Y J
receptacles
‘_:—I'_] 618 [15 7]
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